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Declaration of Conformity

EMC
USA—FCC Class A
This equipment complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
1. This equipment may not cause harmful interference.
2. This equipment must accept any interference that may cause undesired operation.

European Union
This equipment complies with the following requirements of the EMC Directive 89/336/EEC:

Safety: This equipment complies with the following requirements of the Low Voltage Directive 73/23/EEC:

Supplementary Information: This product was tested and complies with all the requirements for the CE Mark. This
equipment complies with the Restriction of Hazardous Substances (RoHS) directive 2002/95/EC.
.

Compliance Model Number: NGR900R
Product Family Name: Sun Rack 900-38, Sun Rack 1000-38, Sun Rack 1000-42

As Telecommunication Network Equipment (TNE) in Both Telecom Centers and Other Than Telecom Centers per (as applicable):
EN 300 386 V.1.3.2 (2003-05) Required Limits:
EN 55022:1994 +A1:1995 +A2:1997 Class A
EN 61000-3-2:2000 Pass
EN 61000-3-3:1995 +A1:2001 Pass

EN61000-4-2 6 kV (Direct), 8 kV (Air)
EN61000-4-3 3 V/m 80-1000MHz, 10 V/m 800-960 MHz, and 1400-2000 MHz
EN61000-4-4 1 kV AC and DC Power Lines, 0.5 kV Signal Lines
EN61000-4-5 2 kV AC Line-Gnd, 1 kV AC Line-Line and Outdoor Signal Lines, 0.5 kV Indoor signal Lines > 10m
EN61000-4-6 3 V
EN61000-4-11 Pass

As Information Technology Equipment (ITE) Class A per (as applicable):
EN 55022:1994 +A1:1995 +A2:1997 Class A
EN 61000-3-2:2000 Pass
EN 61000-3-3:1995 +A1:2000 Pass
EN 55024:1998 +A1:2001 +A2:2003 Required Limits:

EN61000-4-2 4 kV (Direct), 8 kV (Air)
EN61000-4-3 3 V/m
EN61000-4-4 1 kV AC Power Lines, 0.5 kV Signal and DC Power Lines
EN61000-4-5 1 kV AC Line-Line and Outdoor Signal Lines, 2 kV AC Line-Gnd, 0.5 kV DC Power Lines
EN61000-4-6 3 V
EN61000-4-8 Pass
EN61000-4-11 Pass

EC Type Examination Certificates:
EN 60950-1:2001, 1st Edition TÜV Rheinland Certificate No. S 2272576
IEC 60950-1:2001, 1st Edition CB Scheme Certificate No. US/9081A/UL
Evaluated to all CB Countries
UL and cUL/CSA 60950-1:2001, CSA C22.2 No. 60950-00 File: E138989 Vol. A4 Sec. 5

/S/ /S/
Dennis P. Symanski DATE: 07/17/06 Donald Cameron DATE: 06/29/06
Worldwide Compliance Office Program Manager/Quality Systems
Sun Microsystems, Inc. Sun Microsystems Scotland, Limited
4150 Network Circle, MPK15-102 Blackness Road, Phase I, Main Bldg.
Santa Clara, CA 95054 U.S.A. Springfield, EH49 7LR
Tel: 650-786-3255 Scotland, United Kingdom
Fax: 650-786-3723 Tel: +44 1 506 672 539 Fax: +44 1 506 670 011
1
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Declaration of Conformity

EMC
USA—FCC Class A
This equipment complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
1. This equipment may not cause harmful interference.
2. This equipment must accept any interference that may cause undesired operation.

European Union
This equipment complies with the following requirements of the EMC Directive 89/336/EEC:

Safety: This equipment complies with the following requirements of the Low Voltage Directive 73/23/EEC:

Supplementary Information: This product was tested and complies with all the requirements for the CE Mark. This
equipment complies with the Restriction of Hazardous Substances (RoHS) directive 2002/95/EC.
.

Compliance Model Number: NGR900EQR
Product Family Name: Sun Rack 900EQ

As Telecommunication Network Equipment (TNE) in Both Telecom Centers and Other Than Telecom Centers per (as applicable):
EN 300 386 V.1.3.2 (2003-05) Required Limits:
EN 55022:1994 +A1:1995 +A2:1997 Class A
EN 61000-3-2:2000 Pass
EN 61000-3-3:1995 +A1:2001 Pass

EN61000-4-2 6 kV (Direct), 8 kV (Air)
EN61000-4-3 3 V/m 80-1000MHz, 10 V/m 800-960 MHz, and 1400-2000 MHz
EN61000-4-4 1 kV AC and DC Power Lines, 0.5 kV Signal Lines
EN61000-4-5 2 kV AC Line-Gnd, 1 kV AC Line-Line and Outdoor Signal Lines, 0.5 kV Indoor signal Lines > 10m
EN61000-4-6 3 V
EN61000-4-11 Pass

As Information Technology Equipment (ITE) Class A per (as applicable):
EN 55022:1994 +A1:1995 +A2:1997 Class A
EN 61000-3-2:2000 Pass
EN 61000-3-3:1995 +A1:2000 Pass
EN 55024:1998 +A1:2001 +A2:2003 Required Limits:

EN61000-4-2 4 kV (Direct), 8 kV (Air)
EN61000-4-3 3 V/m
EN61000-4-4 1 kV AC Power Lines, 0.5 kV Signal and DC Power Lines
EN61000-4-5 1 kV AC Line-Line and Outdoor Signal Lines, 2 kV AC Line-Gnd, 0.5 kV DC Power Lines
EN61000-4-6 3 V
EN61000-4-8 Pass
EN61000-4-11 Pass

EC Type Examination Certificates:
EN 60950-1:2001, 1st Edition TÜV Rheinland Certificate No. S 2272576
IEC 60950-1:2001, 1st Edition CB Scheme Certificate No. US/9081A/UL
Evaluated to all CB Countries
UL and cUL/CSA 60950-1:2001, CSA C22.2 No. 60950-00 File: E138989 Vol. A4 Sec. 5

/S/ /S/
Dennis P. Symanski DATE: 05/25/06 Donald Cameron DATE: 05/23/06
Worldwide Compliance Office Program Manager/Quality Systems
Sun Microsystems, Inc. Sun Microsystems Scotland, Limited
4150 Network Circle, MPK15-102 Blackness Road, Phase I, Main Bldg.
Santa Clara, CA 95054 U.S.A. Springfield, EH49 7LR
Tel: 650-786-3255 Scotland, United Kingdom
Fax: 650-786-3723 Tel: +44 1 506 672 539 Fax: +44 1 506 670 011
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Safety Agency Compliance
Statements
Read this section before beginning any procedure. The
following text provides safety precautions to follow when
installing a Sun Microsystems product.

Safety Precautions
For your protection, observe the following safety
precautions when setting up your equipment:

■ Follow all cautions and instructions marked on the
equipment.

■ Ensure that the voltage and frequency of your power
source match the voltage and frequency inscribed on
the equipment’s electrical rating label.

■ Never push objects of any kind through openings in
the equipment. Dangerous voltages may be present.
Conductive foreign objects could produce a short
circuit that could cause fire, electric shock, or damage
to your equipment.

Symbols
The following symbols may appear in this book:

Caution – There is a risk of personal injury
and equipment damage. Follow the
instructions.

Caution – Hot surface. Avoid contact.
Surfaces are hot and may cause personal
injury if touched.

Caution – Hazardous voltages are present. To
reduce the risk of electric shock and danger to
personal health, follow the instructions.

On – Applies AC power to the system.

Depending on the type of power switch your device has,
one of the following symbols may be used:

Off – Removes AC power from the system.

Standby – The On/Standby switch is in the
standby position.

Modifications to Equipment
Do not make mechanical or electrical modifications to the
equipment. Sun Microsystems is not responsible for
regulatory compliance of a modified Sun product.

Placement of a Sun Product

Caution – Do not block or cover the openings
of your Sun product. Never place a Sun
product near a radiator or heat register.
Failure to follow these guidelines can cause
overheating and affect the reliability of your
Sun product.

Noise Level
In compliance with the requirements defined in DIN 45635
Part 1000, the workplace-dependent noise level of this
product is less than 70Db(A).
5



SELV Compliance
Safety status of I/O connections comply to SELV
requirements.

Power Cord Connection

Caution – Sun products are designed to work
with power systems having a grounded
neutral (grounded return for DC-powered
products). To reduce the risk of electric shock,
do not plug Sun products into any other type
of power system. Contact your facilities
manager or a qualified electrician if you are
not sure what type of power is supplied to
your building.

Caution – Not all power cords have the same
current ratings. Household extension cords do
not have overload protection and are not
meant for use with computer systems. Do not
use household extension cords with your Sun
product.

The following caution applies only to devices with a
Standby power switch:

Caution – The power switch of this product
functions as a standby type device only. The
power cord serves as the primary disconnect
device for the system. Be sure to plug the
power cord into a grounded power outlet that
is nearby the system and is readily accessible.
Do not connect the power cord when the
power supply has been removed from the
system chassis.

The following caution applies only to devices with multiple
power cords:

Caution – For products with multiple power
cords, all power cords must be disconnected
to completely remove power from the system.

Battery Warning

Caution – There is danger of explosion if
batteries are mishandled or incorrectly
replaced. On systems with replaceable
batteries, replace only with the same
manufacturer and type or equivalent type
recommended by the manufacturer per the
instructions provided in the product service
manual. Do not disassemble batteries or
attempt to recharge them outside the system.
Do not dispose of batteries in fire. Dispose of
batteries properly in accordance with the
manufacturer’s instructions and local
regulations. Note that on Sun CPU boards,
there is a lithium battery molded into the real-
time clock. These batteries are not customer
replaceable parts.

System Unit Cover
You must remove the cover of your Sun computer system
unit to add cards, memory, or internal storage devices. Be
sure to replace the cover before powering on your computer
system.

Caution – Do not operate Sun products
without the cover in place. Failure to take this
precaution may result in personal injury and
system damage.

Rack System Warning
The following warnings apply to Racks and Rack Mounted
systems.
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Caution – For safety, equipment should
always be loaded from the bottom up. That is,
install the equipment that will be mounted in
the lowest part of the rack first, then the next
higher systems, etc.

Caution – To prevent the rack from tipping
during equipment installation, the anti-tilt bar
on the rack must be deployed.

Laser Compliance Notice
Sun products that use laser technology comply with Class 1
laser requirements.

CD and DVD Devices
The following caution applies to CD, DVD, and other
optical devices.

Caution – Use of controls, adjustments, or the
performance of procedures other than those
specified herein may result in hazardous
radiation exposure.

Conformité aux normes de sécurité
Lisez attentivement la section suivante avant de commencer
la procédure. Le document ci-dessous présente les
consignes de sécurité à respecter au cours de l'installation
d'un produit Sun Microsystems.

Mesures de sécurité
Pour votre protection, observez les mesures de sécurité
suivantes lors de l'installation de l'équipement:

■ Observez tous les avertissements et consignes
indiqués sur l'équipement.

■ Assurez-vous que la tension et la fréquence de votre
source d'alimentation électrique correspondent à la
tension et à la fréquence indiquées sur l'étiquette de la
tension électrique nominale du matériel.

■ N'insérez en aucun cas un objet quelconque dans les
orifices de l'équipement. Des tensions potentiellement
dangereuses risquent d'être présentes dans
l'équipement. Tout objet étranger conducteur risque
de produire un court-circuit pouvant présenter un
risque d'incendie ou de décharge électrique, ou
susceptible d'endommager le matériel.

Symboles
Les symboles suivants peuvent figurer dans cet ouvrage :

Attention – Vous risquez d'endommager le
matériel ou de vous blesser. Observez les
consignes indiquées.

Attention – Surface brûlante. Evitez tout
contact. Ces surfaces sont brûlantes. Vous
risquez de vous blesser si vous les touchez.

Attention – Tensions dangereuses. Pour
réduire les risques de décharge électrique et
de danger physique, observez les consignes
indiquées.

Marche – Met le système sous tension
alternative.

Selon le type d'interrupteur marche/arrêt dont votre
appareil est équipé, l'un des symboles suivants sera utilisé :

Arret – Met le système hors tension
alternative.

Veilleuse – L'interrupteur Marche/Veille est
sur la position de veille.

Class 1 Laser Product
Luokan 1 Laserlaite

Klasse 1 Laser Apparat
Laser Klasse 1
Safety Agency Compliance Statements 7



Modifications de l'équipement
N'apportez aucune modification mécanique ou électrique à
l'équipement. Sun Microsystems décline toute
responsabilité quant à la non-conformité éventuelle d'un
produit Sun modifié.

Positionnement d’un produit Sun

Attention – N'obstruez ni ne recouvrez les
orifices de votre produit Sun. N'installez
jamais un produit Sun près d'un radiateur ou
d'une source de chaleur. Si vous ne respectez
pas ces consignes, votre produit Sun risque de
surchauffer et son fonctionnement en sera
altéré.

Noise Level
In compliance with the requirements defined in DIN 45635
Part 1000, the workplace-dependent noise level of this
product is less than  70Db(A).

Conformité aux normes SELV
Le niveau de sécurité des connexions E/S est conforme aux
normes SELV.

Raccordement à la source d'alimentation
électrique

Attention – Sun products are designed to
work with power systems having a grounded
neutral (grounded return for DC-powered
products). To reduce the risk of electric shock,
do not plug Sun products into any other type
of power system. Contact your facilities
manager or a qualified electrician if you are
not sure what type of power is supplied to
your building.

Attention – Tous les cordons d'alimentation
n'ont pas la même intensité nominale. Les
cordons d'alimentation à usage domestique ne
sont pas protégés contre les surtensions et ne
sont pas conçus pour être utilisés avec des

ordinateurs. N'utilisez jamais de cordon
d'alimentation à usage domestique avec les
produits Sun.

L'avertissement suivant s'applique uniquement aux
systèmes équipés d'un interrupteur Veille :

Attention – .L'interrupteur d'alimentation de
ce produit fonctionne uniquement comme un
dispositif de mise en veille. Le cordon
d'alimentation constitue le moyen principal de
déconnexion de l'alimentation pour le
système. Assurez-vous de le brancher dans
une prise d'alimentation mise à la terre près
du système et facile d'accès. Ne le branchez
pas lorsque l'alimentation électrique ne se
trouve pas dans le châssis du système.

The following caution applies only to devices with multiple
power cords:

Attention – For products with multiple power
cords, all power cords must be disconnected
to completely remove power from the system.

Battery Warning

Attention – There is danger of explosion if
batteries are mishandled or incorrectly
replaced. On systems with replaceable
batteries, replace only with the same
manufacturer and type or equivalent type
recommended by the manufacturer per the
instructions provided in the product service
manual. Do not disassemble batteries or
attempt to recharge them outside the system.
Do not dispose of batteries in fire. Dispose of
batteries properly in accordance with the
manufacturer’s instructions and local
regulations. Note that on Sun CPU boards,
there is a lithium battery molded into the real-
time clock. These batteries are not customer
replaceable parts.
8 Sun Rack Safety and Regulatory Compliance Guide for RoHS Compliant Systems • June 2006



Couvercle du système
You must remove the cover of your Sun computer system
unit to add cards, memory, or internal storage devices. Be
sure to replace the cover before powering on your computer
system.

Attention – Do not operate Sun products
without the cover in place. Failure to take this
precaution may result in personal injury and
system damage.

Rack System Warning
The following warnings apply to Racks and Rack Mounted
systems.

Attention – For safety, equipment should
always be loaded from the bottom up. That is,
install the equipment that will be mounted in
the lowest part of the rack first, then the next
higher systems, etc.

Attention – To prevent the rack from tipping
during equipment installation, the anti-tilt bar
on the rack must be deployed.

Avis de conformité des appareils laser
Les produits Sun faisant appel à la technologie laser sont
conformes aux normes de sécurité des appareils laser de
classe 1.

CD and DVD Devices
The following caution applies to CD, DVD, and other
optical devices.

Attention – .L'utilisation de contrôles et de
réglages ou l'application de procédures autres
que ceux spécifiés dans le présent document
peuvent entraîner une exposition à des
radiations dangereuses.

Einhaltung sicherheitsbehördlicher
Vorschriften
Lesen Sie diesen Abschnitt sorgfältig durch, bevor Sie mit
dem Arbeitsablauf beginnen. Der folgende Text beschreibt
Sicherheitsmaßnahmen, die bei der Installation von Sun-
Produkten zu beachten sind.

Sicherheitsmaßnahmen
Zu Ihrem eigenen Schutz sollten Sie die folgenden
Sicherheitsmaßnahmen bei der Installation befolgen :

■ Befolgen Sie alle auf die Geräte aufgedruckten
Anweisungen und Warnhinweise.

■ Beachten Sie die Geräteaufschrift, um sicherzustellen,
daß Netzspannung und -frequenz mit der
Gerätespannung und -frequenz übereinstimmen.

■ Führen Sie niemals Gegenstände in die
Geräteöffnungen ein. Es könnten elektrische
Spannungsfelder vorhanden sein. Leitende
Fremdkörper können Kurzschlüsse, Feuer und
elektrische Schläge verursachen oder Ihr Gerät
beschädigen.

Symbole
Die folgenden Symbole werden in diesem Handbuch
verwendet:

Achtung – Es besteht die Gefahr der
Verletzung und der Beschädigung des Geräts.
Befolgen Sie die Anweisungen.

Achtung – Heiße Oberfläche. Vermeiden Sie
jede Berührung. Diese Oberflächen sind sehr
heiß und können Verbrennungen verursachen.

Class 1 Laser Product
Luokan 1 Laserlaite

Klasse 1 Laser Apparat
Laser Klasse 1
Safety Agency Compliance Statements 9



Achtung – Elektrisches Spannungsfeld
vorhanden. Befolgen Sie die Anweisungen,
um elektrische Schläge und Verletzungen zu
vermeiden.

Ein – Das System wird mit Wechselstrom
versorgt.

Abhängig von der Art des Stromschalters Ihres Gerätes
wird eventuell eines der folgenden Symbole verwendet:

Aus– Das System wird nicht mehr mit
Wechselstrom versorgt.

Wartezustand – (Der Ein-/Standby-Schalter
befindet sich in der Standby-Position.

Modifikationen des Geräts
Nehmen Sie keine elektrischen oder mechanischen
Gerätemodifikationen vor. Sun Microsystems ist für die
Einhaltung der Sicherheitsvorschriften von modifizierten
Sun-Produkten nicht haftbar.

Aufstellung von Sun-Geräten

Achtung – Geräteöffnungen Ihres Sun-
Produkts dürfen nicht blockiert oder
abgedeckt werden. Sun-Geräte sollten niemals
in der Nähe von Heizkörpern oder
Heißluftklappen aufgestellt werden.
Nichtbeachtung dieser Richtlinien können
Überhitzung verursachen und die
Zuverlässigkeit Ihres Sun-Geräts
beeinträchtigen.

Noise Level
In compliance with the requirements defined in DIN 45635
Part 1000, the workplace-dependent noise level of this
product is less than  70Db(A).

SELV-Richtlinien
Alle Ein-/Ausgänge erfüllen die SELV-Anforderungen.

Netzanschlußkabel

Achtung – Sun products are designed to work
with power systems having a grounded
neutral (grounded return for DC-powered
products). To reduce the risk of electric shock,
do not plug Sun products into any other type
of power system. Contact your facilities
manager or a qualified electrician if you are
not sure what type of power is supplied to
your building.

Achtung – Nicht alle Netzanschlußkabel
besitzen die gleiche Stromleitung. Normale
Verlängerungskabel besitzen keinen
Überspannungsschutz und sind nicht für den
Gebrauch mit Computersystemen geeignet.
Benutzen Sie keine
Haushaltverlängerungskabel für Sun-Geräte.

Der folgende Hinweis bezieht sich nur auf Geräte mit
Standby-Stromschalter:

Achtung – Der Stromschalter dieses Produkts
funktioniert nur als Standby-Gerät. Das
Netzanschlußkabel dient als
Hauptabschaltgerät für das System. Stellen Sie
sicher, daß Sie das Netzanschlußkabel in den
geerdeten Stromausgang in der Nähe des
Systems einstecken. Schließen Sie das
Netzanschlußkabel nicht an, wenn die
Stromzufuhr vom Systemgehäuse entfernt
wurde.

The following caution applies only to devices with multiple
power cords:

Achtung – For products with multiple power
cords, all power cords must be disconnected
to completely remove power from the system.

Battery Warning

Achtung – There is danger of explosion if
batteries are mishandled or incorrectly
replaced. On systems with replaceable
10 Sun Rack Safety and Regulatory Compliance Guide for RoHS Compliant Systems • June 2006



batteries, replace only with the same
manufacturer and type or equivalent type
recommended by the manufacturer per the
instructions provided in the product service
manual. Do not disassemble batteries or
attempt to recharge them outside the system.
Do not dispose of batteries in fire. Dispose of
batteries properly in accordance with the
manufacturer’s instructions and local
regulations. Note that on Sun CPU boards,
there is a lithium battery molded into the real-
time clock. These batteries are not customer
replaceable parts.

Abdeckung des Systems
You must remove the cover of your Sun computer system
unit to add cards, memory, or internal storage devices. Be
sure to replace the cover before powering on your computer
system.

Achtung – Do not operate Sun products
without the cover in place. Failure to take this
precaution may result in personal injury and
system damage.

Rack System Warning
The following warnings apply to Racks and Rack Mounted
systems.

Achtung – For safety, equipment should
always be loaded from the bottom up. That is,
install the equipment that will be mounted in
the lowest part of the rack first, then the next
higher systems, etc.

Achtung – To prevent the rack from tipping
during equipment installation, the anti-tilt bar
on the rack must be deployed.

Laserrichtlinien
Alle Sun-Produkte, die Lasertechnologie nutzen, erfüllen
die Laserrichtlinien der Klasse 1.

CD and DVD Devices
The following caution applies to CD, DVD, and other
optical devices.

Achtung – Die Verwendung von anderen
Steuerungen und Einstellungen oder die
Durchführung von Arbeitsabläufen, die von
den hier beschriebenen abweichen, können
gefährliche Strahlungen zur Folge haben.

Normativas de seguridad
Lea esta sección antes de llevar a cabo cualquier
procedimiento. El texto que aparece a continuación explica
las medidas de seguridad que deben tomarse durante la
instalación de un producto Sun Microsystems.

Medidas de seguridad
Por su propia seguridad, tome las medidas de seguridad
siguientes al instalar el equipo:

■ Siga todas los avisos y las instrucciones que aparecen
impresas en el equipo.

■ Cerciórese de que el voltaje y la frecuencia de la
fuente de alimentación coinciden con el voltaje y
frecuencia indicados en la etiqueta de clasificación
eléctrica del equipo.

■ No introduzca objetos de ningún tipo a través de las
aberturas del equipo. Dentro pueden darse voltajes
peligrosos. Los objetos conductores extraños podrían
producir un cortocircuito y, en consecuencia, fuego,
descargas eléctricas o daños en el equipo.

Símbolos
Los símbolos siguientes pueden aparecer en este manual:

Class 1 Laser Product
Luokan 1 Laserlaite

Klasse 1 Laser Apparat
Laser Klasse 1
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Precaución – Existe el riesgo de que se
produzcan lesiones personales y daños en el
equipo. Siga las instrucciones.

Precaución – Superficie caliente. Evite todo
contacto. Las superficies están calientes y
pueden causar lesiones personales si se tocan.

Precaución – Riesgo de voltajes peligrosos.
Para reducir el riesgo de descargas eléctricas y
de daños en la salud de las personas, siga las
instrucciones.

Encendido – Proporciona alimentación de CA
al sistema.

Según el tipo de interruptor de alimentación del que
disponga el dispositivo, se utilizará uno de los símbolos
siguientes:

Apagado – Corta la alimentación de CA del
sistema.

Espera – El interruptor de encendido/espera
está en la posición de espera.

Modificaciones en el equipo
No realice modificaciones mecánicas ni eléctricas en el
equipo. Sun Microsystems no se hará responsable del
cumplimiento de las normas en el caso de un producto Sun
que ha sido modificado.

Lugar y colocación de un producto Sun

Precaución – No obstruya ni tape las rejillas
del producto Sun. Nunca coloque un producto
Sun cerca de radiadores o fuentes de calor. El
incumplimiento de estas directrices puede
causar un recalentamiento y repercutir en la
fiabilidad del producto Sun.

Noise Level
In compliance with the requirements defined in DIN 45635
Part 1000, the workplace-dependent noise level of this
product is less than  70Db(A).

Cumplimiento de las normas SELV
Las condiciones de seguridad de las conexiones de E/S
cumplen las normas SELV.

Conexión del cable de alimentación

Precaución – Sun products are designed to
work with power systems having a grounded
neutral (grounded return for DC-powered
products). To reduce the risk of electric shock,
do not plug Sun products into any other type
of power system. Contact your facilities
manager or a qualified electrician if you are
not sure what type of power is supplied to
your building.

Precaución – No todos los cables de
alimentación tienen la misma clasificación de
corriente. Los cables de prolongación
domésticos no ofrecen protección frente a
sobrecargas y no están diseñados para ser
utilizados con sistemas informáticos. No
utilice cables de prolongación domésticos con
el producto Sun.

La precaución siguiente sólo se aplica a aquellos
dispositivos que posean un interruptor de alimentación de
espera:

Precaución – El interruptor de alimentación
del producto funciona como dispositivo de
espera solamente. El cable de alimentación
actúa como el dispositivo de desconexión
primario del sistema. Cerciórese de enchufar
el cable de alimentación a una toma de
corriente con conexión a tierra situada cerca
del sistema y a la que se pueda acceder con
facilidad. No conecte el cable de alimentación
cuando se haya quitado la fuente de
alimentación del bastidor del sistema.
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The following caution applies only to devices with multiple
power cords:

Precaución – For products with multiple
power cords, all power cords must be
disconnected to completely remove power
from the system.

Battery Warning

Precaución – There is danger of explosion if
batteries are mishandled or incorrectly
replaced. On systems with replaceable
batteries, replace only with the same
manufacturer and type or equivalent type
recommended by the manufacturer per the
instructions provided in the product service
manual. Do not disassemble batteries or
attempt to recharge them outside the system.
Do not dispose of batteries in fire. Dispose of
batteries properly in accordance with the
manufacturer’s instructions and local
regulations. Note that on Sun CPU boards,
there is a lithium battery molded into the real-
time clock. These batteries are not customer
replaceable parts.

Cubierta de la unidad del sistema
You must remove the cover of your Sun computer system
unit to add cards, memory, or internal storage devices. Be
sure to replace the cover before powering on your computer
system.

Precaución – Do not operate Sun products
without the cover in place. Failure to take this
precaution may result in personal injury and
system damage.

Rack System Warning
The following warnings apply to Racks and Rack Mounted
systems.

Precaución – For safety, equipment should
always be loaded from the bottom up. That is,
install the equipment that will be mounted in
the lowest part of the rack first, then the next
higher systems, etc.

Precaución – To prevent the rack from
tipping during equipment installation, the
anti-tilt bar on the rack must be deployed.

Aviso de cumplimiento de las normas para
láser
Los productos Sun que utilizan tecnología láser cumplen los
requisitos para láser de Clase 1.

CD and DVD Devices
The following caution applies to CD, DVD, and other
optical devices.

Precaución – La utilización de controles,
ajustes o la realización de los procedimientos
distintos a los especificados en el presente
documento podrían provocar la exposición a
radiaciones peligrosas.

Nordic Lithium Battery Cautions

Norge

Advarsel – Litiumbatteri —
Eksplosjonsfare.Ved utskifting benyttes kun
batteri som anbefalt av apparatfabrikanten.
Brukt batteri returneres apparatleverandøren.

Class 1 Laser Product
Luokan 1 Laserlaite

Klasse 1 Laser Apparat
Laser Klasse 1
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Sverige

Varning – Explosionsfara vid felaktigt
batteribyte. Använd samma batterityp eller en
ekvivalent typ som rekommenderas av
apparattillverkaren. Kassera använt batteri
enligt fabrikantens instruktion.

Danmark

Advarsel! – Litiumbatteri — Eksplosionsfare
ved fejlagtig håndtering. Udskiftning må kun
ske med batteri af samme fabrikat og type.
Levér det brugte batteri tilbage til
leverandøren.

Suomi

Varoitus – Paristo voi räjähtää, jos se on
virheellisesti asennettu. Vaihda paristo
ainoastaan laitevalmistajan suosittelemaan
tyyppiin. Hävitä käytetty paristo valmistajan
ohjeiden mukaisesti.
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Regulatory Compliance Statements
Your Sun product is marked to indicate its compliance class:

• Federal Communications Commission (FCC) — USA
• Industry Canada Equipment Standard for Digital Equipment (ICES-003) — Canada
• Voluntary Control Council for Interference (VCCI) — Japan
• Bureau of Standards Metrology and Inspection (BSMI) — Taiwan

Please read the appropriate section that corresponds to the marking on your Sun product before attempting to install the
product.

FCC Class A Notice
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:

1. This device may not cause harmful interference.
2. This device must accept any interference received, including interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to Part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the equipment
is operated in a commercial environment. This equipment generates, uses, and can radiate radio frequency energy, and if it is
not installed and used in accordance with the instruction manual, it may cause harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference, in which case the user will be required
to correct the interference at his own expense.

Modifications: Any modifications made to this device that are not approved by Sun Microsystems, Inc. may void the authority
granted to the user by the FCC to operate this equipment.

FCC Class B Notice
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:

1. This device may not cause harmful interference.
2. This device must accept any interference received, including interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee
that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

• Reorient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
• Consult the dealer or an experienced radio/television technician for help.

Modifications: Any modifications made to this device that are not approved by Sun Microsystems, Inc. may void the authority
granted to the user by the FCC to operate this equipment.
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Shielded Cables

Option 1

Hardwire connections between the workstations and peripherals, including Hardwire Network Connections, must be made
using shielded cables to comply with radio frequency emission limits.

Option 2

Hardwire connections between the workstations and peripherals must be made using shielded cables to comply with radio
frequency emission limits. Hardwire Network connections can be made using unshielded twisted-pair (UTP) cables.

Option 3

Hardwire connections between the workstations and peripherals must be made using shielded cables to comply with radio
frequency emission limits.

ICES-003 Class A Notice - Avis NMB-003, Classe A
This Class A digital apparatus complies with Canadian ICES-003.

Cet appareil numérique de la classe A est conforme à la norme NMB-003 du Canada.

ICES-003 Class B Notice - Avis NMB-003, Classe B
This Class B digital apparatus complies with Canadian ICES-003.

Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada.
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BSMI Class A Notice
The following statement is applicable to products shipped to Taiwan and marked as Class A on the product compliance
label.

GOST-R Certification Mark
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