<IELEMENT ItemWHDesc (

)>

<IELEMENT ItemHdrWHDesc (

)>

IltemHdrWHDesc
, ltemSupWHDesc*

, ltemSupCtyWHDesc*

, ISCDIimWHDesc*

from_location
, to_location
, itemid
, description
vendornbr
containertype
conveyableflag
stdunitqty
, hazardmatlcode
highvalueind
department
, class
singlecontainerbulk
subclass
expirationdays
perishableind
division
putawaybyvolume
stdunitfactor
itemmasterudal
itemmasteruda2
itemmasteruda3
itemmasteruda4
itemmasterudab
itemmasteruda6
itemmasteruda?
itemmasteruda8
itemmasteruda9
itemmasterudalO
itemmasterudall
itemmasterudal2
itemmasterudal3
itemmasterudal4
itemmasterudal5
nonsaleable
, brand
, fragile
rigid
standarduom
uomconvfactor
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<IELEMENT ItemSupWHDesc (
itemid
, from_location
, to_location
, vendornbr
, vpn

)>

<IELEMENT ltemSupCtyWHDesc (
itemid
, origincountryid
, from_location
, to_location
, deti
, dchi
, Supppacksize
, innerpacksize
, stackability

)>

<I[ELEMENT ISCDimWHDesc (

itemid

, from_location

, to_location

, dimobject

, length

, width

, height

, weight

, dimobjectdesc

, velocity

)>

<IENTITY % varchar2 "(#PCDATA)">

<IENTITY % number "(#PCDATA)">

<IELEMENT year %number;>

<IELEMENT month %number;>

<IELEMENT day %number;>

<IELEMENT hour %number;>

<IELEMENT minute %number;>

<IELEMENT second %number;>

<IENTITY % date "( year, month, day, ( hour, minute, second )? )">

<IELEMENT from_location %varchar2; >
<IELEMENT to_location %varchar2; >
<IELEMENT itemid %varchar2; >

<IELEMENT description %varchar2; >
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<IELEMENT vendornbr
<IELEMENT containertype
<IELEMENT conveyableflag
<IELEMENT stdunitqty
<I[ELEMENT hazardmaticode
<IELEMENT highvalueind
<IELEMENT department
<IELEMENT class

ltemWHDesc.dtd
%varchar2; >
%varchar2; >
%varchar2; >
%number; >
%varchar2; >
%varchar2; >
%number; >
%varchar2; >

<IELEMENT singlecontainerbulk  %varchar2; >

<IELEMENT subclass
<IELEMENT expirationdays
<IELEMENT perishableind
<IELEMENT division

%varchar2; >

%number; >

%varchar2; >
%number; >

<IELEMENT putawaybyvolume %varchar2; >

<IELEMENT stdunitfactor
<IELEMENT itemmasterudal
<IELEMENT itemmasteruda2
<IELEMENT itemmasteruda3
<IELEMENT itemmasteruda4
<IELEMENT itemmasterudab
<IELEMENT itemmasteruda6
<IELEMENT itemmasteruda7
<IELEMENT itemmasteruda8
<IELEMENT itemmasteruda9
<IELEMENT itemmasterudal0
<IELEMENT itemmasterudall
<IELEMENT itemmasterudal2
<IELEMENT itemmasterudal3
<IELEMENT itemmasterudal4
<IELEMENT itemmasterudal5
<IELEMENT nonsaleable
<IELEMENT brand
<IELEMENT fragile
<IELEMENT rigid

<IELEMENT standarduom
<IELEMENT uomconvfactor

<IELEMENT vpn

<IELEMENT origincountryid
<IELEMENT dcti
<IELEMENT dchi
<IELEMENT supppacksize
<IELEMENT innerpacksize
<IELEMENT stackability

<IELEMENT dimobject
<IELEMENT length
<I[ELEMENT width
<IELEMENT height
<I[ELEMENT weight
<IELEMENT dimobjectdesc

%number; >
%varchar2; >
%varchar2;
%varchar2;
%varchar2;
%varchar2;
%varchar2;
%varchar2;
%varchar2;
%varchar2;
%varchar2; >
%varchar2; >
%varchar2; >
%varchar2; >
%varchar2; >
%varchar2; >

%varchar2; >

%varchar2; >
%varchar2; >
%varchar2; >

%varchar2; >
%number; >
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%varchar2; >

%varchar2; >
%number; >
%number; >

%number; >

%number; >

%number; >

%varchar2; >
%number; >
%number; >
%number; >
%number; >
%varchar2; >
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<IELEMENT velocity %number; >
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