WHTransDesc.xml
<?xml version="1.0" encoding="UTF-8"?>
<l--Sample XML file generated by XML Spy v4.2 U (http://www.xmlspy.com)-->
<IDOCTYPE WHTransDesc SYSTEM "http://www.retek.com/dtd/rib/WHTransDesc.dtd">
<WHTransDesc>
<WHTran>
<from_location>Text</from_location>
<to_location>Text</to_location>
<process_id>Text</process_id>
<user_id>Text</user_id>
<start_time>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>
</start_time>
<end_time>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>
</end_time>
<units>Text</units>
<cases>Text</cases>
<pallets>Text</pallets>
<equipment_id>Text</equipment_id>
<from_loc>Text</from_loc>
<to_loc>Text</to_loc>
<from_dest_id>Text</from_dest_id>
<from_dest_type>Text</from_dest_type>
<to_dest_id>Text</to_dest_id>
<to_dest_type>Text</to_dest_type>
<item_id>Text</item_id>
<po_nbr>Text</po_nbr>
<po_doc_type>Text</po_doc_type>
<appt_nbr>Text</appt_nbr>
<appt_line>Text</appt_line>
<asn_nbr>Text</asn_nbr>
<nsc_flag>Text</nsc_flag>
<conveyable_flag>Text</conveyable_flag>
<appt_start_time>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>
</appt_start_time>
<appt_end_time>
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<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>

</appt_end_time>
<trailer_id>Text</trailer_id>
<bol_nbr>Text</bol_nbr>
<carrier>Text</carrier>
<service>Text</service>
<route>Text</route>
<distro_nbr>Text</distro_nbr>
<distro_doc_type>Text</distro_doc_type>
<wave_nbr>Text</wave_nbr>
<pick_type>Text</pick_type>
<wip_code>Text</wip_code>
<Ims_udal>Text</Ims_udal>
<Ims_uda2>Text</Ims_uda2>
<Ims_uda3>Text</Ims_uda3>
<Ims_uda4>Text</Ims_uda4>
<Ims_uda5>Text</Ims_uda5>
<Ims_uda6>Text</Ims_uda6>
<Ims_uda7>Text</Ims_uda7>
<Ims_uda8>Text</Ims_uda8>
<Ims_uda9>Text</Ims_uda9>
<Ims_udal0>Text</Ims_udalO>
<trailer_close_date>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>
</trailer_close_date>
<to_loc_type>Text</to_loc_type>
<equipment_class>Text</equipment_class>
</WHTran>
<WHTran>
<from_location>Text</from_location>
<to_location>Text</to_location>
<process_id>Text</process_id>
<user_id>Text</user_id>
<start_time>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>
</start_time>
<end_time>
Page 2



WHTransDesc.xml
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>

</end_time>
<units>Text</units>
<cases>Text</cases>
<pallets>Text</pallets>
<equipment_id>Text</equipment_id>
<from_loc>Text</from_loc>
<to_loc>Text</to_loc>
<from_dest_id>Text</from_dest_id>
<from_dest_type>Text</from_dest_type>
<to_dest_id>Text</to_dest_id>
<to_dest_type>Text</to_dest_type>
<item_id>Text</item_id>
<po_nbr>Text</po_nbr>
<po_doc_type>Text</po_doc_type>
<appt_nbr>Text</appt_nbr>
<appt_line>Text</appt_line>
<asn_nbr>Text</asn_nbr>
<nsc_flag>Text</nsc_flag>
<conveyable_flag>Text</conveyable_flag>
<appt_start_time>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>
</appt_start_time>
<appt_end_time>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>
</appt_end_time>
<trailer_id>Text</trailer_id>
<bol_nbr>Text</bol_nbr>
<carrier>Text</carrier>
<service>Text</service>
<route>Text</route>
<distro_nbr>Text</distro_nbr>
<distro_doc_type>Text</distro_doc_type>
<wave_nbr>Text</wave_nbr>
<pick_type>Text</pick_type>
<wip_code>Text</wip_code>
<Ims_udal>Text</Ims_udal>
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<Ims_uda2>Text</Ims_uda2>
<Ims_uda3>Text</Ims_uda3>
<Ims_uda4>Text</Ims_uda4>
<Ims_uda5>Text</Ims_uda5>
<Ims_uda6>Text</Ims_uda6>
<Ims_uda7>Text</Ims_uda7>
<Ims_uda8>Text</Ims_uda8>
<Ims_uda9>Text</Ims_uda9>
<Ims_udal0>Text</Ims_udalO>
<trailer_close_date>
<year>Text</year>
<month>Text</month>
<day>Text</day>
<hour>Text</hour>
<minute>Text</minute>
<second>Text</second>

</trailer_close_date>

<to_loc_type>Text</to_loc_type>

<equipment_class>Text</equipment_class>

</WHTran>
</WHTransDesc>
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