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Preface

Contacting Oracle Support Services

For Oracle Agile Engineering Collaboration support contact the Oracle Global Customer Support (GCS) via

www.oracle.com/support or My Oracle Support via https://support.oracle.com.

Accessibility of Code Examples in Documentation

Screen readers may not always correctly read the code examples in this document. The conventions for
writing code require that closing braces should appear on an otherwise empty line; however, some screen

readers may not always read a line of text that consists solely of a bracket or brace.

This documentation may contain links to web sites of other companies or organizations that XPLM Solution
does not own or control. XPLM Solution neither evaluates nor makes any representations regarding the

accessibility of these web sites.

Reserved Functionality

Note that not all parts of the MCAD connector, though accessible, are intended for customization by
end-users. There is a certain set of functionalities, reserved option settings and files (TCL script files,
CustomerFunction.cmd) that should not be modified by end-users without consulting XPLM’s services
department first. This should ensure that MCAD connectors installed in productive environments always

behave as expected.



http://www.oracle.com/support
https://support.oracle.com/

MCAD Admin Guide 3.6.3

Content

Installing and Upgrading Java RUNTIME ENVIFONMENTS ....cccccuiiiiiiiieeciiieeeeiiee e eeeee e sire e e e e e e snvee e e saveeeensaeeennneas 9
101 =1 | =Y d o o TP P PR PRRI 9

(0o =40 To [T TP P TSP PP PRPPRPPRPRPRRPPINS 9

Creo Parametric Connector AdMINISTIAtioN .......cviiiieeiiiieiriee ittt sae e s sbbeesbe e e saeeenaees 10
CoNFIGUrAtIoN filE XACP.CTB . uneeiiieiie ettt sttt e sab e sat e e st e e sat e st e e st e e sareesnneens 10
SEtUP the AtLrIDULE IMAPPINEG...cc i ceee ettt e et e e et e e e s tb e e e estae e s saeeeesstaeeesssseeesssaeeesnsseeeannns 10
Configuration file CONFIZ.PrO ... ii ettt st et s e et b e st esreesanee s 10
Mapping file ACPCUSTOMEIT.iNi co..ueieiiiiiieeiee ettt sttt st e e st e e st e st esabe e s bt e s beeenaeesbeeeneenane 11
Mapping Options for [ProETOAGIIE. XXXX] SECLIONS ...ccuvveiiiiiieeeciee ettt ettt e e et re e e e aae e e e araeas 16
Mapping Options for [AgIleTOPrOE. XXXX] SECLIONS .....eeeieeiiiieieeiiie ettt ettt ettt 17
Mapping Options for [AgileGetProperties. XXX] SECHIONS .......cceciciiieiciiiee ettt e 18
MaNAGING FOIrMAt FIlES ...couiiiiiiiiiieet ettt ettt st e st e st e st e e bee s beeebeesabeeeneesane 20
Transfer BOM Find NUumber FUNCHIONAIITY ......ccociiiiiiiie et ettt e et e e etae e e saaeeeeas 20
File Property Holding the Agile ltem NUMDEI..........cuviiiiiie e e 20

2101V I - o1 [T TRRRURPPPR 21
Adjusting The ColUMN INGICES......eiiiiiiie ettt e e e rtte e et e e e s ta e e e etae e e sbbeeeesstaeeeensaaeessseaean 24
SOLIDWORKS Connector AdMiNIiStration .......cocceeeeiiieeieiieresiiieeesiieesssiteeesstaeeeesteeessseeeesneeeessnseessnsnesssnsseeeans 26
Connector ConfigUration SETLINES.......uceiiiiiie ettt e e et e e e aae e e s tbe e e esateeeeeaseeeesabaeeeanntaeesnnsanas 26
Settings in XPIMSolidWorksConnector.Xml .........uuviiiiiii et e e e e e s arr e e e e e e nes 27
Settings in XPIMSolidWorksA9CONNECLOr. XM ......ciicuiiiiiiiieeeiiee e cceee ettt e sree e s e e e s eee e e e sareeeesareeeennnes 30
SetUP the WOrKSPACE ROOT .....uuiiiiieiiiciite e e e e e e e e e e e e e s bb e e e e e e eesenstatraeaeeesennntraneaaseannes 35
Setup the Java Environment and Workspace ROOT.........ccuviiieiiiiiiiiiee et e e see e e vae e 35
SetUP the AttriDULE IMAPPING . ...uveeiei i e e e e e e e e st a e e e e e e e seaaateeeeeeesesnntraneeeseeanes 35
Transfer BOM Find Number FUNCHIONAIITY ......cccoiiiiiiiiee ettt et e e e s aaee e 35
Solid Edge Connector AdminiStration........c.eicicuiee e ceier st s e et e e e e et e e e s eee e e saeeeeenstaeeesnaeeesnseeeens 37
Connector CoNfigUIation SEETLINES........cciiiiiie it e ettt e et e e e te e e eetre e e s bbeeeesabeeeeensaaaeeabaeeeannsaeesnnsanas 37
Settings in XPIMSOlIdEAZECONNECTON. XM .....iiiiiiiiiiciiee ettt e e e rae e e e st e e e e ete e e ssreeeeesnreeeeennes 37
Settings in XPIMSOlidEAgeAICONNECLOr. XM ...c...uiiiiieiiei ittt et e e e e e st e e e e e e s eranbraeeeeeeeenes 39
Setup the WOIKSPACE ROOT ....uiiiiiiiii s ciiee ettt ettt e et e et e e e st e e e e sae e e saaeeeesnbeeesensseeesassaeeesnsenesnnnes 43
Setup the Java Environment and Workspace ROOT.......c.cuuiiieiiiiiiciies ettt see e e e e 43
SetUP the AttriDULE IMAPPING ... eieiei i e e e et e e e e e e st r e e e e e e e seabateeeeeaesessnstbareaaeeeanes 43
EC Web Connector AdmMiINIStration..........coiiiiiiieiiieeieesieeeiee sttt sttt st st st e sbeesabeeesaeesbaesneesane 44
Oracle PD Cloud FUNCEIONAIILY cooeiiieiiiieee ettt e e et e e e e e e st b e e e e e e e e s nabaaaeeeaeesennnnenes 44
Filtering Sub-Classes and AutoNumber Generators Displayed by the MCAD GUI...........ccccevevcviveeecnereennen. 45
Preferences Settings on MCAD-CONFIG-{CAD} fOlEr .....cceiurieieciire ettt ree e e e 46

[ e LY o Yol Tl B =1 Lo - USSP 46

[ T=To I @ o] d o [P RS 47



Y 1N @] o] 1 o] o IO O PP PP PP P PPPTPPPPPRPPPRY 49

“Save as”: List of automatically handled attribULES.......c.ciivriiiiiieeee e e 52
(O T = T =T o ol T PR U ST SPTUURTP 53
Viewable Creation Pref@rEnCeS ... ittt st sba e e s bte e sbe e e sabeesateesabeenaees 54
Property Value Pref@rEnCes. ... ..o ittt ettt ettt be e s be e e bt e s beeenee e 57
Customizing QUICK VIEW ALEIDULES .....eiiiiiiiiiiieeic ettt et sibe e st e sabaesanee s 57
Re-reading DeSigN ATtrIDULES. ....couii ittt sttt st b e st bt e s b e e nee s beeenee e 58
(071 (@l T ol 1208 1 IT= T V=SSR 60
(2T T (oY <Tol o o H PO PPRP PP 60
CoNNECLIONPrOPEItiEs SECTION ....uiiiiiiiiiitiee e e s rr e e s s r et e s e re e e snnneas 62
BroWSErDiSPIay SECLION .....uviiiiiie ettt et e e e st e e e et e e e eettte e e staeeeeastaeeeensaaeeesbaaaesstaeesansraeessreeas 64
[ 1oAY 0o ol o BT =T ot [ ] o SRS RR 67
(DE =] o g g | KT =T o] o I PO PP UPTTO PP 68
LI o1 E=] DT o] 1 ATt 4o SR SR U 69
WorkspaceTableDisplay SECHION ......cooiii ittt ettt st sab e et esbeeeanee s 71
OVerrideConfigUration SECLION .......ccuiie ittt e e e e et e e e e ate e e s bt eeeeataeeeensaeeesnsreeeansaeesnnsanas 71
FIENGMING SECLION «..eeiiieeiiteete ettt ettt e st e st e st e e bt e st et e bt e s beeebee s beeeseesabeeeneenane 73
VS Y 1 ST =T ot o T TP P PP 74
WorkspaceDeleteViewables SECLION .....c.c.ciiii i bbb e 75
YR o T 411 TS Y=o o (o o SRR 76
(01 o= L] ol doT o< o T Y=Y ox o o) o FON USRS 77
READONLY_FF_FIELDS SECLION ....uttiiuiieriiieeieesitteeteestee st e st e st e sabeesseesabeesseesabeesnseesabeesnneesabaeenseesbaeenseesane 80
READONLY _ITEM_FIELDS SECLION ..cecuttiiitieireesiiesreesteesiteesteesseesebeesseessteesseesasesssessssessnsessnsessnsessssessnsessnns 81
CAX_NAMES_BY_ID SECHION ..eeuttiiiieetiieiiteeitt ettt ettt ettt sttt ettt e st e e sat e e siee e bt e e sabeesateesabeesaseesabeesaseesaseesaneens 81
Login Access AdMINIStration iN PLIM .........uiiiiiiieieiiie e cetes sttt e s e staee e e st e e s sate e e snaeeeesntaeeeennsaeesnnnneas 81
CAD Startparts Administration iN PLIVI .......cooi oottt e e e e s ettt e e e s s e e sntaae e e e e s e snsbaaseeeeessennnnnens 83
Creating the Template StruCtUre inN AGIlE ....ccccueii it e e e e e e e s serneas 83
Adding Template Files t0 the StrUCTUIE .......ceei i e re e e e s e sartr e e e e e e eeenes 85
U] o] 877 ¢ 1= USRS 88
SEIUCTUIE RESOIUTION ...ttt et st s e st e e bt e st e e sabeesabeesabeesabeesaseesabeesnneenn 88
POSSIDIE EITOIS ...ttt et ettt ettt e e st e e e aabe e e s ab b e e e sabb e e e e abteeseasbeeesabbteeeaabeeesanbaeesnraeas 89
Y T o] o1 oY= PP PPN 91
1Y Yo o1 T =4 <o 11 e RSP 91
USIiNg the Mapping EITOr .. ..ueii et e et e e et e e e st e e e e nte e e snsaeeesnsaeeeeneneeennnnes 91
MCAD-MAPPING folders — How the mapping is handled ..........ccccvviiiiiiioiiiiiie e 92
Mapping CAD properties t0 PLIM fieldS.......coo ittt e e e e e ebrae e e e e e 94
Mapping the Sub-Class for New Objects to PLM (TARGET_CLASS Attributes) .......ccceecveveviivereicieeeens 101
Mapping Empty Values to and from PLIM Fields ........ccouiiiiiiei oottt 101
Mapping PLM values tO CAD PrOPEItIES ... .uueeeiiieeeeiieeesiteeeestteesestieeeseneeeeesstaeessnseeesnsaeessnseeesensseeesnnsees 97
Formatting values dUring MapPing .....uueieei ittt e et e e e e e e et e e e e e e e e s anbbareeeseesnanbraaeeaaaeaan 98




MCAD Admin Guide 3.6.3

MapPPING ValUBS ON SAVE AS ......viiiiiiieeeiiiee ettt e e ettt eee it e e e sta e e e e ttaeeesasaeeesasaeeeastaeesansseeessseeesnssaeesnnsnes 102
Language and Localization AdminiStration ........cooueeiiiiiiiiiieieee et 104
PLM User and Data LANGUAEE ......cccueeeeiiiie ettt e ettt e e ettt e e estteeestaeesesttaeeesasaeeesnsseseanstaeesansssessssesesnssseesnnsnes 104
ORI T LT o @o T 0] oo T Y=Y o1 (SRS 104
CAD CoNNector COMPONENTS ......viiiiiiieiiiiiie ittt st e e s e s e ssr e e e sbb e e e s sabeeesenaeeesanreeessraeeseanns 104
(071 Y0 I o T8 aa] oY o F= Y1 YUY o] oo o SRS 105
Transfer CAD thumbRnails t0 PLIMI......ooiiiiiiiiiee ettt ettt st e e st e e e st e e saaa e e s snbaeessabeeesnnnaeas 106
AutoVue configuration for CAD thumbNails ...........ooeeiiiiiiie e e 106
Thumbnails iN the LOA0 PreVIEW .....c.uiiiiiiiecii ettt sttt s sae e st s sbeesba e sbaesbaeenaeesnns 106
TrOUBIESNOOTING ..ttt ettt ettt et e s bt e bt e s bt e e bt e s b et e bt e s be e e bt e s beeenaeenane 106
(WY o= Yo A Vo T o - [of Y- TSRS 106
Toolbox and Library Parts (ACW and ACE ONIY) ..cc.ciiuiiriieiiieieeie ittt ettt sttt ettt s saeesae e sneeene 106
Configuring the Standard PartS DIF€CLOIY .....cccuuiiiciiiee e ciieeeecie e e eette e e stre e eestte e e setreeeesabreeeeseeeessreaeesaraeaennnes 107
Y- 1V o S P PP PUPPPPPPTPUPPPPPRt 107
(oL Te 10T -2 TP T PO P PSP U PP UPPOTPRPPPRRTIN 107
[U=T 0T 10 011 = PSSP ONN 108
RV A 11T o 1= TP 108
Files Without Collaboration Files (.CID FIlS) ......cccuiiiiiiiie ettt et e e e e are e e e 108
AV A S et e et e e e e e e e e e e e e e e e e e e e e e e et e e et et e e e e e e e e e e aaaaees 108
Error Message “Error adding rows to Structure table: String value exceeds the maximum length of 50
(ol T (ot {1 SRS POUPROPPRUPOE 108
Strict CAD Modification Workflow (ACE, ACP and ACW ONIY) ...cccuiiiiiieiieiiieeieecteeeteesteeeveesteeeeaeesvaeeenne e 109
[0 o)A To] 0 IY =1 1 1] = £ TSR 109
ACHIVATING The FEATUIE ettt e et e e et e e st e e e e st e e e e e steeesnteeeesnsaneeanseeesnnnnens 110
FOI Cre0 ParamEtriC . cocueeiiieeieee ettt sttt e st e s et e e s e e e s sana e e s e mr e e e s nnaeeesnneeeesnreeesnns 110
FOP SOLIDWORKS ...eeeitttetie ettt ettt esteeesite et e e stteeste e esaaesbeeebaeebaeebeessbeeesbaeenbeesnsaeenbaesnsaesnbaesnseesabeeenseesnses 111
oY Y] [T I o - RS URR 111
Changes t0 the CAD WOTKFIOW ......cccuiiiiiiiie ettt e et e e e e ette e e e etta e e e sabaeeeestaeesansaseesabaeaennnes 112
Required Server Configuration for Using MCAD CONNECLOIS ....cccuvvieiiiieeeiiieeeeiteeeseieeeesteeeeesareeesensneessnnseeeens 113
ACtivating TRUMBNAIIS .....eeiiieeeeee e et e e e st e e e te e e sateeeesnteeeesnneeesnnneas 114
DIESIZNS — PAZE TWO .ettttiuiuiuitiuieierutetaterereresereseseseseseresesesesesesesesesesesesesesesesesesesesesesesesssesesesesesssesssesssssesssesssnns 114
DT =g el 1 1Y SRS 115
(D = T (U o) AU PN 116
DesigNs — Where USEd — DESIZN ......ueeieiiiieieiiii e ccieee ettt e ettt e sttt e e ettt e e esaeaeeesnaeeesntaeessnseesesnnseeesnnsaeesnnnnes 117
(DI Fed s I YT A oY ] 11 o U PR 118
Y S N1 [ 2] (ool QO PO P U UPRUTTPPRP 118
PArES — BOM ...ttt e e e st e e e s e et e e e s e s r e e e e e e e s nrnereee s 119
[ T Rl Y=Y Y 4o o 1 o 11 L S UUR 121
Parts — Changes — Attributes: PENding Chan@es .......cccuiiiieiiii it e e e e st e e et e e 121



DOCUMENTS — ReIATIONSNIPS. . eiiiiiiiie ettt e e re e e s ta e e e e sata e e senaaaeeessaeeeesnsaeeeanes 122

DocumMENts — PeNdiNgG Changes.......uiiiuiiiiiiiiieeiit ettt ettt et s s be e s b e aee e 122
DOCUMENTS = BOM ...ttt e e e s e e e e s e s e e e e e s e s nrer e e e e e s e sannrnneeeeesenan 122
Control Upload File Types/File Association Table.......cccoccviiiieiciiiiciece et 122
DUPIICate FINA NUMDETS ....oiiiiiiieiiiee ettt e e st e e s saee e e sbte e e sateeessaaaeessabaeeesstaeesnanneas 123
Allowing MCAD Engineers t0 See CheCKOUL USEI'S ........eiiiiuiiieiiiiieceiee e ceieee ettt e e et e e setee e e stre e e snnn e e eennneas 123
Enabling HTTPS for Engineering Collaboration CHENTS .......cccoiiiiiiiiiiieiiee e 125
[aage Yo [UT ot o] o H ORI PPPRN 125
EXPOrting the server CertifiCate ... e et e e e eaae e e s b e e e e saraeeeeans 125
Creating the Client Keystore for One-Way Authentication..........cccovvveeieiiiiiiiiiee e 126
Creating the Client Keystore for Two-Way Authentication .........ccccccveeieiiiiiiciiee e 127
Configuring the MCAD Connectors fOr HTTPS ......oo ittt st st 128
Configuring custom client applications fOr HTTPS ........oooiiiiiiiee ettt e 129
Enabling WSS for Engineering Collaboration ClIENTS .........cccuiiiieiiie ettt et e et ae e e s avee e 129
18] oo [T ox [ T o [ SRS 130
Configuring the MCAD Connectors FOr WSS .......oo ittt e et e e et e e st e e e eaaae e sareeeesabaeaeennes 130

Ll =Yg T=To [ TSl O A1 or- Y TSRS 130
o101 o] 1= g Yo ] d 1o V-SRI 131
Lifecycle Phase Value Does Not Appear for Document ObJECES ......ccccueerieeriierieeniie et 131

Error Message “Error adding rows to Structure table: String value exceeds the maximum length of 50
characters” Appears When Saving to AgIlE ......cc.uviieciiii it ae e e s aaee e 131
With Renaming on Save Enabled, the MCAD Connector does not Replace the File Reference to an Object
that Contains an Exclamation Mark (“!”) in the File Name (Solid Edge only) ......ccccovveieiieeiiciieececieee e, 131
STEP Files are not Created when Saving to Agile (Solid EAge ST 8 0Nly) ..ccceevveeeieeicieeecee e 132

Some language characters are not correctly displayed on the Save Preview and Workspace Manager...132

Vii



Preface

Contacting Oracle Support Services

For Oracle Agile Engineering Collaboration support contact the Oracle Global Customer Support
(GCS) via www.oracle.com/support or My Oracle Support via https://support.oracle.com.

Accessibility of Code Examples in Documentation

Screen readers may not always correctly read the code examples in this document. The
conventions for writing code require that closing braces should appear on an otherwise empty
line; however, some screen readers may not always read a line of text that consists solely of a
bracket or brace.

This documentation may contain links to web sites of other companies or organizations that XPLM
Solution does not own or control. XPLM Solution neither evaluates nor makes any representations
regarding the accessibility of these web sites.
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Installing and Upgrading Java Runtime
Environments

Installation

Since release 3.4.3.0, 3.5.0.11 and 3.6.0.0, the MCAD connector’s installation package no longer includes
the Java Runtime Environments (JREs) necessary for running the MCAD connector. Therefore, 32 and
64-bit JREs need to be installed prior to installing the MCAD connector on a system. However, only Java
8 is supported. The JREs in question can be downloaded using the following link: https://java.com

The Java Runtime Environments installed on the system should be detected automatically by the
installation wizard of the MCAD connector. However, the user may provide the installation paths of the
corresponding Java Runtime Environments manually during the installation process, if necessary or in
case that the installation wizard is unable to automatically detect them.

Upgrade

The JRE installation directories are version dependent. Therefore, a JRE upgrade will result in the MCAD
connector not functioning. In this case, an update of the following environment variables is required,
which the MCAD connector uses to locate
the JREs:

E® Command Prampt

T XPLMJava

e XPLMJavaX64

e XPLMJavaXxs6 Figure 1: Environment variables used by the MCAD

After upgrading the JREs, these two connector to locate the JREs

environment variables need to be updated to match the installation directory of the upgraded 32 bit
and 64-bit JREs. This can be done manually or using the following script file provided within the MCAD
installation directory:

..\XPLM Solution GmbH\OraclePLM\accessories\Set_ Java_Paths.bat

The script file queries the system for the installation directories of the JREs and updates the
environment variables mentioned above. The Set_Java_Paths.bat script requires administration
privileges.
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Creo Parametric Connector Administration

This section provides a complete summary of configuration options available for the Creo Parametric
connector. Once the basic installation has been done following the instructions in the Installation Guide,
you can refer here for details of all possible settings.

Note that in addition to the configuration files listed here, the EC Web Connector must be additionally
configured to provide complete operation of the Creo Parametric Connector. See the EC Web Connector
Configuration Options section for details.

Table 1: List of all Configuration Files for the Creo Parametric Connector

Configuration files Purpose Location
xAcp.cfg System configuration <Install Directory>\xacp\com
AcpCustomer9.ini Mapping and configuration <Install Directory>\xacp\ini
config.pro Creo Parametric configuration <Install Directory>\xacp\

Note  Configuration files may change content between connector releases. When upgrading to a
new release, incorporate the option settings from the previous release’s configuration files into
the new version of these files. Therefore, any text processing merging application can be used.
Failure to do so might cause unintended behavior of the connector. Please contact XPLM
consulting for more information on customer reserved functionality.

Configuration file xAcp.cfg
The configuration file xAcp.cfg contains basic system parameters.

Setup the Attribute Mapping

Use the Mapping Editor to define the attribute mapping. Legacy mappings, as described in the following
sections, are still supported.

Configuration file config.pro

We recommend that you do not modify this file.

10
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Mapping file AcpCustomer9.ini

This is the main file for controlling the behavior of the Creo Parametric Connector. This file is structured
in several sections. The first line of a section starts with a left square bracket followed by a space and its
name again followed by a space and the right square bracket. Each section starts with the section name.
A comment line starts with the # sign.

Note  Please make sure not to leave blank lines when editing the AcpCustomer9.ini file.

The table below provides descriptions of all the sections in AcpCustomer9.ini file.

Table 2: Description of all sections in xAcpCustomer9.ini

Section name Description
Initialize Common switches to control the behavior of the Creo Parametric
Connector
ProEToAgile.Create This mapping section is used for initial creation of design objects

using the Save command.

ProEToAgile.Update This section is used when the existing design objects are updated
via the Save command.

AgileToProE.ProE Defines those Agile attributes that are saved automatically into all
Creo Parametric files, during the Save command.

AgileToProE.PRT Defines those Agile attributes that are saved automatically into
Creo Parametric PRT files, during the Save command.

AgileToProE.DRW Defines those Agile attributes that are saved automatically into
Creo Parametric DRW files, during the Save command.

AgileToProE.ASM Defines those Agile attributes that are saved automatically into
Creo Parametric ASM files, during the Save command.

AgileGetProperties.PRT Defines those Agile attributes that are saved into Creo Parametric
PRT files, when using the Update Properties command.

AgileGetProperties.DRW Defines those Agile attributes that are saved into Creo Parametric
DRW files, when using the Update Properties command.

AgileGetProperties.ASM Defines those Agile attributes that are saved into Creo Parametric
ASM files, when using the Update Properties command.

1"
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The following table provides details from each section.

Table 3: [Initialize] Section Parameters

Parameter name in Parameter values Description
section [Initialize]
AcpDebug 0/1/2/3 0 = no Debug
Default: 0 1> write full debug info to
...AcpUser\log\acp.log (bad performance)
2 - write additional timer info to Creo
Parametric message log (trail.txt), no acp.log is
generated
3 > write only timer info to
...AcpUser\log\acp.log AcpDebug
JNI_DEBUG 0/1 0 - no JNI Debug
Default: 0 1 > write JNI debug info to
...AcpUser\log\proxy.log
AcplnitialRenameObject 1/0 0 - no Creo Parametric file renaming
Default: 1 1 > Creo Parametric file rename during initial
check-in
AcpSaveDrwFrm 110 1 > Creo Parametric drawing formats (FRM)
Default: 1 are stored in Agile
0 -> ignore Creo Parametric drawing formats
(FRM)
AcpSavelay 110 1 > Creo Parametric layouts (LAY) are stored
in Agile
0 - ignore Creo Parametric layouts (LAY)
AcpHelpPartldent ITEM Name of Creo Parametric parameter used to
Default: ITEM !dentlfy. helper pe}rts. These objects are saved
into Agile as design objects, but are filtered out
when create Item/BOM
AcpHelpPartValue N Value that the Creo Parametric parameter
Default: N should be set to in order to activate the filter

12
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Parameter name in
section [Initialize]

Parameter values

Description

AcpHelpPartSkeletonCheck 1/0 1 > Automatically identify skeleton parts as
Default: 1 helper parts. Skeleton parts are filtered out
when create Item/BOM
0 - use AcpHelpPartldent / AcpHelpPartValue
settings to identify skeleton parts as helper
parts
AcpReadFindNumber 1/0 1 - reading "FindNo" during "Update
Default: 1 properties" and provide parameter
' AGILE_FIND_NO for use with Pro/REPORT
0 - not reading "FindNo" during "Update
properties”
AcpCreatelnterchangeRelation | 1/0 1 -> create additional relation for components
Default: 1 of interchange ASMs during "Save"
0 > not creating additional relation for
components of interchange ASMs
AcpLoadUpdateDrwProperties | 1/0 1 > automated call of function "Update
Default: 1 properties" after load a DRW from Agile
0 = No action after load a DRW from Agile
AcpFamilyCheckVerify 1/0 0 - Do NOT check family instance verify
Default: 0 status before saylng |
1 > Check family instance verify status before
saving
Note: Entry does not exist and must be manually
added.
AcpSaveShowMissingDrwMod | 0/1 0 - Does NOT display external references of a
el Default: 0 simplified representation within the Save

Preview
1 > Displays all objects of the simplified
representation

Note: Entry does not exist and must be manually
added.

13
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Parameter name in
section [Initialize]

Parameter values

Description

AcpUseCacheForld 0/1 0 - Does NOT check for .clb file
Default: 1 1 > If .clb file is deleted, the related objects
are marked as unknown
AcpMenuAddSaveModified 0/1 0 - Disables the menu item for the Save
Default: 0 Modified function
1 - Enables the menu item for the Save
Modified function
Refer the “Save Modified (ACE and ACP only)”
chapter in the user guide for more information
on this functionality.
AcpAddFilesAppend Semi-colon Defines a list of file extensions: Files that

separated list of file
extensions (without
dot)

Default: EMN;EMP

correspond to the file name of a file being
checked in to Agile during a save process but
with the file extension given in the list are
uploaded to the Files tab as viewables.

Example:
When checking in Myassembly.ASM, the files

Myassembly.EMN and Myassembly.EMP are
uploaded to Agile in addition.

AcpSaveCheckAllowWrongRe
gen

0/1/2
Default: 0

This option setting is responsible for the
behavior of the connector related to failures in
regeneration in Creo. The following settings are
now available:

0 - Do not allow save, if current structure
contains any failure in regeneration

1 - Allow save, if current structure contains any
failure in regeneration

2 - Allow save, if current structure contains a
failure in regeneration on any level in the
structure except the first level

WARNING: Values 1 and 2 can lead to
incomplete or corrupt structures.
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Parameter name in
section [Initialize]

Parameter values

Description

AcpMdITreeMenuDefinition

NONE
Default: NONE

NONE - Deactivates the Contextual Menu items
on the Model tree for the Creo Connector

Default entries for the Contextual Menu ltems
are stored in AcpMenuMdITree.xml (location: ini
directory of ACP)

Note: Entry does not exist and must be
manually added.
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Mapping Options for [ProEToAgile. XXXX] Sections

Each mapping consists of a pair of objects. The right side of the pair defines information that can be
extracted from Creo Parametric. Here Creo Parametric is the source of the attribute value. The left side
of the pair defines the attribute value’s target location in Agile.

There are several configuration options for the right-hand side that define what kind of data should be
extracted from Creo Parametric, and what kind of transformation can be applied to the data. Each right
side attribute consists of three sections, for example:

DESCRIPTION = Std.ObjectName-Type.ToUpper

The first section is either Std or Par. Std refers to Creo Parametric system attributes such as file name,
object type, version of Creo Parametric that is being used, and so forth.

Table 4: Standard mapping values using “Std” prefix

Std.CreSystem Creo Parametric version such as “Creo 3.0”
Std.VerStamp Timestamp

Std.FileName File name, for example “BOLT.PRT”

Std.ObjectName Creo Parametric file name without the extension - “BOLT"

Std.ObjectName-T | Object name with the type appended. This creates an easy way to differentiate an
ype assembly from a part.

Examples include: BOLT-PRT, BOLT-ASM, or BOLT-DRW.

Std.ObjectType Creo Parametric object type. Possible values are PRT, ASM, DRW, or FRM.

Par is a reference to user-defined parameter in Creo Parametric, such as MATERIAL, DESCRIPTION, or
ENGINEER. These types of mappings are only useful where the Creo Parametric file has a parameter
corresponding to the name mentioned in the mapping.

Finally, the final suffix is a description of how the data should be modified. The following modifiers are
possible:

Table 5: Suffix Options for Mapping:

ToUpper Transfer all characters to uppercase

ToLower Transfer all characters to lowercase

None Do not modify the data

Range-<idx1>-<idx2> Range of the string from position idx1 to idx2, example:
Part.PartNumber.Range-0-2
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Prefix Prefix to be added in front of the string, example: Par.PartNumber.PrefixPRT

Suffix Suffix to append to the string, example: Par.PartNumber.SuffixPRT

There are two special values that are used on the left side of these mappings. In the
[ProEToAgile.Create] section, you use the value CAX NEW NUMBER to represent the number field that is
assigned to the newly created Design object.

The following example maps a Creo Parametric parameter NAME to the Agile attribute DESCRIPTION
and the Creo Parametric version to Agile attribute CAX CRE SYSTEM:

Table 6: Example Mapping Definitions

DESCRIPTION Par.NAME.None

CAX_CRE_SYSTEM Std.CreSystem.None

Mapping Options for [AgileToProE.XXXX] Sections

These sections are used to define mappings from Agile to Creo Parametric which occur automatically
during the save process. As this adds time to the save process, the list of attributes should be kept to the
bare minimum that absolutely needs to be kept synchronized. Other attributes can be synchronized
using Update Properties as described in the next section.

The format of this section is:

DocNumber = NUMBER

Where the left side value is the name of the Creo Parametric parameter to be updated, and the right
side is the Agile attribute value to be used as the source.
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Mapping Options for [AgileGetProperties.XXX] Sections

These sections are used to define mappings from Agile to Creo Parametric, which occur when the user
runs the Update Properties command manually. For standard attributes the format of this section is:

CAD Parameter = <Source Table Field>.Format
For example:
Agile Des = DESCRIPTION.ToUpper

Where the left side value is the name of the Creo Parametric parameter to be updated, and the right
side is the Agile attribute value to be used as the source.

For part history and change history attributes, which are arranged in a table, the format of this section
is:

CAD Parameter = <Filter Table> Field,<Filter Value>,<Filter>,<Source
Table> Field.Format

For example:

Agile CreUser = History Action,Create, first,History User.None

HIS RELDATE 1
Date int.DateOl

Change History Status,Released, last,Change History Rel

Where the left side value is the name of the Creo Parametric parameter to be updated, and the right
side specifies how to find the desired row and column in the table below:

Table 7: Mapping Options with Examples

Section Represents Example
<Filter Table> Agile tab name to search Title Block
Field Desired column to search Action
<Filter Value> Value to detect in the column Create
<Filter> Which row to select, with these options: first
first

firsttn  n=integer value
last

last-n n=integer value

<Source Agile tab name to retrieve value from History
Table>
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Section Represents Example
Field Desired column to retrieve value from User
Format Text processing None

Options for “Format”

The Format string allows you to perform additional processing on the text string being passed back into
CAD. This includes predefined formats and general TCL format procedures.

Table 8: Predefined formats

Format Description
None no processing
ToLower convert the value to lower case
ToUpper convert the value to uppercase
Range-x-y substring of the value from index x to index y (y may be numeric or "end")
Date01 convert int dateformat to "%d.%m.%y %H:%M:%S" example: 01.01.2007 00:00:00
Date02 convert int dateformat to "%d.%m.%Y" example: 01.01.2007
Date03 convert int dateformat to "%d.%m.%y" example: 01.01.07
Date04 convert int dateformat to "%d-%m-%y" example: 01-01-07
Date05 convert int dateformat to "%m/%d/%y" example: 01/01/07
Date(06 convert int dateformat to "%d-%b-%y" example: 01-Jan-07
Prefix<str> append a prefix <str> to the value
Suffix<str> append a suffix <str> to the value

TCL format procedures

Any registered (tclindex) TCL procedure that gets the current value as input and returns the formatted
string. For instance:

proc MyFormat { value } {
set formatedvalue S$Svalue
return S$formatedvalue

}
Mapping Part Attributes

In addition to mapping attributes from the CAD document back into CAD, you can map attributes from
the corresponding Part object that has been associated to the Design object. In order to specify a part
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attribute, simply prefix the attribute value with PART:. This example shows how to map both the
Document Number and Part Number into CAD:

Agile DocId = NUMBER.None
Agile PartId = PART:NUMBER.None

Note  Please contact XPLM consulting for more information on customer reserved functionality.

Managing Format Files

Format files (file ending .frm) provide some kind of template (including title block, borders etc.) for Creo
drawing files. Usually, Creo drawings reference the format files to which they are related just as the
drawing would reference any other file. The MCAD connector for Creo Parametric can save drawings
including the referenced format file to Agile: Therefore, the AcpSaveDrwFrm option setting needs to be
set to “1”. Thus, when loading from Agile, format files can be downloaded alongside a drawing file, too.
However, we recommend not using Agile and the MCAD connector for managing format files, since the
MCAD connector’s Create functionality does not perform any structure resolution and thus does not
download format files alongside a drawing. Instead, format files should be managed using a
synchronized folder, drive or network share, which is available to all CAD clients.

Transfer BOM Find Number Functionality

Since release 3.6, the MCAD connector or Creo Parametric is capable of transferring BOM find numbers
to Agile. The functionality requires a certain configuration to work.

File Property Holding the Agile ltem Number

For being able to assign find numbers to actual Item objects, each Creo CAD file needs to hold a file
property (in Creo called "Parameter") containing the Iltem number of its corresponding Item object. Per
default, the file property AGILE_PARTID is used.
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Parameters = 0 X
File Edit Parameters Tools Show
Lok In
Part - [% [(IMoD00m 2 =
Fitter By | Defaut A Customize...
Hame Type Value Desig... Access Source Descri.. Restri.. Unit ¢
A REV String ] a‘Full ... Uzer-Defi... -
A _DES String PRTOOOT ... |:| a‘Full ... Uzer-Defi...
PRT_DES String PRTOOOT ... ] a‘Full ... User-Defi...
AGILEID String MOD000. . O E‘Full ... User-Defi.. +*
AGILEID _MARE String WCDO00... [l a‘Full ... User-Defi... 3
AGILE_PARTID String hCDO00 2 |:| a‘Full ... Uzer-Defi...
AGILE_DES String PRTOOOT ... [l E‘Full ... Uzer-Defi...
DESIGH_MO String MODO00... |:| a‘Full ... User-Defi... -
4 .3
e |- Mlzin + | Properties... i ﬂ
Reset 0K Cancel

Figure 2: File property ("Parameter") holding the Item number

It is required to populate the Item number to the file property mentioned above before executing
Transfer BOM find numbers. For the AGILE_PARTID property, it is done automatically (no mapping
definition needs to be set up in the Mapping Editor) when performing Update Properties.

BOM Table

The next step is to create a suitable BOM table in a Creo drawing, as shown in the following screen shot.
It is critical at this point that a column containing the Iltem number of the related Item objects exists in
the table. In this case, this is the Part ID column.
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ITLH

W Far+t+ 1D at CESCRIPTION WOTES

I MGG 04 | |basze.pri

s MOOOGOHGE I |plate.prt_0I

3 MOOOO00S [ (plade.prt _02

4 MCOOGDI G I |plade.prt 03

5 MoooooD| I (plade.prt_D4

& MSOOGOGT I {plade.prt G5

! MCOOC 006 3 [stodfl. prt .

Figure 3: Creo BOM table suitable for find number mapping

In addition, there must be a find number, quantity and description column in that table. This makes four

table columns in total which are necessary for executing a find number mapping. For details on how to

define which table column contains which piece of information, refer to the Adjusting the Column

Indices chapter below.

To configure this column in a Creo BOM table based on a suitable Creo table template, follow the steps

below:

1. Table = Quick Tables - Assembly: BOM description down (double click)

File » Layourt Tahle Annotate Sketch Legacy Migration Analysis Review Tools
(= Table from File B= s Column T3 | Indate Tablss
Table i Hole Takle b :e::rip;icun o
¥ ? FART HUMBER Tt BESGRIPTIOH HCT
IO
IO
N
N
DI:”:”:”:”:”:”:”:”: bom description down
DDDDDDDDD[ ? FART HUMBER Tt BESGRIPTIOH HCT

LI e
HREEEEEEE.

Inzert Table...
(=  Table from File...

Gwick Tables k

bam description up

b=

FART WUMWBER

DLACEIPT 1OR

ROTES

Wiey

(1
-

]
S

Cre
Ballon
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2. Place the template table in the drawing:

e FART HUMBER QT DESCRIFTION NOTES
[ MCROO00nA | |base.prt

2 | MOROOQnG 3 | sieli.prt

I |MGEOOGOI_ad | I [plate. prt_05

4 |MGROAODRI_ad2 | | |plate.prt_0l

EIMGROOGOD3_a03 | | |plate prt_ 02

& |MCDODGD2_004 | | [plate prt_03

T {MGLGOOCO3_005 | | |[plate prt_04

3. Select the existing PART NUMBER column and delete it:

I,
gie PART WEMBER aTx DESCRIPTION MGTES

|| MGRO0O ColumnTable |base.prt

2 MORODOTE T sdali.prt

| 3 MCQEOOODR3 A0l | |plate.prt_05
|4 MCRODOD2_002 | |plate.prt 0l
5 MODODOOD2_003 | |plate prt_02
I |
7 I

MGGOOOOD3 _004 plate prt_03
MGLOOOO03 _ 0G5 plote prt_04

Press the delete (Del) button. Confirm the following dialogue with "Yes":
Confirm

Deleting a table column that spans a tahle repeat region cannot be
undone. Ifthe column is deleted the whole "Delete” operation cannot

e he undone.

FPress Yes to continue with the deletion of the column or
o to akbort.

Ik Yes Ho

4. Add a new column at the same position (means, same column index) where the PART NUMBER
column was:
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ITLH
HE:

' DESCRIPTICH

HCTES

base.prt

plate. prdi_ 01l

polade. pri_ 02

plade prd_03

plade . prdi_04

plate prd_04

| b [ [ e | —

w|—|——|—|—]—| =

sdalfl prd

5. Add the necessary file property reference to the newly created table column. Therefore, edit the

first cell in that table (select the cell, use Table - Properties) and add the text value

&asm.mbr .AGILE PARTID toit.

6. Press Table > Update Tables. If everything works as expected, the Agile ltem numbers should

now be visible in the table column (also adjust the table header and column width as

necessary):

e [taem Mumber G CESCRIFT 10K WOTES
[ MOLODO0 | |base.pri

2 MODOLGLE I |plade.prt_0l

3 MOL O D00 I |plade.prt _02

4 MOLOOO ! I |plade.prt 03

5 MOGODO! | I [plade.prt_04

& MOGLODODT I |plade.prt DR

7 MGLOO00E 3 |stadfl prt

Adjusting The Column Indices

With the example table given above, find number mapping from Creo to Agile should work. However, it

is possible to adjust the MCAD connector for working with different table layouts. Therefore, it is
possible to adjust the column indices for each of the columns required by the MCAD connector on a

BOM table which is supported for find number mapping.

AcpCustomer9.ini, [AcoDrwBomTab.DEFAULT] section:

# Column mapping
AcpDrwBomTabColumnNUMBER
AcpDrwBomTabColumnFIND NO
AcpDrwBomTabColumnQUANTITY
AcpDrwBomTabColumnDESCRIPTION

I
w 2N
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Table 9: Option settings for find number mapping in AcpCustomer9.ini

Setting

Purpose and available values

AcpDrwBomTabFirstRow

Row index of the first table row after the table
header. This is usually the second row.

Default: 2
Possible values: Any positive integer value

AcpDrwBomTabColumnNUMBER

Column index for the Item number column.
Default: 2

Possible values: Any positive integer value

AcpDrwBomTabColumnFIND_NO

Column index for the find number column.
Default: 1
Possible values: Any positive integer value

AcpDrwBomTabColumnQUANTITY

Column index for the quantity number column.

Default: 4
Possible values: Any positive integer value

AcpDrwBomTabColumnDESCRIPTION

Column index for the description column.

Default: 3
Possible values: Any positive integer value
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SOLIDWORKS Connector Administration

This section provides a complete summary of configuration options available for the SOLIDWORKS
connector. Once you have completed the basic installation based on instructions in the Installation
Guide, you can refer here for details of all possible settings.

Note that in addition to the configuration files listed here, the EC Web Connector must also be
configured to provide complete operation of the SOLIDWORKS Connector. See the EC Web Connector
Configuration Options section for details.

Connector Configuration Settings

The configuration of the connector is done in XML files, which are located in the components\xml
subdirectory of the integration. The following files are important for the connector:

XPImSolidWorksConnector.xml — base configuration of the SOLIDWORKS connector
XPImSolidWorksA9Connector.xml - contains mostly Agile PLM related settings

XPImSWAgileAdd-in.xml — contains the Agile menu definition and Add-in registration. This file should not
be changed.

xPLMAgile9SolidWorksTransaction.xml — contains the configured transactions for the Agile load and save
processes. This file should not be changed.
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Settings in XPImSolidWorksConnector.xml

This section describes the available settings and valid values for the connector in

XPImSolidWorksConnector.xml.

Note: Options which are not supported yet are not listed in the following table.

Table 10: Settings

Setting

Purpose and available values

EnableSolidWorksLogging

If set to true, logging is enabled.
Default: false

Possible values: true | false

SolidWorksLogFile

Value is the full path to the log file, required if logging is enabled.
For example C:\SolidWorks.log

SolidWorksLogLevel

Defines the level of detail of the log file. A higher number indicates
more log messages.

Default: 10

Possible values: 10 | 100

SolidWorksCreateUniqueFileNames

If set to true, unique file names are created. Value false has no
special logic.

Default; true

Possible values: true | false

SolidWorksUseLocalFileCache

If set to true, the local cache is used.
Default: true
Possible values: true | false

AllowRecursiveStructure

If set to true, transfer of recursive structure is allowed.
Default: true

Possible values: true | false

SolidWorksDefaultSaveName_1
SolidWorksDefaultSaveName_2
SolidWorksDefaultSaveName_3

If the CAD file isn’t saved to hard disk at all and the integration does
the first local save to disk, the integration uses a default save name
defined in configuration parameter SolidWorksDefaultSaveName If
the default save name still exists in the working folder, the integration
adds automatically an increment number.

Default SolidWorksDefaultSaveName_1: Part.sldprt
Default SolidWorksDefaultSaveName_2: Assembly.sldasm
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Setting

Purpose and available values

Default SolidWorksDefaultSaveName_3: Drawing.slddrw

SWAddins

Additional Add-ins to be loaded.
Default: empty

SWAddinToolbarTitle

Name of the XPLM Add-in
Default: XPLM Solution

IgnoreMissingParts

If set to true, missing parts are ignored. If set to false, an error
message is thrown for missing parts.

Default: true
Possible values: true | false

SolidWorksCSVSeparator

It is possible to import CAD object meta data via CSV data. CSV file
needs same file name like CAD object. Therefor this property defines
the separator in the CSV file.

Default: @
Possible values: any special character

SolidWorksCreateBitmapPreview

If set to true, preview bitmaps are created on save.
Default: false

Possible values: true | false

SolidWorksCreateBitmapPNGPreview

Controls whether (true) or not (false) PNG preview images are
created on save.

Default; false

Possible values: true | false

SolidWorksSearchOptionPath

Allows the manipulation of the SOLIDWORKS search path (Options
— File Paths — Search Paths) during integration load processes.
The path given in this option setting is added to the standard search
path. Any valid directory path can be used as option value.

Default; -no value-

SolidWorksCommandTabName

String to display.
Default: xPLM Solution

SolidWorksScriptEngine

Do not change!
Default: intern

SolidWorksEvent_StartNotify

If set to true, integration starts up immediately to preserve memory. If
set to false, the integration starts on demand.

Default: true
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Setting

Purpose and available values

Possible values: true | false

SolidWorksEvent_PartModifyNotify

If set to true, user will be informed when modifying a part which is not
checked out.

Default: false
Possible values: true | false

SolidWorksEvent_AssemblyModifyNotify

If set to true, user will be informed when modifying an assembly
which is not checked out.

Default: false
Possible values: true | false

SolidWorksEvent_DrawingModifyNotify

If set to true, user will be informed when modifying a drawing which is
not checked out.

Default: false
Possible values: true | false

SolidWorksTiffDPI

Dots per inch of tiff
Default: 300

SolidWorksStandardPartDir

Defines the location of toolbox (standard) parts.

Refer to the Toolbox and Library Parts (ACW and ACE Only)
chapter for details.

Default: C:\SolidWorks Data
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Settings in XPImSolidWorksA9Connector.xml

This section describes the available settings and valid values for the connector in
XPImSolidWorksA9Connector.xml.

Note: Options which are not supported yet are not listed in the following table.

Table 11: Settings

Setting Purpose and available values

If set to true, logging is enabled.
EnableScriptEngineLogging Default: false
Possible values: true | false

Value is the full path to a log file, required if logging is enabled. If you
do not specify a path the log file is written to the user home

ScriptengineLogFile AgileCache folder, for example C:\caxlog\xacw.log.

Default: xacw.log

Defines the level of detail of the log file. A higher number indicates
more log messages.

Default: 10
Possible values: 10 | 100

ScriptengineLogLevel

The add-in menu file in the xml directory
Default: XPImSWAgileAdd-in.xml

SolidWorksMenuFiles

NUMBER: Rename file names are equal to the PLM number.
CAX_FIL_NAME: Do not rename on load.
Default: CAX_FIL_NAME

Possible Values: Any other value

RenameOnLoad

If set to true, a rebuild is executed after downloading CAD files.
RebuildOnLoad Default: false

Possible values: true | false

If set to true, files are renamed on initial save by copying them and
then saving the copies to Agile. CLB files are created for both the
original files and the copied and renamed files Checked into Agile.

Default: false/
Possible values: true | false

RenameOnlnitialSave

ATTENTION: Do not use this option if you use large assemblies
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Setting

Purpose and available values

or external references and suppressed components. Use the
RenameOnLoad feature in these cases!

RenameOnSave

If set to true, files are renamed on save as.
Default: false/
Possible values: true | false

ATTENTION: Do not use this option if you use large assemblies
or external references and suppressed components. Use the
RenameOnLoad feature in these cases!

RenamingRule

Renaming rule for building the filename. This is a reserved option
setting, always set the default value.

Default %CAX_NEW_NAME%

SolidWorks_AllowReopenOnRename

If set to true, renamed files are reopened in CAD.
Default: true
Possible values: true | false

SolidWorks_RemovePLMUnknownDrawings
AfterRenameOnSave

If set to 1, PLM unknown drawings are removed from workspace after
renaming on initial save.

If set to 0, no drawings are removed from workspace after renaming.
Default: 0
Possible values: 0 | 1

ConfiguredDefault

Controls the default behavior for handling configurations. If set to
true, each configuration is treated as a separate Design object. If set
to false, no Design object is created for each configuration. The
default can be overridden by the file property set in the
ConfiguredProperty.

Default; true

Possible values: true | false

ConfiguredProperty

If the given property name is contained in a file and set to No then no
configurations are created in PLM.

Default: Configured

ConfiguredProperty2

Additional property name to identify configured files. If property name
is contained in a file and set to No then no configurations are created
in PLM.

Default: Configured2

ConfiguredValue_Configured

Optional value of the ConfiguredProperty or ConfiguredProperty2
that would be interpreted as “Yes” (configured).
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Setting

Purpose and available values

Default: yes
Possible values: yes | no

ConfiguredValue_NotConfigured

Optional value of the ConfiguredProperty or ConfiguredProperty2
that would be interpreted as “No” (not configured).

Default: no

Possible values: yes | no

If the given property name is contained in the configuration specific
properties and the value of this property points to an existing

MasterConfigProperty configuration in the same file, the linked configuration is used and no
extra configuration object is created in PLM.
Default: MasterConfig
Whether to search for existing configurations and files in PLM.
Allowed values are true and false.

FindPLMObject

Default; true

Possible values: true | false

SolidWorks_DisableUpdateDrawingBOM

Whether to reset the update flag in drawings to suppress updating the
parts list on Load. Allowed values are true and false.

Default: false

Possible values: true | false

SolidWorks_AlwaysExtractExternalReferenc
es

If set to true, are always traversed.

If set to false, external references are traversed on demand with user
prompt only.

Default: false

Possible values: true | false

AppendPLMFieldsToViewableNames

Whether to append additional PLM fields into the viewables
filenames. Allowed values are true and false.

Default; true

Possible values: true | false

AppendingRuleViewables

FieldID or CAX fieldnames to append. Format like
Default: %REVISION%

SolidWorks_BulkLoad_AllConfigurations

Bulkloader switch to create all or only use configurations on initial
import. Allowed values are true and false.

Default: false
Possible values: true | false
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Setting

Purpose and available values

SolidWorks_BulkLoad_CollectDrawings

If set to true, drawings of related model are collected during bulk load
to be saved to PLM, too.

If set to false, integration does not search for related drawings during
bulk load.

Default; true

Possible values: true | false

SolidWorks_InstanceViewables

Viewable type to create for configurations that have no real 3D model
file.

Attention: If you set this option, depending on the assembly
complexity the generation is very time and resource consuming. It is
not recommended to use this in big assemblies because
SOLIDWORKS needs to regenerate each saved configuration, which
can lead to unstable CAD behavior.

Allowed values are X_T and false.
Default: false

Possible values: true | false

Solidworks_RebuildDrawingOnSave

Perform a rebuild on saving a drawing. Should be set to true if
sometimes model attributes do not reflect immediately into drawing
title blocks.

Default: false
Possible values: true | false

SolidWorks_AlwaysSaveTopAssembly

If set to true, the top assembly will always be saved.
Default: false

Possible values: true | false

SolidWorks_ReserveBeforeModify_EnableU
seCase

0: Use case "modify only CAD files which were checked out" is
disabled, thus, status of CAD files (read only/editable) will not be
changed by Agile EC .-> Load option "Read Only" and the following
options from XPImSolidWorksA9Connector.xml will be ignored:
SolidWorks_ReserveBeforeModify_NotifyUser,
SolidWorks_ReserveBeforeModify_AutoReserve

1: Use case "modify only CAD files which were checked out" is
enabled. -> Load option "Read Only" and the following options from
XPImSolidWorksA9Connector.xml will be evaluated and work like
documented: SolidWorks_ReserveBeforeModify_NotifyUser,
SolidWorks_ReserveBeforeModify_AutoReserve.

During check out/cancel check out the file status will be adapted
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Setting

Purpose and available values

(read only/editable) depending from resulting checkout status.
Default: 0
Possible values: 0 | 1

SolidWorks_ReserveBeforeModify_NotifyUs
er

If it is set to 1 and
SolidWorks_ReserveBeforeModify_EnableUseCase is also set to 1,
the user will be informed when modifying files which are not checked
out.

Default: 0
Possible values: 0 | 1
Default: 0

SolidWorks_ReserveBeforeModify_AutoRes
erve

If it is set to 1 and
SolidWorks_ReserveBeforeModify_EnableUseCase is also set to 1,
files which are modified will be reserved automatically.

Default: 0

Possible values: 0 | 1

SolidWorks_ExcludeBrokenReferencesFrom
Save

Excludes external references that are labelled as broken in
SOLIDWORKS (External References dialog = Break Selected or
Break All) from the save process of the MCAD connector. If this
option setting is enabled (value: true), the references in question do
not appear in the Save Preview and subsequently they are not saved
to Agile.

Default: false

Possible values: true | false
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Setup the Workspace Root

The Java environment and workspace root are set in <install dir>\com\start_acx.bat

Configure the workspace root by setting these values:
set cax temp=C:\AgileEC\wspaces\Default

set CAX WORKSPACE ROOT=C:\AgileEC\wspaces

Setup the Java Environment and Workspace Root

The Java Environment is set in <install dir>\com\start_acw.bat.

Usually there is no need to modify the Java settings that are delivered with the connector. The script
detects the system architecture and initializes the right JRE in start_acw.bat during the initial registration
and on startup of the connector.

Setup the Attribute Mapping

Use the Mapping Editor to define the attribute mapping.

Transfer BOM Find Number Functionality

To execute a find number mapping in the ACW integration, the createBOM_Entry transaction needs to
be configured in xPLMAgile9SolidWorksTransaction.xml to match the BOM table layout used for the
drawing BOM tables.

The following field definitions need to be given in that transaction:

Required Configuration for the Attribut

Field Name [sic!]

FIND_NO String given in the column header of the BOM
table column containing the find numbers.

QUANTITY String given in the column header of the BOM
table column containing the quantities.

DESCRIPTION String given in the column header of the BOM
table column containing the item descriptions.

35




MCAD Admin Guide 3.6.3

Note: The attribute value given must match the existing column header names in the SOLIDWORKS BOM
table.

Any number of field definitions for the same column may be added to the transaction, as shown in the
example below.

Example configuration:

<Transaction>
<Aliasname>createBOM Entry</Aliasname>
<Import>
<Parameter>
<FieldCollection>

<Field>
<Name>FIND NO</Name>
<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>ITEM NO.</Attribut>

</Field>

<Field>
<Name>FIND NO</Name>
<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>POS-NR.</Attribut>

</Field>

<Field>
<Name>NUMBER</Name>
<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>PART NUMBER</Attribut>

</Field>

<Field>
<Name>NUMBER</Name>
<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>BENENNUNG</Attribut>

</Field>

<Field>
<Name>QUANTITY</Name>
<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>QTY.</Attribut>

</Field>

<Field>
<Name>QUANTITY</Name>
<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>MENGE</Attribut>

</Field>

<Field>
<Name>1002</Name>
<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>DESCRIPTION</Attribut>

</Field>

<Field>
<Name>DESCRIPTION</Name>
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<Type>ParameterList</Type>
<Subtype>FieldCollection</Subtype>
<Attribut>DESCRIPTION</Attribut>
</Field>
</FieldCollection>
<StructureCollection>
</StructureCollection>
<TableCollection>
</TableCollection>
</Parameter>
</Import>
</Transaction>

Solid Edge Connector Administration

This section provides a complete summary of configuration options available for the Solid Edge
connector. Once the basic installation has been done following the instructions in the Installation Guide,
you can refer here for details of all possible settings.

Note that in addition to the configuration files listed here, the EC Web Connector must be additionally
configured to provide complete operation of the Solid Edge Connector. See the EC Web Connector
Configuration Options section for details.

Connector Configuration Settings

The configuration of the connector is done in XML files, which are located in the components\xml
subdirectory of the integration. The following files are important for the connector:

XPImSolidEdgeConnector.xml — base configuration of the Solid Edge connector
XPImSolidEdgeA9Connector.xml - contains mostly Agile PLM related settings

XPImSEA9Add-in.xml — contains the Agile menu definition and Add-in registration. This file should not be
changed.

XPImAgile9SolidEdgeTransaction.xml — contains the configured transactions for the Agile load and save
processes. This file should not be changed.

Settings in XPImSolidEdgeConnector.xml

This section describes the available settings and valid values for the connector in
XPImSolidEdgeConnector.xml.

Note: Options which are not supported yet are not listed in the following table.
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Table 12: Settings

Setting

Purpose and available values

EnableSolidEdgelLogging

If set to true, logging is enabled.
Default: false

Possible values: true | false

SolidEdgeLogFile

Value is the full path to a log file, required if logging is enabled
for example C:\caxlog\SolidEdge.log

SolidEdgeLogLevel

Defines the level of detail of the log file. A higher number indicates
more log messages.

Default: 10
Possible values: 10 | 100

SolidEdgelgnoreMissingParts

If set to true, missing parts are ignored. If set to false, an error
message is thrown for missing parts.

Default; true

Possible values: true | false

SolidEdgeDefaultSaveName_1
SolidEdgeDefaultSaveName_2
SolidEdgeDefaultSaveName_3
SolidEdgeDefaultSaveName_4

If the CAD file isn't saved to hard disk at all and the integration
does the first local save to disk, the integration uses a default save
name defined in configuration parameter
SolidWorksDefaultSaveName If the default save name still exists in
the workspace folder, the integration adds automatically an
increment number.

Default SolidWorksDefaultSaveName_1: Part.par

Default SolidWorksDefaultSaveName_2: Draft.dft

Default SolidWorksDefaultSaveName_3: Assembly.asm
Default SolidWorksDefaultSaveName_4: Sheet Metal.psm

SolidEdgeCreateBitmapPreview

If set to true, preview bitmaps are created on save.
Default: false

Possible values: true | false

SolidEdgeCreateUniqueFileNames

If set to true, unique file names are created. Value false has no
special logic.

Default: true
Possible values: true | false

SolidEdgeEvent_StartNotify

If set to true, integration starts up immediately to preserve memory.
If set to false, the integration starts on demand.

38




MCAD Admin Guide 3.6.3

Setting Purpose and available values

Default: true
Possible values: true | false

User gets information when modifying document which is not
checked out by the user. Message appears on changing active

SolidEdgeEvent_AfterActiveDocumentChange | document.

Default: false

Possible values: true | false

SolidEdgeStandardPartDir Option setting is reserved for future use.

Settings in XPImSolidEdgeA9Connector.xml

This section describes the available settings and valid values for the connector in
XPImSolidEdgeA9Connector.xml.

Note: Options which are not supported yet are not listed in the following table.

Table 13: Settings

Setting Purpose and available values

If set to true, logging is enabled.
SolidEdge_EnableScriptEngineLogging Default: false
Possible values: true | false

Value is the full path to a log file, required if logging is
enabled. If you do not specify a path the log file is written to
SolidEdge_ScriptengineLogFile the user home AgileCache folder, for example
C:\caxlog\xace.log.

Default: xace.log

Defines the level of detail of the log file. A higher number
indicates more log messages.

Default: 10
Possible values: 10 | 100

SolidEdge_ScriptenginelLogLevel

The add-in menu file in the xml directory

SolidEdgeMenuFiles
Default: XPImSEA9Addin.xml

If set to true, unused members are suppressed on normal
save. If set to false, all available members are shown on

SolidEdge_SuppressUnusedMembers normal save.

Default: true
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Setting

Purpose and available values

Possible values: true | false

SolidEdge_SuppressTemplateMemberLinks

If set to true, circular reference are suppressed to all
members.

If set to false, external references are shown to all members.
Needs SuppressUnusedMembers to be set to false as well

Default; true

Possible values: true | false

SolidEdge_RenameOnLoad

NUMBER: Rename file names are equal to the PLM
number.

CAX_FIL_NAME: Do not rename on load.
Default: CAX_FIL_NAME
Possible Values: Any other value

SolidEdge_RenameOnlnitialSave

If set to true, files are renamed on initial save by copying
them and then saving the copies to Agile. CLB files are
created for both the original files and the copied and
renamed files Checked into Agile.

Default; false/

Possible values: true | false

SolidEdge_RenameOnSave

If set to true, files are renamed on Save As.
Default: false/
Possible values: true | false

SolidEdge_RenamingRule

Renaming rule for building the filename. This is a reserved
option setting, always set the default value.

Default %CAX_NEW_NAME%

SolidEdge_RemovePLMUnknownDrawingsAfterRena
meOnSave

If set to 1, PLM unknown drawings are removed from
workspace after renaming on initial save.

If set to 0, no drawings are removed from workspace after
renaming.

Default: 0
Possible values: 0 | 1

SolidEdge_RenameUpperCase

Is used to capitalize the file names on renaming. This option
works if checked in the workspace. Solid Edge's Feature
Tree, however, does not display any assembly component
in upper case except for the root element.
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Setting

Purpose and available values

Default: true

Possible values: true | false

SolidEdge_AutomaticAutonumberOnSaveAs

If set to true, Save As Override dialog automatically
retrieves an AutoNumber.

If set to false, the Save As Override dialog does not
automatically retrieve an AutoNumber.

Default: false
Possible values: true | false

SolidEdge_BulkLoad_ExcludeTraverseExternalRefer
ence

If set to true, external references are not traversed during
bulk load.

Default: true

Possible values: true | false

SolidEdge_UseOccurrencelncludelnBom

If set to true, user quantity from Solid Edge occurrences is
used.

Default; true

Possible values: true | false

SolidEdge_PreventLastWriteTimelnfoOnOpen

If true, the file info of each downloaded file will be
manipulated after CAD open to reset the 'last write time' to
the value before the CAD open action.

Default: true
Possible values: true | false

SolidEdge_ReserveBeforeModify_EnableUseCase

0: Use case "modify only CAD files which were checked out"
is disabled, thus, status of CAD files (read only/editable) will
not be changed by Agile EC .-> Load option "Read Only"
and the following options from
XPImSolidEdgeA9Connector.xml will be ignored:
SolidEdge_ReserveBeforeModify_NotifyUser,
SolidEdge_ReserveBeforeModify_AutoReserve

1: Use case "modify only CAD files which were checked out"
is enabled. -> Load option "Read Only" and the following
options from XPImSolidEdgeA9Connector.xml will be
evaluated and work like documented:
SolidEdge_ReserveBeforeModify_NotifyUser,
SolidEdge_ReserveBeforeModify_AutoReserve.

During check out/cancel check out the file status will be
adapted (read only/editable) depending from resulting
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Setting

Purpose and available values

checkout status.
Default: 0
Possible values: 0 | 1

SolidEdge_ReserveBeforeModify_NotifyUser

Ifitis setto 1 and
SolidEdge_ReserveBeforeModify_EnableUseCase is also
set to 1, the user will be informed when modifying files which
are not checked out.

Default: 0
Possible values: 0 | 1

SolidEdge_ReserveBeforeModify_AutoReserve

If it is set to 1 and
SolidEdge_ReserveBeforeModify_EnableUseCase is also
set to 1, files which are modified will be reserved
automatically.

Default: 0
Possible values: 0 | 1

SolidEdge_LoadStandardPartsFromPLM

Defines if toolbox/library parts should be downloaded to the
local workspace. For details regarding this option setting,
refer the Toolbox and Library Parts (ACW and ACE
Only) chapter.

Default: 1

Possible values: 0 (do not download toolbox/library parts) |
1 (download toolbox/library parts)
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Setup the Workspace Root

The Java environment and workspace root are set in <install dir>\com\start_acx.bat

Configure the workspace root by setting these values:
set cax temp=C:\AgileEC\wspaces\Default

set CAX WORKSPACE ROOT=C:\AgileEC\wspaces

Setup the Java Environment and Workspace Root

The Java environment is set <install dir>\com\start_ace.bat

Usually there is no need to modify the Java settings that are delivered with the connector. The script
detects the system architecture and initializes the right JRE in start_ace.bat during the initial registration
and also on startup of the connector.

Setup the Attribute Mapping

Use the Mapping Editor to define the Attribute Mapping.

Solid Edge has different property pages which are treated transparently by the integration. The
Properties are read and written to the Custom page with the following exceptions.

Table 14: Mapping Setup: Available Attributes

CAD Property Name Solid Edge Property Page

Title Summary

Subject Summary

Author Summary

Keywords Summary

Comments Summary

Last Author Summary

Username Extended Summary

Document Number Project

Revision Project
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Project Name Project

Category Document
Company Document
Manager Document

ATTENTION: The name of the CAD properties below is language specific to the language of your CAD
system. In case you use a non-English Solid Edge you can enable the Scriptenginelogging in order to
check the available CAD property names in SHOME\AgileCache\xace.log. Search for this section in the
log file, the available names are separated by semicolons:

SolidedgeProperties - Properties are language specific to the CAD system language

SolidedgeProperties - Non Custom Properties must be mapped to one of the following
indentifiers

SolidedgeProperties - ProjectInformation - ; Document Number;Revision;Project Name;

SolidedgeProperties - DocumentSummaryInformation - ;Category;Presentation
Format;..

SolidedgeProperties - SummaryInformation - ;Title;Subject;Author;..
SolidedgeProperties - ExtendedSummaryInformation - ;Name of Saving

Application;DocumentID;...

EC Web Connector Administration

This section provides a complete summary of configuration options available for the EC Web connector.
Once the basic installation has been done following the instructions in the Installation Guide, you can
refer here for details of all possible settings.

Oracle PD Cloud Functionality

Since release 3.6.1, the MCAD connector comes with a special mode of operation for Oracle PD Cloud.
The option setting is available for MCAD administrators only in the PLM Mode drop-down list in the
Preferences dialog.
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Table 15: Option settings for the PLM Mode drop down list explained

Oracle PLM Normal connector behavior for Oracle Agile PLM. This is the default
functionality for Oracle Agile PLM known from previous releases of the
MCAD connector. Item and Item Change creation works normally.

CADA4Cloud Alternative connector behavior when using Oracle PD Cloud. This mode
of operation hides most Item related controls in the MCAD connector
GUl and is intended to be used when using the MCAD connector to
connect to PD Cloud via an Agile server. When activated, this mode
prevents the MCAD connector from creating and processing Items and
Item Changes. Item related information are not displayed and also not
transferred to or from Agile.

Oracle PLM Hybrid Works like Oracle PLM mode but uses PD Cloud hyperlinks for the Item
Cloud related controls of the MCAD connector’s GUI instead of Agile PLM
hyperlinks.

The Fusion URL text field is used to define the URL that points to the PD Cloud service. The MCAD
connector uses the URL given in this text field to navigate to ltem objects stored in PD Cloud in
CAD4Cloud and Hybrid Cloud modes.

Filtering Sub-Classes and AutoNumber Generators Displayed by
the MCAD GUI

The MCAD connector allows administrators to filter out Design, Item and Change sub-classes as well as
AutoNumber generators which should not be displayed in the GUI. If a filter setting is activated, any
MCAD connector control displaying Design, Item or Change sub-classes or AutoNumber generators only
displays the objects given in the corresponding filter definition. This way, PLM object sub-classes and
AutoNumbers can be hidden from MCAD connector users to prevent unintended usage. Additionally,
filtering can be file type (file ending) specific. For any CAD file ending a separate set of filter criteria can
be defined, if required.

The definition of the filter criteria is performed in the CaxConfig.xml configuration file. Refer to chapter
OverrideConfiguration Section on page 71 for details.
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Preferences Settings on MCAD-CONFIG-{CAD} folder

The preferences are stored in PLM in a Design object called MCAD-CONFIG followed by the CAD suffix
(for example MCAD-CONFIG-PROE for Creo Parametric). The user needs the Administrator role in PLM
assigned to update the template Preferences.xml.

The Preferences.xml is stored locally first and only if you are an administrator the template is updated and
uploaded to PLM. This is done using the save button in the preferences panel. You can also reset the
template manually by checking out the MCAD-CONFIG-{CAD} Design object in Web Client, adding your
local Preferences.xml to the files tab, and checking the object back in after upload. The next time a user
logs in, the new template is downloaded. In case the system cannot generate the MCAD-CONFIG-{CAD}
Design object automatically, create it with this name in the PLM system.

To lock an entry from user modification, you need to edit the Preferences.xml. The template in PLM must
also be replaced manually. Search for a section called “GeneralDefaults”, which contains several
FieldCollections. Each collection describes one default. There are 3 fields with name/value pairs for each
default:

Table 16: Preferences Settings

Name Value
CAX_NAME Internal setting name (for instance, DesignClass)
Default The default setting as a string
Editable true/false (whether the preference is editable or not).
If you set editable=false, even the administrator gets a setting, that is not editable
anymore.

Preferences Dialog

The preferences dialog is accessed using the Preferences menu item in the CAD main menu.

;S SOLIDWORKS Datei Ansicht Extras | Agie | Hife & | EENENS

Mg | Search
Workspace Manager
Create

Disconnect Session

&0

Preferences
About
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Figure 4: CAD Menu: Agile: Preferences

The Preferences dialog is also accessed using the button in the Save or Load dialogs or by expanding the
left sidebar and the contained preferences container.

@D PROE Preferences i A
S|
[72] General Defaults | —&] Construction | —| Design | —&| Product Development | (@ M... | ([ |
Load Options
i Recokon [] Show Load Preview
Latest In Work v Overwrite settings
Lo Draiwiies ["] Download all from PLM
None v [ ] Overwrite local changes
Save Options
Save Option for Modified Check Out During Save Save As
Check In/Incorporate v | | Automated Check Out v | | Design Only v
Item Assignment Publish to Item Drawing Item
Create and Link v | | Disabled v | | Noltem v
Class Default Settings
=] Design Subclass iz Lifecycle Phase
Design v Designs Number v Concept v
(P Item Subclass 12 Lifecycle Phase
Model v | | Model Class Number v | | Inactive v
[ ] praving Item Subclass 13 Lifecycle Phase
Model Model Class Number Inactive
Change Subclass (Item) 13 Workflow (Item)
ECO v | |ECO Number v | |Default ATOs v
Change Subclass (Design) i3 Workflow (Design}
DFCO v | |DFCO Number v | |Default ATOs v
Viewable Creation
Drawings Formats
Disabled v v
B Models Formats
Disabled v v
.

Figure 5: CAD Preferences

The Process Options define the behavior during load and save operations. The Class Default Settings
predefine the default subclasses and AutoNumbers to be used if new Parts, Designs or Change Orders
are created.

Load Options

The default structure resolution on load is configured using the Structure Resolution option setting. This
defines which versions of children in Design structures are used when loading a Design structure from
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Agile.

Load Options

Structure Resolution
Latest In Work
Latest In Work
Latest Checked In

Latest Released
As Saved

[ ] Show Load Preview
v Overwrite settings
’ [ ] Download all from PLM

[ ] Overwrite local changes

Figure 6: Load Options

The valid values and their meanings are described in the following table.

Table 17: Process Options: Description

Latest in Work

Select the latest possible design version of a component, including versions
that are currently checked out by the current user.

Latest Checked In

Select the latest checked-in design version of a component.

Latest Released

Select the latest design version, which is attached to a released part.

As Saved

Select the design version that was saved within the parent assembly.

In addition, the Load Options section provides a number of load related option settings. Refer the

following table.

Show Load Preview

Activates and de-activates the Load Preview window.

Download all from
PLM

Orders the MCAD connector to download all files related to a Design structure
when loading, even if some of the files might already be available in the local
workspace directory.

Overwrite local
changes

Allows the MCAD connector to overwrite locally modified files when loading
from Agile. A confirmation dialog is displayed, if MCAD intends to overwrite a
file.
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Save Options

Save Options
Sawve Opticn for Modified
Check InfIncorpaorate W

Save
Ched: In/Incorporate

Figure 7: Default Save Option

The default save option for modified files defines the preselected option in the save dialog. The valid
options are:

Table 18: Default Save Options: Description

Save The file is saved to the currently checked out Design version. After that, the Design is
checked in and checked out again immediately. This way the Design remains checked
out after save with an incremented version.

Check In/Incorporate The file is saved to the currently checked out Design version. After that, the Design is
checked in. If a pending Design Change Order is assigned to the Design object, the
Incorporate flag is implicitly set (Design is incorporated).

Check Ok During Save
Autornated Check Cut hd

Figure 8: Checkout during Save

The checkout behavior during save is controlled by this switch. The valid options are:

Table 19: Checkout during Save: Description

Automated Check Out The design is checked out automatically when it is saved to PLM.

Force User Check Out The user has to check-out the design to be able to save.

ltem and Publish Preferences

To achieve a transparent Part/Design creation and linking process, some defaults are required to control
the simultaneous creation of Parts and Designs.
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Ttem Assignment

Create and Link W

|Ipdate and Link only
Link anly
Dizabled

Figure 9: Part Assignment

The Part Assignment controls whether or not Parts are created simultaneously. The options and their

meanings are:

Table 20: Part Assignment Options: Description

Create and Link This creates new Part objects, if a new Design is created. The Part is linked to the
Design and the Part properties are updated.

Update and Link only This does not create Parts, but existing Parts are linked to the Design and the Part
properties are updated.

Link only This does not create or update Parts. Only the relationship link between the part and
the design is created.

Disabled Part assignment or creation is disabled completely.

Sawe Az

Part and Design |+

Dresign Only

Figure 10: Save As Behavior

The Save As Option controls, whether or not Parts are created during initial save and save as of a CAD

model. The valid options and their meaning are:

Table 21: Save As Behavior Options: Description

Design Only

No Part objects are created.

Part and Design

AutoNumber is used as the basis for new Design objects, with the CAD extension
appended. Part objects are created if the Part Assignment option is set to Create and
Link.
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Publish to Itemn
BOM and Atkachments w
Disabled

BOM and Attachments

BOM
Aktachments

Figure 11: Publish Behavior

The Publish to Item Option controls, whether or not a Part BOM is created or updated, and the Design
files are attached to the Part objects, after the Design is checked in. The valid options and their
meanings are:

Table 22: Publish Behavior Options: Description

Disabled No Part BOM is updated and no attachments are updated.

BOM and Attachments Part BOM is updated and the Design files are attached to the Parts.
BOM Part BOM is updated. No Design files are attached.

Attachments No Part BOM is updated. Design files are attached.

Drawing Item .

Link to Model Item -

Mo Ttem
Link to Model Ttem
Separate Item

Figure 12: Drawing Item Behavior

The Drawing Item Option controls whether or not an Item is created for a Drawing. The valid options
and their meanings are:

Table 23: Drawing Item Behavior Options: Description

No Item No relationship is created between the Drawing Design and the Model ltem.

Link to Model Item An additional relationship between the Drawing Design and the Model Item is
created.

Separate Item An additional Item is created for Drawing Designs. The Drawing Item Subclass is
defined in the Drawing Item Subclass section.
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“Save as”: List of automatically handled attributes

The following attributes are handled automatically and should not be mapped.
Title block tab page 1, page 2:

- Design number

- Revision

- Version

- Check out status

- CAD filename

- Design system

- File type

- Part number
Relationship tab:

- Link type
Structure tab:

Identifier

- Component
- Revision
- Version

- Quantity
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Class Preferences

Class Default Settings

=& Design Subdass 12 Lifecycle Phase

Design W Designs Number W Concept W
[P Item Subclass 12 Lifecycle Phase

Model v | |Model Class Mumber w | | Inactive v
J Drawing Item Subclass 12 Lifecycle Phase

Document Document Number Inactive

Change Subclass (Ttem) 13 Warkflow (Ttem)

ECO v | |ECO Number v | |Default ATOs v
Change Subclass (Design) 14 Workflow (Design)

DFCO w | | DFCO Number v | | Default ATOs v

Figure 13: Class Preferences

This section defines the default subclasses and default AutoNumber sources for all Parts, Designs and
Change orders created by the CAD integration. These settings are mainly used in save use cases.

The Drawing Item Subclass settings become active only if the “Separate Item” option is enabled in the
Drawing Item option.
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Viewable Creation Preferences

Viewable file creation preferences determine the types of viewable files that are automatically created
and attached in PLM along with the native file. This can be set independently for Drawings and Models
(parts and assemblies) and can be set to generate the viewable files for all CAD files, only the top CAD
file, or no CAD files. Also note that depending on the CAD system, additional configuration work may be
necessary to automatically create the viewable files. The available viewable types are defined in the
<Install Directory>\ini\CAXConfig.xml in the viewables structure:

<Structure>
<Name>Viewables</Name>
<FieldCollection>
<Field><Name>ViewablesDrawing</Name><Value>PDF; TIF;CGM</Value></Field>
<Field><Name>ViewablesModel</Name><Value>CGR;WRL; STEP; IGES; 3DXML; JT; PDF</Value></Field>
</FieldCollection>

</Structure>

Basically, there are two kinds of viewables: Viewables of drawings and viewables of models. Viewable
creation for both types is controlled in the Viewable Creation section of the Preferences Panel on the
bottom.

Figure 14: Viewable Creation
Viewable Creation

Drawings Formats ( Modek Formats
Enabled - POF »  Disabled - STEF

Table 24: Viewable Creation: Available Options

CAD Tool Drawing formats Model formats
SOLIDWORKS PDF STEP
EDRW X_T
TIF IGES

54




MCAD Admin Guide 3.6.3

EPRT
EASM
Solid Edge PDF STEP
EDRW JT
TIF EPRT
EASM
Creo Parametric PDF STEP
EDRW IGES
TIF X_T (needs license for converter scripts)

EPRT

EASM

PDF (3DPDF, due to limitations only created for the root
element of the assembly structure currently open in Creo,
which is equal to the Top CAD File option mentioned below)

MCAD connectors use the CAD tool's PDF generation by default. So, any settings to control what ends up

in the PDF should be described in the CAD tool's documentation.

The two combo boxes on the left-hand side are used for drawing viewables, the combo boxes on the
right hand side for models. The creation of viewable files can be enabled by clicking on one of the
Formats combo boxes, in the editor window that opens viewable formats can be chosen among the

supported formats of the user’s CAD.

The combo boxes titled Drawings and Models define in which situations the viewables selected in the

Formats combo boxes should be created.

The following options are available in the Drawings combo box:

Table 25: Drawings Combo box Options: Description

Option Explanation
Disabled No viewables are created for drawings.
Enabled Viewables are created for the selected viewable formats in the Formats

combo box. If no format is selected, no viewables are created regardless of
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the selected option in this combo box.

The following options are available in the Models combo box:

Table 26: Model Combo box Options: Description

Option

Explanation

All Assemblies

If viewable formats are selected, viewables are created only for assembly
files.

Note that this option can cause a huge load to process in the CAD
session on save and has a big impact on save performance. The
option should not be used as a default for all users.

All Parts

If viewable formats are selected, viewables are created only for part files.

Note that this option can cause a huge load to process in the CAD
session on save and has a big impact on save performance. The
option should not be used as a default for all users.

All CAD Files

If viewable formats are selected, viewables are created for all CAD files.

Note that this option can cause a huge load to process in the CAD
session on save and has a big impact on save performance. The
option should not be used as a default for all users.

Top CAD File

If viewable formats are selected, viewables are created only for the root
element of a CAD file structure (as seen in the Tree View).

Note that this option can cause a huge load to process in the CAD
session on save and has a big impact on save performance. The
option should not be used as a default for all users.

Disabled

No viewables are created.
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Property Value Preferences

Each Design and Part class is represented in the preferences to configure the mapping of symbolic CAX
properties to fields in PLM. The administrator can set up the mapping interactively. The preferences are
saved into a MCAD-CONFIG FileFolder object in PLM if the current user is a member of the admin group.
The values have to be set in each subclass independently.

I Preferences =
e
. [EJ General SettingsJ =& Design l —&| My Design l —&] TestDesian l 7 Part'
Display Name Mapping CAX Name D max
Number None NUMBER | 6173 50 A

Description

REVISION
- | LIFECYCLEPHASE
CAD Value LABEL

CAD Value or Dg CHECKOUTSTA...

2000008...
6390
2000008...
6389

Figure 15: Property Value Preferences

Additionally, each field may get a value default mapping.

Property Value Preferences — This section allows you to pre-define the properties that are mapped between
CAD and PLM, as part of the save process. By setting these preferences appropriately, you can reduce
the use of the interactive save dialog and speed up the save process. The four mapping options are:

@ None - No value is to be set for this property.
o Default - Use the value in the Default column.

o CAD Value - Use the value defined in the CAD properties, based upon the mapping defined by
your administrator.

o CAD Value or Default — Use the value defined in the CAD properties, but if no value exists
then use the default value in the Default column.

Customizing Quick View Attributes

The MCAD connector supports customizing the attributes, which are displayed in the Quick View dialog
window. To change the appearance, the following XML structure needs to be added to CaxConfig.xml:

<Structure>
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<Name>QuickViewDisplay</Name>

<FieldCollection>
<Field><Name>CAX FIL NAME</Name><Value>1</Value></Field>
<Field><Name>COMPONENTTYPE</Name><Value>1</Value></Field>
<Field><Name>NUMBER</Name><Value>1</Value></Field>
<Field><Name>REV</Name><Value>1</Value></Field>
<Field><Name>REVISION</Name><Value>1</Value></Field>
<Field><Name>DESCRIPTION</Name><Value>1</Value></Field>
<Field><Name>LABEL</Name><Value>1</Value></Field>
<Field><Name>LIFECYCLEPHASE</Name><Value>1l</Value></Field>
<Field><Name>CHECKOUTUSER</Name><Value>1</Value></Field>
<Field><Name>Item.NUMBER</Name><Value>1</Value></Field>
<Field><Name>Item.REV</Name><Value>1</Value></Field>
<Field><Name>Item.ECO</Name><Value>1</Value></Field>
<Field><Name>Item.LIFECYCLEPHASE</Name><Value>1</Value></Field>
<Field><Name>Item.DESCRIPTION</Name><Value>1l</Value></Field>
<Field><Name>CAX MODEL TYPE</Name><Value>1</Value></Field>
<Field><Name>CAX MODEL REF</Name><Value>1</Value></Field>
<Field><Name>CAX LINK TYPE</Name><Value>1</Value></Field>
<Field><Name>CAX LINK REF</Name><Value>1</Value></Field>
<Field><Name>CAX TYPE</Name><Value>1</Value></Field>

</FieldCollection>

</Structure>

Additional attributes can be added to the structure as required. Make sure to assign the value 1 to each
XML Field. Note, that the Quick View dialog does only display attributes, which are set to visible in the
class configuration of the Preferences dialog.

Re-reading Design Attributes

The MCAD connector supports re-reading a predefined list of design attributes during check out.
Attributes that have been updated in Agile during or before the check out are thus correctly displayed.

Only Design attributes (Title Block and Page 2) are supported.
If used in conjunction with a PX: The event subscriber used needs to have the following values selected:

Trigger Type = Pre
Execution Mode = Synchronous

The attributes need to be listed in the CheckOutAttributes Transaction in
%install_dir%\OraclePLM\jar\agile9\a934ws_proxy.jar..\com\xplm\agile93\ws\cad\xml\Agile93Tem
plates.xml, see example below.
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<Transaction>
«!1—— Please extend the list only, do not remove the provided fields ——>
<hliasname>CheckOntAttributes</Aliasname>
<Import>
<Parameter:>
<FieldCollection®
<Field>
<Name>7951</Name>
<Value></Value>
</Field:>
<Field>

<Field>

<Field>

<Field>

<Field>

<Field>

<Field>

<Field:>»
<MName>6388<,/Name>
<Value></Value>

</Field>

<!'—— Description ——>

<Field:>
<MName>6174</Nams>
<Value»</Value>

</Field>

<!—— Textl3d —->

<Field>
<Mame>1303</Hame>
<Value></Value>

</Field>

</FieldCollection>
</Parameter>
</ Import>
</Transaction>
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CAXConfig.x

ml Settings

The CAXConfig.xml file controls general and numbering options for load and save. The different sections

control the communicatio

n between client and server, logic for display in the client, parameters for part

families and the numbering schemes and change process.

Basic Section

<Aliasname>BasicCAXConfig</Aliasname>

<Import>
<Parameter>

<FieldCollection>

<Field><Name>SITE</Name><Value>MCAD</Value></Field>
<Field><Name>FIELD7FOR7NUMBER</Name><Value>DESCRIPTION</Value></Field>
<Field><Name>TRANSFER</Name><Value>MULTITHREADED</Value></Field>
<Field><Name>OVERWRITE</Name><Value>FALSE</Value></Field>
<Field><Name>PRIVILEGES</Name><Value>FALSE</Value></Field>
<Field><Name>checkRequired</Name><Value>FALSE</Value></Field>
<Field><Name>NonExistingPartsFromCAD</Name><Value>allowed</Value></Field>

</FieldCollection>

Table 27: Basic CAXConfig.xml Settings: Description

Setting

Purpose and available values

SITE

Defines the global parameter for the MCAD connector configuration.
MCAD connectors with different SITE setting use different
configuration objects in Agile.

Possible values: Any string

checkRequired

If set to true, the MCAD connector verifies that all PLM fields labeled
as mandatory contain a value. If not, an error message is displayed to
the user during save.

Possible values: true | false

NonExistingPartsFromCAD

This option setting only affects property mapping. If set to "allowed", a
property mapping towards the Iltem number can be used to create new
ltem objects, if the value mapped to the ltem number does not identify
an existing Item.

If set to "remove", Item objects are not created in this case.

Possible values: remove | allowed

AllowManualltemNumber

Makes the Item Number text field in the Details pane editable or
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non-editable.

Possible values: true (editable) | false (non-editable)

VersionsToSearch

Defines how many older Design versions are searched if a "Where
used" query is executed. Only retrieves Design versions which are
older than the selected one.

Possible values: Any integer value

VersionsToSearchFromCAD

Possible values: Any integer value

RelationsFromCAD

Possible values: true | false

DocumentSupport

Defines if sub-classes of the Documents class are visible in the
MCAD connector (Preferences dialog, e. g.). Add this option
setting to the BasicCAXConfig section in case that it is missing.

Possible values: true | false
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ConnectionProperties Section

<Structure>

<Name>ConnectionProperties</Name>

<FieldCollection>

<Field><Name>timeout</Name><Value>900000</Value></Field>
<Field><Name>bulksize</Name><Value>50</Value></Field>
<Field><Name>call-threads</Name><Value>4</Value></Field>
<Field><Name>call-threads-get</Name><Value>4</Value></Field>
<Field><Name>call-threads-cuo-save</Name><Value>2</Value></Field>
<Field><Name>call-threads-cuo-commit</Name><Value>2</Value></Field>
<Field><Name>UploadThumbnails</Name><Value>ecs</Value></Field>

</FieldCollection>

</Structure>

Table 28: ConnectionProperty Settings: Description

Setting

Purpose and available values

timeout

Defines the timeout value for web services responses from the PLM
server in milliseconds.

Possible values: Any number

Nobulksize

The server calls are divided into packages of this number of objects
per call, depending on the server and network performance (use 20 for
slower environments and 100 for faster ones).

Possible values: 20 | 50 | 100

call-threads

Fallback value for the thread related option settings "call-threads-get",

"call-threads-cuo-save", "call-threads-cuo-commit". If no value is given
for one of these option settings, this value is used.

Possible values: 1|2 | 4

call-threads-get

Number of concurrent threads for GET requests with which the EC
services interface is called.

Possible values: 1|2 | 4

call-threads-cuo-save

Number of concurrent threads for save requests with which the EC
services interface is called.

Possible values: 1|2

call-threads-cuo-commit

Number of concurrent threads for commit requests, structure and
relationships creating requests, BOM requests with which the EC
services interface is called.
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Possible values: 1| 2

UploadThumbnails

UploadThumbnails = false | fileserver | ecs;

fileserver — upload the CAD thumbnail from the client to the vault and
attach the png to the Design in PLM. Note: In order to display the
thumbnail in PLM configure AutoVue to:

1. NOT render the CAD native files for thumbnails

2. Render PNG files for thumbnails

false — no thumbnail is uploaded from the CAD client to the server.
ecs — hand over the thumbnail to Agile PLM via web service

Possible values: false | fileserver | ecs

resolution_max_depth

This is a hidden setting. It needs to be added to CaxConfig.xml
manually in case that it should be changed. We strongly advice
against changing this setting.

Defines the depth of the structure resolution that is executed when
loading from Agile. In other words, how many levels of an assembly
structure are retrieved from Agile.

Possible values:

0 (only retrieve the root element)

1 (retrieve the root element and the first level of child objects)
2 (retrieve the root element and two levels of child elements)
50 (retrieve any number of levels, this is the default)

Since Agile 9.3.6 RUP 10, the default value for this option setting
should be used. If CaxConfig.xml contains a different value for this
option setting, we recommend deleting this option setting from
CaxConfig.xml to apply the default.
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BrowserDisplay Section

<Structure>

<Name>BrowserDisplay</Name>

<FieldCollection>
<Field><Name>HideSuccessSummary</Name><Value>false</Value></Field>
<Field><Name>LazyLoad</Name><Value>true</Value></Field>
<Field><Name>Tree.Menu.Zip</Name><Value>true</Value></Field>
<Field><Name>AllowExistingChangesOnly</Name><Value>false</Value></Field>
<Field><Name>DisableChangesAutonumbers</Name><Value>false</Value></Field>
<Field><Name>ShowTreeView</Name><Value>true</Value></Field>
<Field><Name>WorkspaceFolderClass</Name><Value>Design</Value></Field>
<Field><Name>WorkspaceFolderAutonumber</Name><Value>Designs Number</Value></Field>
<Field><Name>WorkspaceFolderDescription</Name><Value>host;path;file</Value></Field>

<Field><Name>ShowFlyoutInBrowser</Name><Value>true</Value></Field>
<Field><Name>ShowFlyoutInList</Name><Value>true</Value></Field>

</FieldCollection>

</Structure>

Table 29: BrowserDisplay Section Settings: Description

Setting

Purpose and available values

HideSuccessSummary

If set to "true", the Save Summary dialog is only displayed for save
processes where errors occurred. If set to "false”, the Save Summary
dialog is displayed at the end of each save process.

Possible values: true | false

LazyLoad

Activates or de-activates the MCAD connector's LazylLoad feature. If
LazylLoad is activated, PLM information in the MCAD GUI is only
retrieved from PLM and displayed on user request (click the object to
initiate the process). If it is de-activated, all PLM information for all
objects visible in the MCAD GUI is retrieved and displayed as soon as
a GUI widget appears on screen. Thus, activated LazyLoad may
shorten onset times especially for a large number of PLM-known CAD
objects.

Possible values: true (activates LazylLoad) | false (de-activates
LazyLoad)

Tree.Menu.Zip

Defines, if the "Zip and Upload Workspace" context menu item is
visible in Workspace Manager.

Possible values: true (show the “Zip and Upload Workspace” menu
item) | false (hide the “Zip and Upload Workspace” menu item)

AllowExistingChangesOnly

If set to true, when manually entering a Change number into the

Change number field, the Change assignment is only executed if the
number of an already existing Change has been given. If set to false,
entering a Change number into the Change number field causes the
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MCAD connector to create a new Change object, if none with the given
number already exists.

Possible values: true | false

DisableChangesAutoNumbers

Activates or de-activates the Change autonumber button (Save
Preview window or Assign Change dialog window).

Possible values: true (de-activates the button) | false (activates the
button)

ShowTreeView

Defines the pre-set value for showing or hiding the tree view widget.
This value only defines the default value of this option setting. The
value is overwritten by the user-specific option setting in the
$HOME/AgileCache/GUIConfig.xml configuration file.

Possible values: true (pre-set value to show the Tree View widget) |
false (pre-set value to hide the Tree View widget)

WorkspaceFolderClass

Defines the class of the PLM object that is used for uploading
workspace folders via the MCAD connector's "Zip and Upload
Workspace" functionality.

WorkspaceFolderAutoNumber

Defines the autonumber generator which is used to retrieve the Design
number for the object that is used for uploading workspace folders via
the MCAD connector's "Zip and Upload Workspace" functionality.

Note: removing both entries causes the MCAD connector to create
Design objects with a number derived from the current username and
timestamp.

WorkspaceFolderDescription

ShowFlyoutinBrowser Activates or de-activates the thumbnail fly-out dialog in the MCAD
connector's tree view widget.
Possible values: true (activate the fly-out) | false (de-activate the
fly-out)

ShowFlyoutlnList Activates or de-activates the thumbnail fly-out dialog in the MCAD

connector's list view widget.

Possible values: true (activate the fly-out) | false (de-activate the
fly-out)

65




MCAD Admin Guide 3.6.3

SinglePortThreshold This option setting defines how many references a structure needs to
have to be displayed in single port mode. Single port mode is a more
compact view of the references in the Save Preview that is
automatically enabled if there are more than the number of references
given in the SinglePortThreshold option are displayed in the Tree
View/Graph View.

Possible values: true (activate single port mode) | false (deactivate
single port mode)
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FlowControl Section

The FlowControl section controls behavior during processes during the Save and Load Preview windows.

Table 30: FlowControl Section Settings: Description

Setting Purpose and available values
cleanUnreserved Reverts the save option to “do not save” for all CAD objects, that are
not checked out by the current user if the Force User Checkout option
is activated.

Possible values: true (revert the save option) | false (do not revert it)

AllowCheckoutOfNonLatest Permits users to check out a Design version which is not the latest one
in PLM via the MCAD connector.

Possible values: true (check out of a non-latest Design version is
allowed) | false (check out of a non-latest Design version is not
allowed)

HelperPartAttachment Defines, if attachments should be published for helper parts during the
Publish to Item process.

Possible values: true (publish attachments for helper parts) | false (do
not publish attachments for helper parts)

HelperPartBOM Defines, if the BOM should be published for helper parts during the
Publish to Item process.

Possible values: true (publish the BOM for helper parts) | false (do
not publish the BOM for helper parts)

InstanceBOM Defines, if the BOM should be published for instances of part families
(configurations) during the Publish to Item process.

Possible values: true (publish the BOM for part family instances) |
false (do not publish the BOM for part family instances)

GenericBOM Defines, if the BOM should be published for the generic of a part family
during the Publish to Item process.

Possible values: true (publish the BOM for the generic) | false (do not
publish the BOM for the generic)

SuppressUpdateFromBOM Suppresses the attribute update during BOM creation for existing child
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elements of a BOM structure (Title Block, Page Two, Page Three)
during BOM creation.

Possible values: true (suppress attribute update) | false (allow
attribute update)

DrawingResolutionAction Defines the save option, that is applied to any drawing Design object
added to the Save Preview dialog using the Save As confirmation
popup. The Save As confirmation popup appears every time a Save
As is executed in the Save Preview, allowing users to have the MCAD
connector perform a where-used query in Agile to add drawings
related to the structure displayed in the Save Preview.

Possible values: Save As | Check In | Save | Ignore; default:
Save As

ExcludelnstancesFromDFCO Since release 3.6.2.1. Allows adding file-less Design objects to DFCOs
by generating dummy files on the fly when assigning a DFCO through
the MCAD connector. Has no effect for CAD systems that represent
part family instances/configuration by individual files. The part
family/configuration instances for these CAD systems are always
added to DFCOs.

Possible values: true (do not add part family instances/configurations
to DFCOs) | false (add part family instances/configurations to DFCOs)

SaveReservedOnly If set to true and preference setting Check Out During Save is set to
Automated Check Out (see Preferences Dialog), an effective Save
Option will be set only for designs that are checked out by the current
user. It is set to false by default.

Possible values: true | false

DateFormats Section

Defines a set of date and time formatting parameters based on the Java SimpleDateFormat specification.
These formatting definitions can be applied to date and time values mapped between CAD and PLM.

<Structure>
<Name>DateFormats</Name>
<FieldCollection>
<Field><Name>yyyy-MM-dd HH:mm:ss z</Name><Value>CAD</Value></Field>
<Field><Name>yyyy-MM-dd</Name><Value>CAD</Value></Field>
<Field><Name>dd.MM.yyyy HH:mm:ss z</Name><Value>CAD</Value></Field>
</FieldCollection>
</Structure>
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TableDisplay Section

The TableDisplay section contains all columns that should be displayed in the tables of the Save and
Load Preview windows. The fields initially listed here should not be deleted, this may cause errors in
program execution. However, it is possible to add additional PLM fields to customize the view. To add an
additional column to the table a new field must be added to the FieldCollection of the TableDisplay
section.

A field of a PLM Design object is added by insertion of a new line of XML code that can be derived from
the following example:

<Field><Name>FieldID</Name><vValue>0</Value></Field>

If a PLM field of a Part object should be used, the string Item. FieldlD must be used as field name
instead of just FieldID:

<Field><Name>Itemn.FieldID</Name><value>0</Value></Field>

The name of the field must contain the FieldID (internal ID) of the PLM field that should be added, its
value must always be 0 (zero) by convention. The FieldID, also called Base ID, can be found in the Agile
Java Client (Data Settings - Classes - Doubleclick on a Design or Part class = User Interface Tabs >
Doubleclick on a list entry = Attributes tab - Column: Base ID).

After having added one or more column entries the file %USERHOME%\GUIConfig.xml must be deleted to
make the changes appear in the GUI.

The following code example shows the TableDisplay section with two customized columns. To the tables
the PLM fields 1305 of the Design object and 1313 of the Part object were added as separate columns:
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<Structure>

<Name>TableDisplay</Name>

<!-- Fields available in Save and Load dialog lists -->

<FieldCollection>
<Field><Name>CAX FIL NAME</Name><Value>0</Value></Field>
<Field><Name>CAX FULL NAME</Name><Value>0</Value></Field>
<Field><Name>COMPONENTTYPE</Name><Value>0</Value></Field>
<Field><Name>NUMBER</Name><Value>0</Value></Field>
<Field><Name>REV</Name><Value>0</Value></Field>
<Field><Name>IS INCORPORATED</Name><Value>0</Value></Field>
<Field><Name>DCO</Name><Value>0</Value></Field>
<Field><Name>DCO_SEQUENCE</Name><Value>0</Value></Field>
<Field><Name>DCO_STATUS</Name><Value>0</Value></Field>
<Field><Name>REVISION</Name><Value>0</Value></Field>
<Field><Name>DESCRIPTION</Name><Value>0</Value></Field>
<Field><Name>LABEL</Name><Value>0</Value></Field>
<Field><Name>LIFECYCLEPHASE</Name><Value>0</Value></Field>
<Field><Name>CHECKOUTUSER</Name><Value>0</Value></Field>
<Field><Name>WORKFLOW_STATUS</Name><Value>0</Value></Field>
<Field><Name>FILE_STATUS</Name><Value>0</Value></Field>
<Field><Name>GET</Name><Value>0</Value></Field>
<Field><Name>CAX_ MODIFIED</Name><Value>0</Value></Field>
<Field><Name>PLM MODIFIED</Name><Value>0</Value></Field>
<Field><Name>SAVE OPTION</Name><Value>0</Value></Field>
<Field><Name>SAVED</Name><Value>0</Value></Field>
<Field><Name>HAS_ PRIVILEGE</Name><Value>0</Value></Field>
<Field><Name>FILTER</Name><Value>0</Value></Field>
<Field><Name>ASSIGNED</Name><Value>0</Value></Field>

<Field><Name>Item.
.REV</Name><Value>0</Value></Field>
<Field><Name>Item.
<Field><Name>Item.
<Field><Name>Item.

<Field><Name>Item

NUMBER</Name><Value>0</Value></Field>

ECO</Name><Value>0</Value></Field>
LIFECYCLEPHASE</Name><Value>0</Value></Field>
DESCRIPTION</Name><Value>0</Value></Field>

<Field><Name>CAX MODEL TYPE</Name><Value>0</Value></Field>
<Field><Name>CAX MODEL REF</Name><Value>0</Value></Field>
<Field><Name>CAX LINK TYPE</Name><Value>0</Value></Field>
<Field><Name>CAX LINK REF</Name><Value>0</Value></Field>
<Field><Name>CAX TYPE</Name><Value>0</Value></Field>
<!-- Customized fields: -->
<Field><Name>1305</Name><Value>0</Value></Field>
<Field><Name>Item.1313</Name><Value>0</Value></Field>
</FieldCollection>

</Structure>

always read-only, regardless of the corresponding Value tag:

CAX_FIL_NAME
CAX_FULL_NAME
IS_INCORPORATED
DCO
DCO_SEQUENCE
DCO_STATUS
CHECKOUTUSER
WORKFLOW_STATUS
CAX_MODIFIED
PLM_MODIFIED
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e SAVED

e HAS_PRIVILEGE
e FILTER

e ASSIGNED

e CAX_MODEL_TYPE
e CAX_MODEL_REF
e CAX_LINK_TYPE

e CAX_LINK_REF

e CAX_TYPE

To remove columns from the Save and Load Preview windows, delete the corresponding field from the
FieldCollection of the TableDisplay section. The column must be removed from both the external
CAXConfig.xml (directory: “...0OraclePLM\ini\") and the internal CAXConfig.xml (directory:
"...OraclePLM\jar\agile9\a93ws_connector.jar\com\xplm\agile93\cax\xml\") files.

Note: To add columns only external CAXConfig.xml should be modified.

To control the columns visible in the Save Preview and Load preview windows, click on the dropdown button on
the right-hand side after the last column, and select and deselect columns as needed.

WorkspaceTableDisplay Section

The WorkspaceTableDisplay section contains information on the columns of the table displayed in the
Workspace Manager window. It can be manipulated in the same way as the TableDisplay section. Refer
to the chapter TableDisplay Section for details, all information given in this chapter apply for the
WorkspaceTableDisplay section as well, apart from the functionality of the “value” tags: Fields displayed
in the Workspace Manager are never editable.

OverrideConfiguration Section

The MCAD connectors allow filtering the sub-classes and number generators available in the GUI based
on CAD file types. These settings affect Create dialog, the Preferences window, the Save Preview
window and the Save As override dialog. The sub-class and number generator filtering is configured
based on a name-and-value XML syntax:

Name: A filter identifier (see Table 31: OverrideConfiguration Section Settings: Description below)
optionally concatenated with the CAD file ending for the CAD files to which to apply the filter setting,
e.g. DisplayedDesignClassesSLDPRT (file type specific filtering setting) or
DisplayedDesignClasses (not file type specific setting).

Value: Use “All” for not applying any filtering. Use a comma-separated list of the classes or number
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generators (display names) that should be displayed, e. g.: Design, Construction, Prototype

The Preferences dialog is not affected by file type specific filtering settings, except for the Drawing Item
Subclass combo box.

File type specific filtering settings should be added to the OverrideConfiguration options group after the
generic filtering settings. Refer to the example given below for a template on how a file type specific
filtering setting might be configured.

<Structure>
<Name>OverrideConfiguration</Name>
<FieldCollection>
<Field><Name>DisplayedDesignClasses</Name><Value>All</Value></Field>
<Field><Name>DisplayedItemClasses</Name><Value>All</Value></Field>
<Field><Name>DisplayedChangeClasses</Name><Value>All</Value></Field>
<Field><Name>DisplayedDesignAutoNumbers</Name><Value>All</Value></Field>
<Field><Name>DisplayedItemAutoNumbers</Name><Value>All</Value></Field>
<Field><Name>DisplayedChangeAutoNumbers</Name><Value>All</Value></Field>
</FieldCollection>
</Structure>

Table 31: OverrideConfiguration Section Settings: Description

Filter Identifier Purpose and available values

DisplayedDesignClasses List of Design classes that display in Ul

Possible values: Comma separated list of classes (display names)
or “All".

DisplayedltemClasses List of Item classes that display in Ul

Possible values: Comma separated list of classes (display names)

or “All".

DisplayedChangeClasses List of Change classes that display in Ul
Possible values: Comma separated list of classes (display names)
or “All".

DisplayedDesignAutoNumber List of Design AutoNumbers that display in Ul

Possible values: Comma separated list of autonumber generators
(display names) or “All”.

DisplayedItemAutoNumber List of ltem AutoNumbers that display in Ul

Possible values: Comma separated list of autonumber generators
(display names) or “All".
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DisplayedChangeAutoNumber List of Change AutoNumbers that display in Ul

Possible values: Comma separated list of autonumber generators
(display names) or “All".

Example: File Ending Specific OverrideConfiguration Settings for SOLIDWORKS

<Structure>

<Name>OverrideConfiguration</Name>

<FieldCollection>
<Field><Name>DisplayedDesignClasses</Name><Value>All</Value></Field>
<Field><Name>DisplayedItemClasses</Name><Value>All</Value></Field>
<Field><Name>DisplayedChangeClasses</Name><Value>All</Value></Field>
<Field><Name>DisplayedDesignAutoNumbers</Name><Value>All</Value></Field>
<Field><Name>DisplayedItemAutoNumbers</Name><Value>All</Value></Field>
<Field><Name>DisplayedChangeAutoNumbers</Name><Value>All</Value></Field>

<Field><Name>DisplayedDesignClassesSLDPRT</Name><Value>DesignClassl</Value></Field>
<Field><Name>DisplayedDesignClassesSLDASM</Name><Value>DesignClassl</Value></Field>
<Field><Name>DisplayedDesignClassesSLDDRW</Name>
<Value> DesignClassl,DesignClass2</Value></Field>
<Field><Name>DisplayedItemClassesSLDPRT</Name><Value>ItemClassl</Value></Field>
<Field><Name>DisplayedItemClassesSLDASM</Name><Value>ItemClass2</Value></Field>
<Field><Name>DisplayedItemClassesSLDDRW</Name>
<Value>ItemClassl, ItemClass2</Value></Field>
</FieldCollection>
</Structure>

FileNaming Section

The FileNaming section provides the configurations for the file names that should be used for viewable
files created by the MCAD integration. Depending on the file extension different rules are possible.
However, for each file extension only one rule is supported. The Field name (<Name>) represents the
file ending of the viewable file while the Filed value (<Value>) represents the actual naming rule.

Note: Some CAD systems use the file ending .STEP instead of .STP for STEP viewables, in this case, the
rule defined for STP is not applied for viewable files with the file ending .STEP. Providing a naming rule
which contains the file ending STEP in the name tags enables the user to rename such files as well.

<Structure>
<!-- common file naming section in PLM file attachments -->
<Name>FileNaming</Name>
<FieldCollection>
<Field><Name>PDF</Name><Value>%Item.NUMBER% %Item.REV$%.PDF</Value></Field>
<Field><Name>STP</Name><Value>%Item.NUMBER%_ %Item.REV%.STP</Value></Field>
<!--Field><Name>JT</Name><Value>%$NUMBER% $REVS$.JT</Value></Field-->
<Field><Name>PNG</Name><Value>thumbnail .png</Value></Field>
</FieldCollection>
</Structure>

The file naming rule is parsed during the file transfer process and can contain values from the Design
object and from the Item.
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Examples:

Design Values: %XNUMBER%_%REV%.JT -> combines Design Number and Version.
Item Values: %ltem.NUMBER%_%ltem.REV%.JT -> combines Item Number and Revision.
Fix Values: thumbnail.png -> does not contain values from the the Design or ltem.

Since version 3.4, it is possible to remove file endings from any valid PLM data set using the _ROOT
extension. Appending the ROOT flag to an attribute removes its CAD file ending

Examples
Definition: <Field><Name>PDF</Name><Value>%NUMBER%_%Iltem.Number%.PDF</Value></Field>

Resulting file name: DESIGN123456.SLDPRT_PART1234.PDF

Definition:
<Field><Name>PDF</Name><Value>%NUMBER_ROOT%_%ltem.Number%.PDF</Value></Field>
Resulting file name: DESIGN123456_PART1234.PDF

If one of the values is missing or commented out, the standard viewable naming rule is applied. The rule
uses the file name of the CAD file, from which the viewable file originated and the revision.

E.g.:
<!-- Field><Name>PDF</Name><Value>%ltem.NUMBER%_%ltem.REV%.PDF</Value></Field -- >

Please note: Renaming the JT viewables can cause problems. Therefore, it is commented out by default.

Viewables Section

<Structure>
<Name>Viewables</Name>
<FieldCollection>
<Field><Name>ViewablesDrawing</Name><Value>PDF;TIF</Value></Field>
<Field><Name>ViewablesModel</Name><Value>STEP;IGES;JT;X T</Value></Field>
</FieldCollection>
</Structure>

Table 32: Viewables Section Settings: Description

Setting Purpose and available values

ViewablesDrawing Visible viewable file types for drawing files.

Possible values: List of file endings (use semi-colons as list
separator).

For Inventor: DWF and DWFX are also supported since 3.6.2.1.
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ViewablesModel Visible viewable file types for 3D files.

Possible values: List of file endings (use semi-colons as list
separator).

WorkspaceDeleteViewables Section

Defines the viewable file types (file endings) the MCAD connector's "Delete Viewables" functionality

deletes from a workspace folder.

Table 33: Viewables Section Settings: Description

Setting Purpose and available values
ViewablesDrawingExtensions File formats for drawings, which are recognized by the Delete
Viewables function in the Workspace Manager, and thus, deleted by
this function.
ViewablesModelExtensions File formats for 3D models, which are recognized by the Delete
Viewables function in the Workspace Manager, and thus, deleted by
this function.
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PartFamilies Section

Table 34: PartFamilies Section Settings: Description

Setting

Purpose and available values

FamilySelection

If set to true, operations (e. g. Check Out) applied to a component of
a part family (configuration) through the MCAD connector are
implicitly applied to all other components of the same part family.

Possible values: true | false

FamilylnstanceNumbering

Defines the numbering schema for Design objects of instances of
part families (configurations).

GENERIC_INDEX - Instances get the same Design number as the
part family generic assigned, appended with a numerical index.

GENERIC_CONFIG - Instances get the same Design number as
the part family generic assigned, appended with the CAD specific
name of the instance.

false — Instances get independent Design numbers assigned.
Possible values: GENERIC_INDEX | GENERIC_CONFIG | false

Important: This option setting is not supported for the MCAD
connector for Solid Edge.

CountDelimiter

Separator character used for appending part family (configurations)
related appendices (refer to FamilylnstanceNumbering) or indices
for multiple drawings which are related to the same model (refer to
DrawingNumberFromModel).

PartinstanceDashNumbering

true — the Part item corresponding to part family instance get the
suffix from the design instance (like P001-001,...)

false - the Part item corresponding to part family instances get own
item numbers, no instance suffix. (Default)

PartGenericHasDashNumber

true — the Item object corresponding to the generic Design gets a
number with dash assigned (like P001-000, instances get numbers
like P0O01-001,... assigned)

false - the Item object corresponding to the generic Design does not
get a number with dash assigned (like P001, instance get numbers
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like P001-001,... assigned)

PartInstanceDelimiter Separator char between the number and the counter for part
variants

Default; -

ChangeProperties Section

<Structure>
<Name>ChangeProperties</Name>
<FieldCollection>
<Field><Name>InitialRevision</Name><Value>-</Value></Field>
<Field><Name>RevisionSequence</Name>

<Value>Introductory,A,B,C,D,E,F,G,H,1I,J,K,L,M,N,0,P,Q,R,S,T,U,V,W,X,Y,2</Value></F
ield>
<Field><Name>RevisionSequenceEditor</Name><Value>true</Value></Field>
<Field><Name>SetLifecyclePhase</Name><Value>true</Value></Field>
<Field><Name>DesignRevisionLogic</Name><Value>editable,publish, noparentheses</vValu
e></Field>
<Field><Name>AssignChangeCheckout</Name><Value>false</Value></Field>
<Field><Name>VersionSeparator</Name><Value>.</Value></Field>
<Field><Name>InitialVersion</Name><Value>1</Value></Field>
<Field><Name>InitialVersionCheckin</Name><Value>checkin</Value></Field>
<Field><Name>InitialPublishVersion</Name><Value>1</Value></Field>
<Field><Name>PartDesignNumbering</Name><Value>false</Value></Field>
<Field><Name>DrawingNumberFromModel</Name><Value>true</Value></Field>
<Field><Name>PushPartRevisionToDesign</Name><Value>true</Value></Field>
<Field><Name>PushDesignRevisionToPart</Name><Value>true</Value></Field>
<Field><Name>PublishAttachments</Name><Value>any</Value></Field>
<Field><Name>PublishAttachmentType</Name><Value>NONE</Value></Field>
<Field><Name>PublishIntroductory</Name><Value>true</Value></Field>
<Field><Name>PublishPartSite</Name><Value>none</Value></Field>
</FieldCollection>
</Structure>

Table 35: ChangeProperties Section Settings: Description

Setting Purpose and available values
InitialRevision Initial Item revision value
RevisionSequence Defines the proposed Revision values the MCAD connector implicitly

assigns to Change objects on Change creation.
Possible values: List of Revision values (strings) separated by comma

Note: The RevisionSequence must always start with the value
"Introductory" as that is the value implicitly used by the server.

RevisionSequenceEditor Defines, if the MCAD connector provides a combo box (drop down list) for
editing the Item Revision columns. The entries of the combo box are
taken from the option setting "RevisionSequence". If set to false and if the
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Revision field is editable, users can enter free text into the Revision field.

Possible values: true | false

SetlLifecyclePhase Defines, if the MCAD connector provides a combo box (drop down list) for
editing the Lifecylce Phase column. If set to false and if the Lifecylce
Phase field is editable, users can enter free text.
Possible values: true | false

DesignRevisionLogic Comma-separated list of the following values. If set the value controls the

following behavior:
editable — the Design revision field is editable in the save preview.

publish — the Design revision is reset on publish to fit the item revision
code. The minor revision is calculated or reset.

noparentheses — remove any parentheses from the design revision

Default.editable,publish,noparentheses

InitialDesignRevision

If no Item object is assigned to a Design, this value defines the "ltem
Revision" string displayed for the versions of this Design object.

Possible values: Any string

DesignRevisionForlntroductory

Defines the string, that replaces the "Introductory" Item Revision in the
Design version drop-down list. By changing this option setting, it is
possible to use other string values for representing the Introductory
Revision.

Possible values: Any string

AssignChangeCheckout

If true, this triggers an implicit check out of the related Design object when
assigning a Change object. Does not work if "ForceUserCheckout" is set
to "true".

Possible values: true | false

VersionSeparator

Separator character used for separating the major and minor ltem
Revision displayed in the Design version drop-down list. Has no effect if
the minor version is de-activated.

PartDesignNumbering

If set to true, on Item number retrieval (e. g. when pressing the ltem
autonumber button), the MCAD connector implicitly assigns the retrieved
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ltem number to the Design number of the related Design object.

Possible values: true | false

DrawingNumberFromModel

Defines the numbering schema for Design objects of CAD drawings: If set
to true, the Design number of the drawing's Design object gets a number
equal to the Design number of the underlying model, appended with a
numerical index.

Possible values: true | false

PushPartRevisionToDesign

If set to true, when changing the Item Revision in the MCAD connector's
GUI, the changed Revision is automatically transferred to the Item
Revision displayed in the Design version drop-down list.

Possible values: true | false

PushDesignRevisionToPart

If set to true, when changing the Design version in the MCAD connector's
GUI, the changed version is automatically transferred to the ltem
Revision.

Possible values: true | false

PublishAttachments

Defines the attachment types, identified by their file ending, that are
attached to an Item object when executing a publish process.

Possible values: any | Comma separated list of file endings (without “.”)

PublishAttachmentType

The value in this option setting is written to the "Attachment Type" PLM
field when executing a publish process. If set to "NONE", nothing is
written to that field.

Possible values: none | Any string except “none”

Publishintroductory

If set to true, the MCAD connector also executes publish processes for
ltems without assigned Change objects (means for Items with
"Introductory" ltem Revision).

Possible values: true | false

PublishPartSite

Defines the "Site" to which BOM changes are written when executing a
publish process, if "Sites" are enabled in Agile. Use the "value" none if
"Sites" are disabled.

Possible values: none | Any string expect “none”
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MaxDesignNumberLength

Defines the maximum allowed length of the Design number field values.
Any Design number entries longer than the specified length are cut off by
the MCAD connector.

Possible values: Any integer

AllowedNumberCharacters

Defines a set of characters which may be used for ltem and Design
numbers. The MCAD connector replaces any character not contained
within this list with underscores ("_") in the ltem and Design number
fields. Use the value "ANY" to disable this functionality. This functionality
does not affect autonumber assignement, autonumbers retrieved from
Agile are never changed by the MCAD connector.

Possible values: ANY | Set of characters without delimiters, like:

abcdefghijklmnopgrstuvwxyz1234567890

Change_Category

Defines the default Change Category value for Item Change Orders
created by the MCAD connector.

Default: none

Possible values: Any string except “none”, which exists in the drop-down
list of the Change Category attribute for ltem Changes in Agile.

PublishErrorHandling

Defines the behavior of the MCAD connector if errors during the publish
process occur. If set to "ERROR", the save, check in and publish process
is completely cancelled if an error occurs. If set to "WARNING", an error
report is displayed in the Save Summary window and only the publish
process is cancelled, not the save or check in.

Possible values: ERROR | WARNING

PublishintegerQuantities

If set to true, the MCAD connector transfers quantity values (Design
structure, BOM) in integer representation instead of a number with a
decimal place.

Possible values: true | false

READONLY_FF_FIELDS Section

This XML structure defines all File Folder PLM fields which should not be updated by the MCAD
connector (read-only fields), defined by their field ID. Though the XML definition is based on a

name-and-value syntax, the value field itself is not evaluated by the connector.
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Important: The fields already defined in this section should not be removed from CaxConfig.

READONLY_ITEM_FIELDS Section

This XML structure defines all Item fields which should not be updated by the MCAD connector
(read-only fields), defined by their field ID. Though the XML definition is based on a name-and-value
syntax, the value field itself is not evaluated by the connector.

CAX_NAMES BY_ID Section

Allows executing an attribute mapping during save as operations. Refer to Mapping Values on Save As
for details.

Login Access Administration in PLM

This section provides detailed information about all necessary steps to enable login restriction for
defined client versions that connect to the PLM server.

All steps need to be executed as an administrator user that has rights to modify roles and privileges.

1. Create a new FileFolder subclass, for example “MCAD-Access”. This subclass should not have an
AutoNumber assigned as the numbers need to be entered manually. This could also be a Designs
subclass, but for separation purposes and easier configuration, a FileFolder subclass is
recommended.

2. Find any existing Discovery privileges for File Folders (for example Discover All File Folders) and
modify the criteria to exclude the new File Folder class created in step #1. This prevents any
non-admin user to modify the access setup. It might be required to create a new criteria because
the existing one could not be modified.

3. Create a new object in subclass “MCAD-Access”, for example “MCAD-3.2.0.0.130701, for each
version you want the user(s) to grant access to. The new object number needs to be prefixed
with “MCAD-“ and the version number is exactly the same as displayed in the Web Components
status line in the bottom of the dialogs.

4. Create a new privilege for “Discovery”, for example “Connect with MCAD 3.2.0.0” with criteria
“Discover MCAD 3.2.0.0” on object type “MCAD-Access” and the condition “MCAD-Access Title
Block.Number Equal To MCAD-3.2.0.0.130701".

5. Add this privilege to the user’s CAD specific role, for example “CAD Designer”.

6. Remove the privilege “Discover All File Folders” from that same role. This is vital as otherwise
this privilege overwrites any restrictions created in step #4.

7. More specific privileges on certain file folders could be added to the user’s role if needed.

8. To secure the access to the “MCAD-Access” subclass, any write privileges for non-admin users
should be revoked on any object of that subclass.

Important note:
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To be backwards compatible or to allow customers to use MCAD without any MCAD-access setup, the
client is connected successfully if the MCAD-access subclass or the version-specific FileFolder does not
exist.

The latter requires having the appropriate MCAD-Access FileFolder created before an MCAD version,
other than the ones already set up in the system, is passed to the user. For any MCAD version for which
the access should be rejected, a corresponding FileFolder object needs to be created, but no discover
privilege should be assigned to the user’s role for this particular object.
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CAD Startparts Administration in PLM

This section provides detailed information about all necessary steps to enable object creation with the

Create Object dialog. The dialog can be accessed from the New entry of the Agile submenu in the menu

bar/ribbon bar of user’s CAD system. Once the dialog is open, the user can choose a template file and a

Design number. Based on these two parameters a new object can be created simultaneously in CAD and
PLM.

Template
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Figure 16: Create Object frame, used to create new objects

Creating the Template Structure in Agile

The Create Object dialog uses a certain data structure in the Agile PLM as the basis of object creation. All
templates that should be available to the user must be stored in that structure. The structure must be
named $SITE%-START-%CADSYSTEMS where $SITES is a variable that can be defined in the
CAXConfig.xml file, its default value is MCAD if it is not defined in that file. $CADSYSTEMS is the name of
the CAD in uppercase for which the template structure should be used, the following values are valid:

AUTOCAD
CATIA
INVENTOR
NX

PROE
SOLIDEDGE
SOLIDWORKS

or
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MSOFFICE in case the connector for Microsoft Office is used which is treated as a CAD in this
case.

It is possible to store template structures of more than one CAD in a PLM. If the $STITE% variable is
assigned for each client, subdivisions of the same CAD can use templates in the same PLM without
interfering each other. For example, LONDON-START-CATIA and ROME-START-CATIA may exist in the
same PLM for CATIA clients with the different $STITE% variables LONDON and ROME where the LONDON
division can only use the structure LONDON-START-CATIA and vice versa. The $SITES is assigned by
editing the file <Install Directory>\ini\CAXConfig.xml. In this case <Install Directory> refers to the MCAD
connector’s installation folder. To set the value, after the beginning of the first occurrence of the line
<FieldCollection> edit the following line:

<Field><Name>SITE</Name><Value>Custom_site_value</vValue></Field>
Custom_site_value is the string that defines the site, here you can enter any string desired, but it must

not contain spaces. Save the CAXConfig.xml after finishing the edit. These steps must be repeated for
each client that should belong to a site.

To create the template structure, administration rights for the PLM that is desired to be used are
necessary. Additionally, it is necessary to switch off forced AutoNumber usage when creating new
Design objects. This can be achieved with the following steps:

o Login to Agile9 Admin Client

o Inthe tab pane on the left-hand side, choose the Admin tab

o Inthe tree in that tab open the node Data Settings

o Choose sub-node Classes by double-click, a new window opens...

o Inthe new window select the class Design by double-click, a new window opens
o Inthe General Information tab set the option AutoNumber Required to No

o Click Save

o Close the Admin Client

To create the template structure login to the Agile9 Web Client as a user with appropriate rights to
create new Design objects. After the login, click on the Create New drop-down list and select File Folders
- Designs. Having clicked on Designs a popup window opens, select the type Design and enter the
appropriate name of the template structure that was mentioned above, for example
MCAD-START-CATIA. Click Save, the template structure has been created and can be loaded with CAD
files now.
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Adding Template Files to the Structure

A template file is a normal CAD file that is made available in a template structure in the PLM. When a
client uses the Create Object frame for object creation, the selected template file is downloaded to the
user's workspace, renamed and opened in the user's CAD. Due to this, template files can be created in
the same way as any other CAD file.

Loading templates to the PLM is done by adding a new Design object to the Structure tab of the
template structure. The object can be of any Design subclass. To do so, click on the Add button. In the
text field that opens click on the button Create to add, a popup window opens. In the window select a
Type and enter a Number. Click Add, the new Design object for a template file has now been created.
After that, select the Files tab of the newly created template file object and upload a CAD file (note that
the template file object is a Design object in the template structure, not the structure itself which is a
Design object itself). That CAD file becomes the template file. Having done this, select the Title Block tab
and enter at least the properties Design System and Filetype. All other properties can optionally be left
empty.

The Design System is the name of the CAD from which the template file was created, Filetype is the file
ending of the template file in uppercase (without a dot). Optionally the property Subtype can be filled
out to assign a subtype to the template file. Detailed instructions on how to use subtypes are given in
the chapter Subtypes of this documentation.

Save the changes that were made to that template object. As soon as this is done, the template
structure is operational and template creation is possible from the Create Object frame. The following
figures show an operational template structure for Solid Edge with several template files attached. Any
other template structure should look similar to the following:
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MCAD-START-ZOLIDEDGE
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Figure 17: Example template structure for Solid Edge
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MCAD-START-SOLIDEDGE  150_ASEEMBLY _SE_1 ASM
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Figure 18: Example of a Title Block of a template object
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Subtypes

A subtype is a CAD file type that extends, or in other words, specializes another CAD file type. Every
subtype file has the same file ending as its supertype and acts as a normal CAD file concerning the CAD
system. However, in the PLM a subtype behaves slightly different. Every subtype is defined by the string
that is entered in the Subtype property of a Design’s Title Block. If a Design should not be assigned to a
subtype, the property field can be left empty. Note: A valid subtype entry must consist of at least two
characters (spaces do not count as characters in this case). If only one character is entered in that
property field it is treated as if it was empty.

To create a new subtype, you only need to assign a string that was not already used by a Design object
in the template structure. It is not necessary to create a new Design object when creating a new
subtype, changing or deleting the subtype of an already existing Design is possible as well. To do so, you
only need to change or delete the entry of the field Subtype in the Design’s Title Block. Likewise, the
subtype of a Design object can be changed to an already existing subtype by simply changing the
Subtype property. It is possible to assign the same subtype to template objects of different file types as
well.

Every subtype that is used in the template structure gets its separate entry in the Filetype of Template
combo box in the Create Object frame. The entry is displayed the same way as the entry for the
supertype with the name of the subtype appended. If a subtype entry is selected, only the template files
that belong to the selected file type and the selected subtype are displayed in the Template File combo
box. However, if the entry for the supertype is selected, all template files of the selected file type are
displayed, no matter to which subtype they belong. (Note that the entry for a supertype in the Filetype
of Template combo box does only appear if there is at least one template file of the corresponding file
type that does not belong to a subtype.)

Subtypes enable the administrator to separate template files from each other according to certain

criteria. They may be used to provide templates of the same file type to the user in a structured way, for
example separated by projects, locations, names of clients and so on. In fact, every property that can be
expressed as a string could be used as a subtype making a finely graded template classification possible.

Structure Resolution

The Create functionality of MCAD does not perform any kind of structure resolution for the elements of
the template structure. Due to this, on template download, only the actual CAD file selected in the
Create dialog is downloaded and opened in the CAD system regardless of its structure. This also
accounts for Creo format files. Due to this, format files should be managed outside of the Agile and the
MCAD connector. For details, refer chapter Managing Format Files above.
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Possible Errors

This section gives a summary of the most common error messages that might occur during the usage of

the Create Object frame. Error messages are usually displayed in a popup window above the main

window causing that window not to respond to user interaction as long as the popup is open. There are

two types of error messages: Critical messages, which are caused by errors that do not allow a safe

continuation of program execution, and information messages are caused by improper configurations or

missing data. Such errors do not cause serious danger for program execution. However, in most cases

the user cannot continue the action that caused the message.

Table 36: Overview of common errors

Error Message

Explanation

“No templates found in database.
New objects cannot be created
until templates are created in the
database.”

An info message, telling the user that the template structure in the PLM is
empty or was not found. Due to this, no new objects can be created.

Possible solution: Make sure that the template section in Agile9 has
been properly created and contains files.

“The template download failed.
Check if network connection to
PLM is correctly established and
the PLM is responsive.”

A critical error, telling the user that the download of a template file failed.
This message usually appears after another error message.

Possible solution: In most cases this error message appears, when the
user's computer lost the network connection to the PLM or the PLM does
not respond any more.

A template object does not appear
in the Template File combo box
although it is part of the template
structure in PLM.

Not an error message, but damaged template objects in PLM are not
displayed in the Create Object frame, neither in the Filetype of Template
combo box nor in the Template File combo box.

Possible solution: Check if all properties of the template object’s Title
Block are properly set. Refer to the chapters Adding Template Files to the
Structure and Subtypes for details.

Template files that contain family
tables do not work

CAD files with family tables of any kind (called iAssemblies and iParts
(Inventor), Generics and Instances (Creo), Configurations
(SOLIDWORKS), Templates and Members (NX)) should not be used as
template files because references between or within these parts cannot
be resolved when downloading a template file using the Create function.
Due to this it is not guaranteed that the family tables work in the
downloaded template.

Possible solution: Do not use family tables in template files.
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Note: The error messages listed here are given in English language, error messages may appear in the
language of your localization, too.
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Mapping

Mapping Editor

This section provides a complete summary of the options that are available in the Mapping Editor. The
Mapping Editor is used to define mappings of CAD properties to PLM fields during save. It is used for
mapping of PLM values to CAD properties or the drawing title block as well.

P@ Mapping Editor
=N Jn IRt

] Tnital SEVEE‘ Update Save | [ CAD Properties | T|HeE|ock|

PLM Superclass PLM field CAX Name Attribute ID Property Type Parameter Format Format Parameter
Design Description DESCRIPTICON 6174 Attribute MY_MAME subString 0-50 -
Design MNumber MNUMBER 6173 Objectiame. Type Prefix CAD_

Objectiame

Figure 19: Mapping Editor

Using the Mapping Editor

The mapping is CAD-specific. For each CAD system, a separate mapping is created. The Mapping Editor is
launched using the blue button from the preferences dialog in the save preview. The button is only

visible if you have admin privileges in PLM.

Prefer
mhdbd

-r’E - I L
General DEf] Property Mapping EditDrl_E

Figure 20: Mapping Editor — Button in the preferences pane

The toolbar of the Mapping Editor has the following functionality.

@ Mapping Editor
o @ |G X

) Initial Save | Update Save | [P CAD Properties | 'I'|1:IeE|Inu::k|

Figure 21: Mapping Editor
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IH Save the mapping to disk. To use or test the new mapping, you have to exit the save preview
and launch the save preview again from CAD. The mapping definition is read on each start of a save,
update properties or Update Title block command.

Attention: The local save doesn’t make the mapping available to all users and is lost if you restart the
integration. To have a permanent mapping, store it to PLM as explained below.

&

mapping, you must exit the save preview and launch the save preview again from CAD. The mapping
definition is read on each start of a save, update properties or Update Title block command. All other
client machines must re-login using the “Disconnect Session” command to download the updated

mapping.

Save and attach the mapping into PLM and make it available to all users. To use or test the new

@ Cancel all changes to the mappings and reread the latest saved mapping.

L

Append a row into the current active mapping tab.

}f_: Remove a selected row in the current active mapping tab.

MCAD-MAPPING folders — How the mapping is handled

The system creates a design called MCAD-MAPPING-%CADSYSTEMS and attaches the mapping to that
Design. On the next login of any user with the same CAD system, the mapping is downloaded
automatically and used on the client machine.

Search Results for "MCAD-MAP"
Navigator More =
Object Type + Humber & Description
Design @ MCAD-MAPPING-MX « MCAD NX Mapping
Design & MCAD-MAPPING-PROE & MCAD PROE Mapping

Figure 22: Agile 9: Search Results for "MCAD-MAP"

92



MCAD Admin Guide 3.6.3

MCAD-MAPPING-PROE

De=ign * MCAD PROE Mapping

xml

-E‘] mapping.xml

Version: 1 - l @ CheckCut ] l ¢ Comment ] l Actions = J
Title Block | Files ® | Structure | Routing Sip | Relationships = Where Used . History
Files
- [ Get ] [ View ] [ Redline ] | Print ] [ Get Shortcut J [ More ~ J
4 File Hame File Category File Description File Type File Size
5174

Figure 23: Agile 9: MCAD-Mapping-PROE
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Mapping CAD properties to PLM fields

The first two tabs define the mappings of CAD properties to PLM fields. For CAD objects that are not
known in PLM, the mapping in the Initial Save tab is used. The Update Save tab is used for CAD objects
that already have an assigned Agile object, except for the MCAD connector for Creo Parametric: In this
integration, the Update Save tab is also executed for objects that are not yet known to PLM. Both
sections are configured the same way but may contain different settings. For instance, on initial save the
predefinition of the Design number or the assigned Item number is important. On update save there is
only the need to map attributes like dimensions or descriptions.

The first column switches the target Agile superclass, which can be Design or Item.

ﬁ Initial Save | |:

PLM Superc.. |
Design [
Design P
Item ¥

Figure 24: Initial Save Options

Depending on the selection in the PLM superclass column, the available PLM fields are filtered from the
current class configuration. Only visible and editable fields in PLM are available.

PLM Superc.. PLM field
Design Description
Design Murmnber
Item |PrDE|LIEt Line(s) ¥ I
Mumber -
Drawing Size

Effectivity Date

[Target Cost LM
CAD Model

Standard Cost (ERF)

Textls

Published From -

Figure 25: Available Agile 9 PLM field for Item

After selecting the target field, additional information for this field displays in the CAX Name and the
Attribute ID column. Both are read-only.
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5 Initial Save | Update Save | (P CAD Properties | =0 'I'|1:IeElIod<.|

PLM Superc.. PLM field CAX Name Attribute ID
Design Description DESCRIPTIOM |[6174
Design Mumber MUMBER. 6173

Figure 26: Initial Save Mapping for Item

In the Property Type column, you can select from CAD internal integration parameters and from CAD
properties. If you set the value to Attribute, you must specify a CAD property name in the Parameter
column.

Property Type Parameter
Attribute MY_MAME
ObjectMame. Type

[Objectiiame ¥
ObjectMame. Type -
CreatingSystem
ModelStamp
ModelFamilyType
ModelFamily
ModelLinkType
ModelLinks
Attribute -

Figure 27: Browsing for available CAD Properties

Note: A parameter with this name is searched in the configuration specific properties first. If there is no
configuration specific property with this name, the standard or custom properties of the part are
scanned.

The available property types are CAD dependent and listed in the table below.

Table 37: Available Default CAD Properties

Property Type Purpose
ModelFullName File name including path
ModelName File name without path
ModelExtension File extension
ModelType File type, equal to the CAD file extension in most CAD systems
ModelPath File path location
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ModelNameOrConfiguration File name or configuration name
ModelNameAndConfiguration File name plus configuration name

ObjectName File name without path and extension
ObjectName.Type File name without path

CreatingSystem CAD version the file is created with

Attribute Retrieve the CAD Property defined in the Parameter column
String Set the string defined in the Parameter column
Code Execute the CAD callback code defined in the Parameter column
$USER Set the current login username as value
$USERID Set the current login user ID as value
Configuration Configuration name

ModelConfigurationNames Contained configuration names

ModelStamp Internal timestamp of the file

ModelFamilyType Part family type or configuration type
ModelFamily Part family or configuration master or generic
ModelLinkType Linked references type

ModelLinks Linked source file

SimplifiedRep Simplified representation identifier (Creo)
DrawingModel Model assigned to the drawing (Creo)
DrawingModelName Model name assigned to the drawing (Creo)
DrawingModelType Model extension assigned to the drawing (Creo)
HelperPartldent Helper part property

Additionally, you can now specify a format as described in the chapter Formatting values during
mapping. Save the mapping as needed locally, and into PLM if you want all engineers to use it.
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Mapping PLM values to CAD Properties

The mapping of PLM values back into CAD properties is defined in two sections. The CAD tab defines the
mappings to CAD properties. Some CAD systems support special logic for drawing title blocks, especially
if the displayed texts in the drawing cannot be linked to CAD properties. For this use case the second
Title Block tab is used by some CAD tools.

@- Mapping Editor [ = | El ﬂ_hj

@ |l X

| 15 mitial save | [£5) Update Save| (3 CAD Properties | (@] TitieBlock

Property Name PLM Superclass PLM field CAX Name Format Format Parameter l
PLM_DESIGM_ID Design Mumber MUMBER. Mone -
PLM_DESCR Design Description DESCRIPTION Mone

Figure 28: Mapping PLM Values to CAD Properties: CAD Properties Tab

The first column contains the name of the target CAD property. In the CAD tab this is the name of the
CAD part attribute, CAD property or configuration-specific property.

Attention: Some CAD Tools use predefined placeholders for some internal CAD property names like
listed in the table below.

Table 38: Internal CAD Property Names and their purpose

CAD Tool Property Name Purpose
CATIA VS PartNumber Internal Part ID
CATIA V5 Nomenclature Internal Part Description
CATIA V5 Definition Internal Definition field
CATIA V5 Description Internal Description field
CATIA VS DescriptionReference Internal Reference field
CATIA VS Revision Internal Revision ID
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In the second column you define the PLM superclass, from which the value should be sent to CAD. You
can map values from the Item and the Design object. Once you have selected the desired super class
you can choose from the list of available attributes of this class.

@ Mapping Editor

m@ﬂ

W@ X

Iﬁ Initial Save | Update Savel J CAD Properties TlﬁeBIodcl

Property Hame
PLM_DESIGN_ID
PLM_DESCR

El

PLM Superclass
Design
Design

PLM field
Number
Description

%

Drawing Size

CAX Name Format
MUMBER. Mone
DESCRIFTION Mone

Format Parameter

-

-

—Eﬁ:ectivity Date

Mumnber |3
d

ITarget Cost

CAD Model
Standard Cost (ERF]
[Textls

Published From [ =

E E ——

Figure 29: Mapping Editor: CAD Properties: PLM Field: Combobox

The CAX Name column is now set with the default symbolic name or the attribute ID if no such symbolic
name exists. Note that the CAX Name column is editable to support editing complex legacy logic for data

extraction in drawing title blocks.

Additionally, you can now specify a format as described in the chapter Formatting values during
mapping. Save the mapping, as needed, locally and into PLM if you want all engineers to be using it.

Formatting values during mapping

The Format and Format Parameter columns provide basic formatting options for values mapped

between CAD and PLM and vice versa.

Property Type
Attribute
ObjectMame. Type
ObjectMame

Parameter
MY_MAME

Format
subString
Prefix

|toU|:||:|erCase

Mone

toLowerCase

Format Parameter

0-50

CAD,

Figure 30: Format Parameter during the mapping
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Valid format options are listed in the table below. The date formats work only if the value to be
formatted is given in an integer value.

Table 39: Format Parameter during the mapping: Description

Format Purpose

None No formatting action is executed

toLowerCase Convert the value to lower case characters

toUpperCase Convert the value to uppercase characters

subString Cut a substring from the value with the start and end index defined in the
Format Parameter column. Valid values are for example 0-end, 3-end,
0-50.

Prefix Append the prefix defined in the Format Parameter column in front of the
value

Suffix Append the suffix defined in the Format Parameter column at the end of
the value

Code Execute the CAD callback code defined in the Format Parameter column

to format the value

DateFormat DD.MM.YYYY Format the Date like 15.12.2010 23:30:00
HH:MI:SS

DateFormat DD.MM.YYYY Format the Date like 15.12.2010
DateFormat DD.MM.YY Format the Date like 15.12.10
DateFormat DD-MM-YY Format the Date like 15-12-10
DateFormat MM/DD/YY Format the Date like 12/15/10
DateFormat DD-MMM-YY Format the Date like 15-Dec-2010

Note: Where updates in the CAD connector are written into both CAD and Agile, we recommend
mapping attributes in the Initial Save, Update Save and CAD Properties. If the names of the attributes
are changed in Agile, you must manually recreate the mappings in the Mapping editor.
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Mapping SOLIDWORKS Summary Information Properties

The MCAD connector does not support mapping properties from the Summary tab of the Summary
Information dialog in SOLIDWORKS to Agile. Those properties include Author, Keywords, Comments, Title
and Subject. Mapping properties listed in the Custom and Configuration Specific tabs works.

Surmmmary Infarmation — O x

summary  Custom  Configuration Specific

Author | |

kKeyweards: | |

Camments:

Title: | |

Subject: | |

Statistics

Created: Dienstag, 12, Marz 2019 15:07:50

Last Saved: Dienstag, 12, MéErz 2019 13:07:50
Last Saved Bw: Cax

Last Sawed With:  SOLIDWORES 2019

Figure 31: Summary tab of the Summary Information dialog
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Mapping the Sub-Class for New Objects to PLM (TARGET_CLASS
Attributes)

When creating objects in Agile, the class assignment of an object is usually taken from the
corresponding pre-set value in the Preferences dialogue. However, there is also a way to define the class
assignment of an object through mapping: The TARGET_CLASS attributes listed in the PLM field columns
of the Mapping Editor control the sub-class that is used when creating an object through the MCAD
connector. An example is given below.

&) Mapping Editar - O *
o @G X

5 Initial Save Update Save [ CAD Properties & TitleBlock

PLM Superc... PLM field CAX Mame Attribute ID Property Type Parameter Format Format Par... |5

Design TARGET_CLASS TARGET_CLASS TARGET_CLASS Attribute Dac Mone -

TARGET_CLASS TARGET_CLASS TARGET_CLASS Attribute ( Maone

Figure 32: Example usage of the TARGET_CLASS attributes for Design and Item objects

The TARGET_CLASS attributes should only be used during object creation, means in the Initial Save tab
of the Mapping Editor.

Mapping Empty Values to and from PLM Fields

Since version 3.6.1, the MCAD connector allows mapping empty values to and from PLM attributes.
Every attribute that should be allowed to contain empty values needs to be added to one of the
following whitelists in CaxConfig.xml:

For objects of the File Folders base-class or any sub-class thereof:
FF_WHITE_SPACE_LIST

For objects of the /tems base-class or any sub-class thereof:
ITEM_WHITE_SPACE_LIST

For objects of the Changes base-class or any sub-class thereof:

CHANGE_WHITE_SPACE_LIST
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Each of the whitelists represents an XML Structure object containing a list of Fields. The value 1 assigned
to a Field’s Value indicates that empty values are allowed for the corresponding PLM attribute. The
value 0 means that empty values are not allowed. If an attribute is not listed in the white list, the MCAD
connector implicitly assumes that empty values are not allowed as well.

The Name tag of the XML Field must contain the Base ID of the PLM attribute in question.

Example:

<Structure>
<Name>FF_WHITE_ SPACE_LIST</Name>
<FieldCollection>
<Field><Name>6174</Name><Value>1</Value></Field> <!-- empty values allowed -->
<Field><Name>1303</Name><Value>0</Value></Field> <!-- empty values not allowed -->
</FieldCollection>
</Structure>

Mapping Values on Save As

In MCAD release 3.5.0.0, the functionality for customizing attribute assignments in the MCAD connector
has been removed from the product (Preferences dialog, sub-class tabs). This was done to prevent
incompatibilities to the default MCAD data model which could be introduced by improper
configurations. However, the attribute customization also allowed customers to extend the data model
of MCAD to their needs, e. g. by configuring an attribute to which MCAD would write the source object
of a save as process. Since MCAD 3.5.0.0, this functionality was not available any longer.

To restore the previously available functionality regarding the save as source object, a new mapping
functionality was introduced to the MCAD connector. This mapping functionality allows users to define
attributes to which the source objects of a save as process should be written during the execution of
that process. The actual mapping definition is done in CaxConfig.xml using an option structure with the
following XML syntax:
<Structure>
<Name>CAX NAMES BY ID</Name>
<FieldCollection>
<Field><Name>ObjectType.AttributeID</Name><Value>CAX COPY FROM</Value></Field>
<Field><Name>ObjectType.AttributeID</Name><Value>CAX COPY FROM</Value></Field>

</FieldCollection>
</Structure>

ObjectType is the type of object to which the value should be written. This can be FF (FileFolder or
Design) or Ttem (any kind of Item). AttributeID is the attribute ID of the target PLM attribute. The
actual function value CAX_COPY_FROM defines the source object of an MCAD save as process. For
Design objects this is the Design number, for Iltems the Item number.
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Example configuration:

<Structure>
<Name>CAX NAMES BY ID</Name>
<FieldCollection>
<Field><Name>FF.2471842</Name><Value>CAX COPY FROM</Value></Field>
<Field><Name>Item.1301</Name><Value>CAX COPY FROM</Value></Field>
</FieldCollection>
</Structure>
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Language and Localization Administration

This section provides information about how to setup the GUI languages for the integration. Languages
are set up on three different components. The CAD connector, EC Web Components, and the PLM user
language. All are independent from each other.

PLM User and Data Language

The preferred user language controlled the data values which are displayed in EC dialogs and transferred
between CAD and PLM. The setup is done in the user preferences settings in PLM.

EC Web Components

The EC Web Component dialogs are localized. The desired language on runtime is defined using a switch
in (components)\com\acx.bat. Valid values are EN, FR, DE.

start /b javaw.exe $JAVA HEAP SIZE% -Dcom.xplm.agile.Language=EN -Djava...

Use the disconnect session command or restart the CAD Tool after changing the setting.
CAD Connector Components

Due to different techniques for integration in CAD tools, the Add-in in CAD (CAD menus and icons) must
be configured CAD-specific.

Table 40: CAD Connector Components

CAD Tool How to configure Add-in Language

SOLIDWORKS The CAD Add-in language is configured in

components\xmI\XPImConnector.xml in this setting:
<Language>EN</Language>. Valid values are EN, FR, DE, CN.

Solid Edge The CAD Add-in language is configured in
components/xml/XPImConnector.xml in this setting:
<Language>EN</Language>. Valid values are EN, FR, DE, CN.

Creo Parametric The CAD Add-in language is configured in xACP.cfg with the

AcpLang=English setting. Valid values are English, French,

German, Chinese cn.
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CATIA V5 The CATIA CAD system language controls the language of EC menus
and toolbars

CAD Thumbnail Support

Inside the Web Components thumbnails are extracted from the CAD native file. The CAD system stores
thumbnail views into CAD binary data that are extracted using the same routines as the Windows
Explorer is using. The minimum requirement is a Windows 7 or higher system. On Windows XP
thumbnails are not supported.

EC does not generate the thumbnail content. The dialogs extract the thumbnail from the CAD file. The
thumbnail content is provided by the CAD vendors. Please refer to the documentation of your CAD tool
how to enable thumbnail generation in the CAD files. Some CAD tools like Creo need additional viewing
components installed or enabled (Solidworks settings) on the local CAD client machine to provide this
feature. The connector extracts the same thumbnail visible in the thumbnail view of Windows Explorer.

@ Agile Workspace I — — A — o [ B [
Workspace | cap
2| br &
File Name Thumbnail | Type | File Name T2  Number Description Component Rev  Ver lo.. CheckoutUs.. Ehe
(-} Werkspaces Q SLDPRT | Fuehrungsbuchse mit Flan.., | &% | DESIGND2362.SLOPRT Intro... |1 1
Default
Inventor ~ SLDPRT | Kugelkasfig D38 7660.sidprt | & | DESIGNO2358.SLOPRT Intro... |1 1
~ | obsalete
“ s proe \/ SLDPRT | Kundenteil_neu.SLDPRT 4t | DESIGND2044.5LDPRT -2 2 2
@) | SLPRT | Block_oben SLOPRT 1 | DESIGND2360.SLDPRT It [1 |1
\ SLDPRT | Fuehrungssaeule D38 650... | & | DESIGN02351.5LDPRT tre.. (1 |1
& SLDASM | Test-Werk LDASM &t | DESIGND2353.5LDASM Intro.. (1 |1
T SLDD... | Stempelseite, SLODRW 1 | DESIGND2365.SLODRW ntra.. (1|1
fl
Ll “, | SUDPRT | Band neu SLDPRT &t | DESIGND2043.5LOPRT -2 2 |2
Q SLDPRT | Fuehrungsbuchse D38 78... | 1 | DESIGNO2040.SLDPRT -2 2|2
€ |5DASM | Matritzenscite. SLDASM | DESIGNDZ2045.5LDASM -2 2 |2
i r SLDPRT | Zyinderschraube ME mit1... | & | DESIGNO2359,SLDPRT Intro.. (1|1
Ll
I n Stempelseite, SLDASM 11 DESIGND2354.SLDASM
"%, | siDASM | Streifen.sDASM &t | DESIGND2033 SLDASM -2 2 |2
fl
€y | SLDPRT | Block_unten.SLOPRT &t | DESIGND2036.5L0PRT -2 2 |2
SLDPRT | TellL.SLOPRT 1 | DESIGND2075.SLDPRT E1l w |
Current Workspace: sowo r 0 v
7@ sbehttp://aqies32:7001 (3.2.0.0.130705 PLM 9.3.2 Buid 80)
L = =

Figure 33: Agile Workspace

The thumbnails are held locally only and are shown inside the Workspace Manager in small icons. A
bigger flyout is shown on the small icon, on a node in the browser views or on the filename column in
the table view.
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Transfer CAD thumbnails to PLM

The thumbnail transfer is controlled by the UploadThumbnails option setting in CAXConfig.xml. If set to
fileserver, CAD thumbnails are transferred to PLM by uploading them to the file vault. A preview.png file
is visible in the Files tab of the CAD Design object in this case. If set to ecs, an API function is used to
store the thumbnails in the PLM database to prevent file transfer overhead. This is the default value. If
set to false, the thumbnail transfer to PLM is switched off.

AutoVue configuration for CAD thumbnails

To show the CAD thumbnail in the Web Client you should disable the generation of thumbnails in
AutoVue for the CAD native file formats and enable the png file rendering in AutoVue only. Otherwise
the AutoVue generated thumbnails can overwrite the CAD thumbnail. Since the CAD assembly is not
loaded for thumbnail generation this reduces the load on the AutoVue server and database.

Thumbnails in the Load Preview

The thumbnails in the load preview use the PLM thumbnails if available and download the file from the
vault on demand (on a show flyout request). If local files and thumbnails are available on the local disk
already, then the thumbnail file is not downloaded from PLM and the local representation is used.

Troubleshooting

Certain versions of SOLIDWORKS showed problems regarding thumbnail generation and display. Should
generic file type icons be displayed instead of actual thumbnails, we recommend to update to the latest
SOLIDWORKS service pack. For SOLIDWORKS 2015 we recommend SP 4.0.

Legacy Workspaces

Workspace folders created with MCAD 3.3 or earlier versions are not supported by MCAD 3.4 or later,
due to the file caching mechanism being changed in MCAD 3.4 (individual .clb files instead of the
workspace-specific cache.xml file). Workspaces created from MCAD 3.3 (or earlier) thus need to be
checked in before migrating to MCAD 3.4 (or later) and checked out again after the migration.

Toolbox and Library Parts (ACW and ACE Only)

Since release 3.6, the MCAD connector for SOLIDWORKS supports the Design Library Toolbox and since
release 3.6.2 the Solid Edge connector also supports it. CAD engineers can now use toolbox parts in
SOLIDWORKS and Solid Edge transparently.
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Configuring the Standard Parts Directory

For using the toolbox/library parts feature, the MCAD connector needs to be configured for the
directory where the toolbox/library parts are stored:

For SolidWorks:

XPImSolidWorksConnector.xml, "SolidWorksStandardPartDir" option setting,
recommended default value: C:\SolidWorks Data

For Solid Edge:

XPImSolidEdgeConnector.xml, "SolidEdgeStandardPartDir" option setting,
recommended default value: C:\Program Files\Solid Edge XY

Note: XY is the version of Solid Edge in this case, e. g. ST 10.

The recommended default values given above provide the directories where the CAD systems in
question usually store their toolbox/library parts. Using these directories would be preferable when
intending to use the default toolbox and library parts supplied with the CAD systems. However, the
MCAD connector can support any other directory, thus the configuration can be adapted to support
toolbox and library part directories in any other place on the file system if the CAD system supports it.

Saving

Toolbox/library parts are saved to Design objects in Agile (as usual). The Design.PageTwo.Name Format
attribute shows "TOOLBOX" for these objects.

Loading

Toolbox/library parts are loaded the same way as any other CAD object. They appear in the active MCAD
workspace and have .clb files assigned to them. Toolbox parts loaded to the active CAD workspace do
not cause any conflicts related to a separate toolbox parts directory outside of the workspace that might
exist, since both CAD files (the toolbox part file in the local MCAD workspace and the toolbox part file in
the standard parts directory) link to the same Design object in Agile.

Release 3.6.2.1 provides additional enhancements for the Solid Edge connector, which is not available
for SOLIDWORKS: Using the SolidEdge LoadStandardPartsFromPLM option setting it is now
possible to define, whether toolbox/library parts should be downloaded from Agile, or not. The default
value for the SolidEdge LoadStandardPartsFromPLMis 1. If this value is selected, the MCAD
connector downloads the toolbox/library parts to the local workspace directory. In case that a
toolbox/library part is already available in the standard parts directory of the CAD system, this may
cause an unwanted popup message to appear in case that users add another instance of the
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toolbox/library in question to a CAD model. Changing the

SolidEdge LoadStandardPartsFromPLM to value O changes the behavior: If a toolbox/library
part already exists within the standard parts directory of the CAD system, the MCAD connector does not
download it from Agile. Instead, CAD models reference the toolbox/library part in question directly from
the standard parts directory in this case.

Renaming

Toolbox parts never get renamed by the MCAD connector. The corresponding Renaming on Save and
when Renaming on Load functions have no effect for toolbox and library parts.

Viewables

Viewables are not created for toolbox/library parts. Regardless of the viewable related option settings
selected in the Preferences dialog.

Files Without Collaboration Files (.clb Files)

When saving library/toolbox parts to Agile, the MCAD connector queries the PLM system for the file
name of the toolbox part. If the query returns a result, the MCAD connector re-assigns the
corresponding Design object to the toolbox part in question. This way, toolbox/library parts that had
been saved to Agile before can be linked to their Design objects even without having a .clb file assigned.

This functionality also allows several users that utilize the same set of library/toolbox parts (but not on a
shared location, like a network drive) to work with toolbox parts without having to worry about conflicts
regarding the concurrent usage of those files.

Save As

Once saved to Agile and thus PLM-known, toolbox/library parts are not affected by the MCAD
connector's Save As function. This means, that no new Design number is assigned to them in case that
they are selected and the Save As button is clicked.

Error Message “Error adding rows to Structure table: String value
exceeds the maximum length of 50 characters”

The MCAD connector writes the description of a toolbox part to PLM attribute 2000008380. The
maximum length of this attribute is fixed to 50 characters in the database of Agile PLM and it is not
possible to easily expand it.

If the description of a toolbox part is longer than 50 characters, the “Error adding rows to Structure
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table: String value exceeds the maximum length of 50 characters” error message appears when
attempting to save the toolbox part to Agile.

As a workaround, it is possible to configure the MCAD connector to truncate attributes to the maximum
allowed PLM attribute length: Open CaxConfig.xml, add the following option to the
ConnectionProperties Structure:

<Field><Name>checkMaxLength</Name><Value>true</Value></Field>

Strict CAD Modification Workflow (ACE, ACP and
ACW only)

Since release 3.6, the MCAD connectors for Creo Parametric, SOLIDWORKS and Solid Edge support a
strict CAD modification workflow based on Agile checkout status. If enabled, users are restricted from
modifying PLM -known CAD objects unless they have reserved/checked out the CAD objects in Agile.

Option Settings

The strict CAD modification workflow feature in SolidWorks and SolidEdge is controlled by several
options settings that are explained in detail in the following table.

Table 41: Overview on the option settings in SolidWorks and SolidEdge

Option Setting Function

%CAD%_ReserveBeforeModify_EnableUseCase Global switch to activate or deactivate the

strict CAD modification workflow feature.

Possible values: 0 (deactivated) and 1
(activated)

%CAD%_ReserveBeforeModify_ NotifyUser Enables or disables popup dialogs related to
the strict CAD modification workflow
feature. The actual dialog displayed also
depends on the
%CAD%_ReserveBeforeModify_AutoReserve
option setting.

Possible values: 0 (deactivated) and 1
(activated)
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%CAD%_ReserveBeforeModify AutoReserve Enables or disables automatic check out

attempts related to the strict CAD
modification workflow feature.

Possible values: 0 (deactivated) and 1
(activated)

%CAD% is the place holder for the CAD system, SolidWorks or SolidEdge in this case.

Depending on the values of the option settings given in Table 41, the behaviour of the feature changes
according to the following table.

Table 42: Valid option values and combinations and resulting behavior

Option setting Behavior
A B c D
%CAD%_ReserveBeforeModify_EnableUseCase 1 1 1 1 0
%CAD%_ReserveBeforeModify_ NotifyUser 1 0 1 0 Oor1l
%CAD%_ReserveBeforeModify_AutoReserve 1 1 0 0 Oor1l

Behaviour A: The MCAD connector displays popup dialog for all file(s) that are not checked out. In the
popup dialog, users can opt to check out the file(s) in question. This removes the read-only flag.

Behaviour B: The MCAD connector implicitly tries to check out the file(s) in question. If successful, the
read-only flag is removed.

Behaviour C: The MCAD connector checks if the file(s) in question are checked out by the user. If so, the
read only flag is removed, if not, an information popup is displayed.

Behaviour D: The strict CAD modification workflow feature is deactivated.
Activating the Feature

The strict CAD modification workflow feature is deactivated per default. It can be activated by changing
the option settings as follows:

For Creo Parametric

In AcpCustomer9.ini (under ...\OraclePLM\acp\ini), under the [Initialize] section, add the following
settings:
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AcpMenuAddCheckOutStatus = 1

AcpNotifySave =1

For SOLIDWORKS

In XPImSolidWorksA9Connector.xml (under ...\XPLM Solution GmbH\OraclePLM\xml), modify below
settings as given:

SolidWorks_ReserveBeforeModify_EnableUseCase =1
SolidWorks_ReserveBeforeModify NotifyUser =0 or 1 (*)
SolidWorks_ReserveBeforeModify AutoReserve =0 or 1 (*)

In XPImSolidWorksConnector.xml (under ..\XPLM Solution GmbH\OraclePLM\xml), modify below
settings as follows:

SolidWorksEvent_PartModifyNotify = true
SolidWorksEvent_AssemblyModifyNotify = true
SolidWorksEvent_DrawingModifyNotify = true

* For details on which setting combination is valid and what the resulting behavior is, refer to Table 42.
For Solid Edge

In XPImSolidEdgeA9Connector.xml (under ...\XPLM Solution GmbH\OraclePLM\xml), modify below
settings as follows:

SolidEdge_ReserveBeforeModify_EnableUseCase = 1
SolidEdge_ReserveBeforeModify _NotifyUser = 0 or 1 (*)
SolidEdge_ReserveBeforeModify AutoReserve =0 or 1 (*)

In XPImSolidEdgeConnector.xml (under ...\XPLM Solution GmbH\OraclePLM\xml), modify below setting
as follows:

SolidEdgeEvent_AfterActiveDocumentChange = true
* For details on which setting combination is valid and what the resulting behavior is, refer to Table 42.

Note: You must also set the Read Only Flag in the Preference Dialog under Load options for this
workflow to be activated for the Solid Edge connector.
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Changes to the CAD Workflow

If activated, the strict CAD modification workflow feature introduces several changes to how users work
with the MCAD connector. The feature models the check-out status of an object in Agile to the
corresponding CAD object in the CAD system and prevents users from making or saving modifications to
non-checked out objects. To prevent this, the MCAD connector activates the CAD system’s read-only
mode implicitly whenever users open or load an Agile managed CAD object that is not checked out for
them.

Due to some differences in the implementation of the read-only modes for different CAD systems, the
actual behaviour of the CAD system may be different:

SOLIDWORKS: Whenever users attempt to use a feature that would modify the CAD data, the following
popup dialog is displayed. The dialog allows users to directly attempt to check out the object in
question.

File not checked out I_

MAgileEChwwspacestPartl SLDPRTY.
Do youwant to check out 'POO0T3ELDPRT now?

0 gDUDH.SLDPF{T' is not checked out faryou (file

Figure 34: Popup dialog of the ACW integration for non-checked out objects.

Solid Edge: When opening a CAD object that is not checked out or attempting to make the object active
(happens when switching to that object’s tab in Solid Edge or when loading the object from disk), the
following popup dialog is displayed. The dialog allows users to directly attempt to check out the object
in question. Note that Solid Edge does not allow users to use the “Save” buttons for read-only CAD
objects.
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File not checked out E

"BADDOO00.A5R is not checked out for you ifile
"ChAgileEChvwespaceshbssernblyl AR,
Do wouwant to check out 'MMOD0000TASM' now?

s Mo

Figure 35: Popup dialog of the ACE integration for non-checked out objects.

Creo Parametric: Whenever users attempt to use a feature that would modify the CAD data that is not
checked out in Agile e.g., locally save a modified file, the following Checkout Status dialog is displayed.
The dialog gives users three operational options: Ignore, Check Out or Don’t Ask.

& Warning: Please resolve the following conflicts — O X

You don't have sufficient privileges to modify some selected Designs!
Try checkout to get access to the objects!

CAD File Design Number Ver File Status Error Message Operation e=]
MOD38798.PRT ¥ o Check Out in order to get access! Ignore
MOD33500.PRT MOD35800,PRT i #t Check Qut in order to get access! Check Out
MOD33793.PRT MOD33799.PRT 1 Foi g Check Out in order to get access! Don't Ask

-
b continue . @) cancel

Figure 36: Popup dialog of the ACP integration for non-checked out objects.

Required Server Configuration for Using MCAD
Connectors

This section provides a complete summary of configuration options required for the MCAD connector.
Once the basic installation has been done following the instructions in the Installation Guide, you can
refer here for details of all required settings.

The MCAD connector requires an essential minimum set of fields enabled to work properly. Make sure
all the fields listed in the following chapters are visible and enabled on your Agile server and all PLM
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users that should work with the connector. You may need to enable additional fields according to the
desired property mapping.

Note that in most cases, the attribute name is predefined, although it may be disabled by default. Make
sure these are all enabled. Attributes where the name is not predefined are mentioned below. Make
sure the User Roles and Modify Privileges are setup for the login user to discover, modify and read all
the fields in the following tables. Agile may not explicitly support Modify privileges for all the attributes
given in the following chapters. For such attributers, Read and Discovery privileges are sufficient.

Large text attributes are currently not supported.
Activating Thumbnails

The MCAD connectors support the thumbnail functionality of Agile PLM. Therefore, activate the
following server-side option settings:

e Navigate to Admin = Server Settings = Preferences = General Information.

e Enable the option settings “Thumbnail Display” and “Thumbnail and Streaming File
Pre-Generation”.

Designs — Page Two

Make sure the following fields are enabled:
e local Flag (ID: 1301)
e Part Number (ID: 1302)
e Model Type (ID: 1332)
e Model Reference (ID: 1333)
e Link Type (ID: 1334)
e Link Reference (ID: 1335)
e Design System (ID: 2007)
e Design System Identifier (ID: 2008)
e Filetype (ID: 2009)
e Subtype (ID: 2010)
e Family (ID: 2011)
e Variant (ID: 2012)
e Drawing Name (ID: 2013)
e Frame ID (ID: 2014)
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e Name Format (ID: 2015)
e Project Name (ID: 2016)
e CAD Filename (ID: 2017)
e File Path (ID: 2019)

. subclass Tabs:Design

Design  [Fage Two h
Genersl Information | Attribute=:Page Two I

:E!j i | =S | ﬁ | Filter by Tvpe

g . . 1501

Part Mumber textlz Texk mmm G0 | PAGE_TWOL,TERTLZ
TOM Yersion bexkl? Texk es s e fB0ED e 24|00 | PAGE_TWIOLTERTLT 1307 Mo
TOM Revision bexk1s Texk fes s e fB0E0 e |25 |00 | |PAGE _TWIOLTERT LS 1308 Mo
Cld File Path multiText31  MulbT... |Yes 4 1900 |L L MULTITEXT3 1331 Mo
Model Type multiText32  MuIbT... |Yes ol e e e 200000 | MULTITERT 32 1332 Mo
Model Reference mulkiText33  [MulkiT,.. [ves vl el o on e 280000 | MLTITER T3S 1333 |MNo
Link Type muliText34  [MulkiT... |Yes 4 w22)e 0 [0 MULTITERTS4 15334 Mo
Link Reference multiText3S  MuIbT... |Yes 4 L2300 | MULTITEXTSS 1335 Mo
Create User createllser  |Lisk Yes vl e[ WAL D | |PAGE_TWOLCREATE_UIS, ., (1420 |M/A
Design System ekl Texk fes L2050 e 4 (@ | PARGE_TWOLTEXTOL 2007 Mo
Design Sywsterm Identi. .. bek0z Texk Yes LE0E0 | (D PAGE_TWO, TEXTOZ 2008 Mo
Filetype bexk03 Text es A I N =1L 8 [0 [ |PAGE_TWO,TEXTO3 2009 Mo
Subkype texk0d Texk fes vol o L fB0EE e |9 1|00 e |PAGE _TWOLTERTOS Z010 Mo
Family texk0S Texk ‘fes vo o L fB00EE e 10000 | |PAGE _TWOL TERTOS z011 Mo
‘ariank texk0s Texk fes Lo e fB0E0 e 1|0 | PAGE _TWO, TERTOG 2012 Mo
Drawing Marne bexck07 Texk Yes LLE0E0 2] (D [ PAGE_TWO, TEXTOT? 2013 Mo
Frame ID bexk05 Texk fes Lo LeafB0E0 e 13|00 | PAGE _TWIOL TEXTOS 2014 Mo
MNarme Format bek09 Texk Yes L E0E0 1[0 PAGE_TWO, TEXTOS 2015 Mo
Project Mame text10 Text es Lo e fB0ED e 180 | PAGE _TWIOLTERTLO 2016 Mo
CAD Filename muliTextl0 [MulkiT,.. [Yes ol Lo a5 1|00 MULTITERT LD 2017 Mo
Cal Old Filename multiTesxt20 MuIkT... |Yes ol Lo a6 1|00 MULTITESRTZO Z015 Mo
File Path multiText30  MuIbT... |Yes ol e e 18|00 | MULTITEST S0 2019 Mo
Do avar By lisk0L List es vl e e MEA L2 D | PAGE_TWIOLLISTOL 2020 Mo
Checked By list0z2 List fes vl e WAL 3D | PAGE _TWIOLLISTOR 2021 Mo
MNokes nokes MUIET. .. Mo TS PR R P O O A0 1L INOTES IDB? Mo
4

Figure 37: Agile 9: Admin Client: Subclass Tabs: Design: Attributes: Page Two

Designs — Files

Make sure the following fields are enabled:

e File Category (ID: 2000008509) with a list of available values containing the Source and Viewable
values.
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Designs — Structure

Make sure the following fields are enabled:
e Quantity (ID: 2000008325)
e Component Type (ID: 2000008330)
e Model Name (ID: 2000008376)
e Identifier (ID: 2000008377)
e Component (ID: 2000008378)
e Reference (ID: 2000008379)

e Configuration (ID: 2000008380)

General Information | Attributes:structure [
o | El ‘ Filter by Type I.ﬂ.ll vI

Attachments attachments (Image  |Yes

Required|Awvaila

[
B

o - -
Linked linkzd Image |ves Lo o |MPA T Mo
Checked Out checkedout |Image  |ves ] o |MPA 2000003323 |M/A Mo
Thumbnail thumbnail — [Mulkilist [ves |4 S 2000003556 |h/A Mo

| BTTACHWMENT SIUBCLASS (2000005319 /A Mo
... |FOLDER_STRCTURE.M. .. (2000005320 /A Mo
oo |BTTACHWMENT .CESCRIF.,, (2000008321  [M/A Mo
... |WERSION, LIFECYCLEPH, .. [2000008322 [M/A Mo
2 |WERSIOM WERSIOM_MUM (2000005323 MN/A Mo
FOLDER_STRUCTURE.FL... 2000005324 |MfA Mo
2 |FOLDER_STRUCTURE.SD... (2000005325  [M/A Mo
.+ [wersion, label 2000003329 |hfA Mo
... |attachment, component_, .. (2000008330 /A Mo
... |FOLDER_STRICTURE.FIl. .. (2000008376 /A Mo
.. [FOLDER,_STRUCTURE.I... 2000003377 M4 Mo

Design Type designType  |List Yes
Mumber number Text Yes
Description description  |MuliiT... [ves
Life Cycle Phase lifeCyclePh. . |List =
Version VEFSion Mumeric |Yes
Find Mum Findium Mumeric [Yes [0
Cuantity quantkity Murneric |Yes PP | PR PG Y RS OO O
Label label Text Yes R S OO =] Y O
Component Type companen... |List Yes
Model Mame modellame  [MulkiT... |Yes

(%]

Identifier identifier Text Yes .

Campaonent component  |Text Yes ... |FOLDER_STRCTURE.C... (20000083758  [M/A Mo
Reference reference  |Text = ... |FOLDER_STRCTURE.R... (2000008379 /A Mo
Configuration configuration | Text Yes ... |FOLDER_STRCTURE.C... (2000005350  |M/A Mo
Revisian revision Texk Yes oo |[WERSION. REVISION 2000009479 [hfA Mo
Revision Date revisionDate Date Yes . |WERSION,YER._DATE 2000009430 M4 Mo

... |FOLDER_STRUCTURE.D... [2000003335  |M/& Mo
.. |[FOLDER_STRUCTURE.D, .. 2000003336  |[M/& Mo

Foil MED STODIWTHIORE M Onnnnea2T AT Il

Structure Date0l structureD, ., [Date Mo

Structure Datelz structureD, ., [Date Mo
Sheocbovas Miokan? chenirkbwal Maka Pl

8 T T T e e e s e e e s o o o Y o Y e

Figure 38: Agile 9: Admin Client: Subclass Tabs: Design: Attributes: Structure
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Designs —Where Used — Design

Make sure the following fields are enabled:
e Version (ID: 2000008501)
e Component Type (ID: 2000008508)
e Model Name (ID: 2000009311)
e Identifier (ID: 2000009312)
e Component (ID: 2000009313)
e Reference (ID: 2000009314)
e Configuration (ID: 2000009315)

-\_ Class Tabs:Designs

Designs  |Where Used -

General Information | Attributestwhere Used - Attachment | Attributes:where Used - Design _
':::'J = | E | Filter by Type IF\II vl

Mame .. [APIMame  [Type Wisible w [ o] oneeocd oo e oafe | AEEFBUEE Base ID Required
Thumbnail thumbnail  [MulkiList |Yes P N O ) RS Y O WA 2000005558 MfA

Design Type designType  |List ‘s Jond]s o |ATTACHMENT, SUBCLASS (2000003497 [MFA
rumber number Text Yes oo oo 830 e e v+ |FOLDER _STRUCTURE.M, .. (2000003495  [MfA
Cescription description  [MulkiT... |Yes oo ATTACHMENT, DESCRIP, ., (2000003499  [MfA
Lif cle Phase lifeCyclePh, .. |List Yes v+ [VERSIOMN,.LIFECYCLEPH, ., (2000003200  [MfA
] Mumetic 2 [VERSIOM,WERSIOM_MUM [200000850

) JCes) we’) Rw B '}

I;I;ac

Image  [Yes RS I T -4 2000003504 |MiA
Linked linked Image |ves P [ I AU 1Y 2000008505 A
Checked Qut checkedOut [Image  |ves PR P O Y PO R PO B PO B PO 117 2000008506 MfA
Label label Text es coeleedfoeelen 800 el D | version. label 2000003507 |Yes
Component Type componen., .. |List Yes ..|3 |, |attachment, component_. ., 2000008503 NfA
Checkin User checkinldser |List es |0 . [VERSION.CHECKIM_USER, 2000008819 Mo
rModel Mame modellame  [MulkiT. .. [vVes vl eeeleeeenee ol i@ | |FOLDER _STRUCTURE.FL. .. 2000009311 [MiA
Identifier identifier Texk Yes v el m0E0f ] | ]E | |FOLDER _STRUCTURE . I, .. 2000009312 |[MiA
Cormponent component (| Text Yes J L= )1 ] O Y P |0 . [FOLDER_STRUCTURE.C.., 2000009313 MNfA
Reference reference  [Text Ves vl el B0E0L e D [FOLDER _STRUCTURE.R.., (2000009314 |MNfA
Configuration configuration [Text Yes L S0E0 e |0 . [FOLDER_STRUCTURE.C.., 2000009315 [MfA
R evision resdsion Texk Yes vl el B0EDL ] e ]E ] WERSTON REVTSTON 2000009481 MNfA
Revision Date revisionDate |Date Yes w00 WERSIONYER _DATE 2000009482 |MfA

0

Last Modified Date lastModifie. .. |Date Mo

. [ATTACHMENT LAST_MOD (2000008567  |MfA

Figure 39: Agile 9: Admin Client: Subclass Tabs: Design: Attributes: Where Used - Design
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Designs — Relationships

Make sure the following fields are enabled:
e Link Type (ID: 5846) — not the standard attribute name, must be modified manually
e Published Change (ID: 5847) — not the standard attribute name, must be modified manually
e CAD Model (ID: 5861) — not the standard attribute name, must be modified manually
e CAD Parent Model (ID: 5862) — not the standard attribute name, must be modified manually
e Relationship Type (ID: 2000007912)
e Number (ID: 2000007927)
e Version (ID: 2000008523)

= Class Tabs:Designs

Designs  |Relationships +

Genersl Information | Attibut=s:Relationshios [
EI = ‘ E¢ | Filter by Type I.ﬁ.ll 'I

Mame ... |BPLMame  |Type Migible w | e BEEFEUEE Base ID

Criteria Mek criteriaMet  [Lisk es 2 |0 |0 |RELATIONSHIP.CRITERI.., | 2000007789 ||
Tvpe (Image) typelmage  |[Image  [Yes b O I YT 2000007766 ||
Mame name Texk ‘fes PP VI RO RO RO PR . PO B PO 1111 2000007767 |l
Description description  |MulkiT, .. [Yes L R YT ¥ 2000007768 ||
_urrenk Skakus currentska, . [Text es 70 [ A 2000007770 |l
Fule rule Fule es P RV RV R PO O U U 5 1 O I O Y. Z000007765 ||
Tvpe Lvpe Lisk fes P RV RV R PO O U U I =4 PO OO YT .4 2000007904 ||

relationshi...

o NA 200000797

Murnber nurnber Textk es P PR O (RS O VO O =4 IS 1 I l
Link. Type beckOl Text es vl e B0EAL | D [ [RELATIONSHIP, TEXTOL Sa46 |
Published Change kb2 Text es vo o e BOEDLG | || [ [RELATIONSHIP TEXRTOZ - (5847 |
CAD Model mulkiText01l  |MulkiT, ., [Yes v |0 | MULTITERTOL 5861 |
CAD Parent Model mulktiText0Z  |MulkT. .. [Yes v |0 | MULTITEXTOZ Sa62 |
Wersion ersian Murmeric |Yes w0012 WVERSIONYERSION_MUM (2000005523 ||
Mokesi nokesl MulkT. .. (Mo O [ MSTES Sia45 |

Figure 40: Agile 9: Admin Client: Subclass Tabs: Design: Attributes: Relationships

Parts — Title Block

Make sure the following fields are configured as follows:
e Number (ID: 1001)

o Include Characters: All

o MaxLength: 75
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T Attributes Mumber

Mame | yymber
API Mame  |number

Description
Visible |yes
Indude Characters |
Maxlength |75
Max System Length |75

Order |4

Figure 41: Item Number Attribute Configuration

Parts — BOM

Make sure the following fields are enabled:

e Item Number (ID: 1011)

e BOM Quantity (ID: 1035)

e CAD Filename (ID: 1341) — not the standard attribute name, must be modified manually
e Identifier (ID:2175) — not the standard attribute name, must be modified manually

e Component (ID: 2176) — not the standard attribute name, must be modified manually

e Reference (ID:2177) — not the standard attribute name, must be modified manually

Note: We recommend that you keep the attributes Maxlength and Max System Length to their default
settings or make sure they allow long enough values (e.g., Maxlength should have at least 150
characters for CAD Filename (ID: 1341)) to avoid BOM publishing errors.

119



MCAD Admin Guide 3.6.3

! Class Tabs:Parts

General Information | Acrbures:50m [ ———
Dj [ | E“. | Filter by Twpe I.ﬁ.ll vl

Mame o |BPI Mame  [Type Wisible w0 oocen oo oo o] | BEEFIBUEE Base ID R
aktachments (Image) attachmen... [Image  |ves J B O O I P11 11 12630 I
Manufackurer (Image) manufactu.., Image  |Yes PR - T O Y ¥ 12631 M
Pending Changes (Im. .. pendingh... Image  |ves R T PO O Y. 12632 I
Has Been Redlined (1... hasBeenR... [Image |vYes P O P11 6795 I
Has Quality(Image) hasQuality. .. (Image  |Yes P L I 1 7954 I
Price (Irmage) pricelmage  |(Image  |Yes N L I 1 2000007815 |N
Pending Declarations ... pendingDe... (Image  |ves P P I 11 2000011130 |N
Thumbnail thumbnail — |MultiList [ves PO N O VY PO P O PO - R T PO 11173 2000008550 |
Ttenn Murnber itermMumber  |Text Yes v e [FEESLG L9 8 L BOMLITEM_MUMEBER. 1011 ]
Ikem Descripkion itemDescri,,. [MulET... |Yes o] 0.0 [ ITEM.DESCRIPTION 1020 ¥
Ikem Rev itermR.ey Texk L= cobe e e (2000|108 L REYGREY _MUMBER. 1021 I
BN Quantity qky Texk Vs Gl 200120600 80 | BOM QUANTITY 1035 I
Min Qb rminCky MNurmeric [Yes 130012 (BOM MINIMUM_MUMEBER. (2000005542 N
Max Oy maxiky Mumeric [Yes vl e oo 140000 2 |BOMMAXIMUM_MUMEBER. 2000005543 M
Find Mum Findfumm Texk Yes L0 e fE 15000 .. [BOMFIND _NUMEER. 1z ]
Cptional optional Lisk L= J1E| D | (BOM, IS_CPTIOMNAL 2000005540 N
Mk Excl rikE el Lisk Vs JIFL D e [BOM IS _MUTUALLY _ERC, ., 2000005541 N
Ref Des refDes Texk Ves J158|...|0 |...|REFDESIG.LABEL 1019 I
Sites sites Lisk Yes 19,0 .. [BOMSITE 12205 ]
BOM Mokes BOMMokes  |MUIET. .. |Yes L2000 L | BOMUNOTES 1036 ]
Summary Compliance surmaryC, ., |Lisk Yes 2o |0 | REY COMPLIAMCY 2000011100 N

BOMMUlGT. ., MUIET. .. [Yes 0 ., MULTITERTS i
Identifier ECMText0l  |Texkt Vs P L= ) | P P v |0 [BOML TERTOL 2175 I
Campaonent ECMTextlz  |Texkt Yes R L 11 | P P L0 [BOM TERTOZ 2176 ]
Reference BOMTextl3  |Text Yes R L 1 | P P L0 [BOMTERTOS 2177 ]
BOM Description BOMDescri,,, MUlET. ., (Mo |0 [ |BOM,DESCRIPTION 1013 M

Figure 42: Agile 9: Admin Client: Subclass Tabs: Parts: Attributes: BOM
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Parts — Relationships

Make sure the following fields are enabled:
e Link Type (ID: 5846) — not the standard attribute name, must be modified manually
e Published Change (ID: 5847) — not the standard attribute name, must be modified manually
e Number (ID: 2000007927)

2. Class Tabs:Parts

Relationships =

General Information | Attributes:Reationshies [
Dj = | El ‘ Filter by Type I.ﬁ.ll vl

Mame oo |API Mame  (Type Visible w [l o]l oo oedondondondend] o] vod] oo | AkEribute Base ID Renqui

Critetia Mek criteriaMet  |Lisk Yes 2 [...|0 |...[RELATIOMSHIP.CRITERI... 2000007769  [M/&
Type (Image) typelmage |Image  |Yes 3|0 | |NEA 2000007766 |M/A
Hame name Text e P N P R PO PR OO PO P O 14 2000007767 [Mf&
Description description  |MUIET. .. [Yes Sl 0 | |NEA 2000007768 |M/A
Current Skatus currentsta. . | Texk Yes R U U P P PR PR P O T O YT 2000007770 |MiA
Rule rule Rule fes PR PO PO U O O OO O 5 R T PO YT 2000007765 |M/A
Lype Lisk Yes (0 NEA 2000007904
number Text fes PR N U P AP AP O O R T P YT 2000007927 |MfA

bexkOl Texk . AR Y w0 fe [RELATIOMNSHIP, TEXTOL
Published Change texk02 Text Yes R =1 =1 P P P 0 [ [RELATIOMNSHIP,. TEXTOZ 5847 i
Relationship Tvpe relationshi. .. |List Mo P P U P PR PR PR PR 4 PO T O YT 2000007912 |MfA

Figure 43: Agile 9: Admin Client: Subclass Tabs: Parts: Attributes: Relationships

Parts — Changes — Attributes: Pending Changes

Make sure the following fields are enabled:
e Lifecycle Phase (ID: 2000009590)
e  Workflow (ID: 2000009595)
e Change Category (ID: 2156)
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Configuration when using Documents classes as Items for
Drawings:

Documents — Relationships

Make sure the following fields are enabled:
e Link Type (ID: 5846) — not the standard attribute name, must be modified manually
e Published Change (ID: 5847) — not the standard attribute name, must be modified manually
e Number (ID: 2000007927)

Documents — Pending Changes

Make sure the following fields are enabled:
e Lifecycle Phase (ID: 2000009590)
e  Workflow (ID: 2000009595)
e Change Category (ID: 2156)

Documents — BOM

Since BOM are rather uncommon for Documents classes, usually no configuration of the BOM tab is
required. However, if BOM should be used, the following configuration needs to be implemented.

Make sure the following fields are enabled:

e BOM Quantity (ID: 1035)

e CAD Filename (ID: 1341) - not the standard attribute name, must be modified
manually

e Identifier (ID:2175) - not the standard attribute name, must be modified
manually

e Component (ID: 2176) - not the standard attribute name, must be modified
manually

e Reference (ID:2177) - not the standard attribute name, must be modified
manually

Control Upload File Types/File Association Table

The MCAD connector does not verify the Control Upload File Types setting and the related File
Association table in Agile. Thus, administrators need to make sure that the file types, which can be
uploaded to Agile, match the file types of the CAD system(s) in use.

We recommend setting the Control Upload File Types option setting (Agile Java client 2 Admin tab >
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System Settings = Viewers & Files 2 General Information tab) to “No”. Should you have decided to
change the setting to “Yes”, verify that all file types that the CAD system supports are listed in the File
Association table (Viewers & Files = File Association tab).

Control Upload File Types | wg

Figure 44: Agile Java Client, Control Upload File Types option setting with recommended value "No"

Duplicate Find Numbers

To use this feature (refer to the User Guide) it is necessary to set the “DuplicateFindNumbers” option to
“Allow” under SystemSettings -> SmartRules.

DisplayStructureTables Display

DuplicateFindMurnbers | allow

DuplicateltermMumbers |y arning
DuplicateRefDes |y arning
EffectivityDateCrder Warning
EffectivityGap | warning

EffectivityOverlap | warning

Allowing MCAD Engineers to See Checkout Users

Per default, Agile PLM is configured to not allow non-administrator users to see the content of the
Checkout User attribute within the Designs class. It is recommended to allow all MCAD users to read and
discover this attribute to avoid conflicting access to Design objects. Once privileges are granted, MCAD
users can see which other user is currently working on a Design object (means, having checked out the
Design).

To activate read-level access to the Checkout User attribute (Design, Title Block), add the privileges Read
Users and Discover Users to the main MCAD engineer role (usually this is Design Engineer).
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Select Privileges

Filter By |MName - ] Match If [Conbins - ] Value |users | [ Apply ] |
Choices: Selected:

Mame 4 |Privilege Mame Privilege
(FESTTCTE] SUDSEDE Ty U, . [SUDSCIDE ~ Cancel Checkout Designs Cancel Checkout
(Restricted) Undelete My Orga. .. |Undelete Checkin Designs Cheddn
(Restricted) ViewFile for my Or... |ViewFile Checkout Designs Chedkout
Cancel all Checkouts for all Users (Cancel Checkout Create Designs Create
Cheddn for all Users Checkin Delete Designs Delete
Checkout for all Users Checkout Discover Designs Discavery
Create Users Create Discover Users Discovery [
Delete Users Delete TET Designs e
Delete Users Groups Delete _ |Modify Designs Modify
Discover users ] have Created  |Discovery P | [Frint Designs PrintFile
GetFile Users GetFile ~ |pead Designs Read

Modify Users Modify ] 4 | [Fe=d Users Read r
PrintFile for Users PrintFile View Designs TonER
FrintTab for Users PrintTab

Read All Users Contact Info Read

Read users [ have Created Read =

SaveAs Users Savehs

Send Users Send

Subscribe to Users Subscribe

Undelete Users Undelete L

ViewFile Users ViewFile -
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Enabling HTTPS for Engineering Collaboration
Clients

Introduction

If the MCAD connectors or custom client applications utilizing the Agile PLM Core and EC Services need
to use the HTTPS protocol instead of the HTTP protocol, some additional work and configuration needs
to be done.

This description assumes that the server side (either the application server itself or an HTTPS proxy
server) is already configured to run with HTTPS. This should be validated with the help of the Agile Web
Client.

To make the client side work properly with the HTTPS server, you must import the server's Certificate
Authority (CA) certificate into a Java Keystore (JKS) for the clients and a client certificate needs to be
generated with the help of this CA certificate.

This document covers both one-way authentication and two-way authentication (also called mutual
authentication), but the latter one is recommended as it is considered as most secure.

Any data entered in the samples below is just for demonstration purposes and must be replaced with
actual values.

The Java Keystore (JKS) files are named “plm-server.jks” and “plm-client.jks” in the samples below. It
could be replaced by any other name in all the command lines.

The examples below use the password “Agile123”, but it is advised to use a password that is not that
easy to guess. When you enter it, please do not type the square brackets.

Exporting the server certificate

When you want to use HTTPS with the Agile PLM application server, there should already be a server
side JKS file available. Please check the application server’s documentation on where to find it. If there is
such a file already, please skip step 1 (Create the keystore for the server) in the next 2 chapters and start
with step 2. Please only do step 1 if you would like to create self-signed certificates for testing purposes.
Self-signed certificates should not be used in production environments.

Creating the keystore for the server

When there is no JKS file available on the server, create a keystore for the server by executing the
following command in a terminal. "plm-server" in the following command corresponds to the private
key/self-signed public key certificate alias in the keystore while "plm-server.jks" is the name of the
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creating keystore file.

# keytool -genkey -alias plm-server -keyalg RSA -keystore plm-server. jks
Enter keystore password: Agilel23
Re-enter new password: Agilel23
What is your first and last name?
[Unknown]: My Company
What is the name of your organizational unit?
[Unknown]: PLM
What is the name of your organization?
[Unknown]: My Company

What is the name of your City or Locality?

Exporting the server certificate

# keytool -export -file plm-server.crt -keystore plm-server.jks -storepass
Agilel23 -alias plm-server

Certificate stored in file <plm—-server.crt>

Creating the Client Keystore for One-Way Authentication

Creating the keystore for the client

As we need to have a JKS file for the client in any case, create a client keystore named "plm-client.jks"

with the alias "plm-client" using the following command:
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# keytool -genkey -alias plm-client -keyalg RSA -keystore plm-client. jks
Enter keystore password: Agilel23
Re-enter new password: Agilel23
What is your first and last name?
[Unknown]: My Company
What is the name of your organizational unit?
[Unknown]: PLM
What is the name of your organization?
[Unknown]: My Company

What is the name of your City or Locality?

Importing the server's certificate into the client keystore

For this step, copy the exported server certificate file “plm-server.crt” to the client side to import it into

the client keystore.

# keytool -import -file plm-server.crt -keystore plm-client.jks -storepass
Agilel23 -alias plm-server

Owner: CN=My Company, OU=PLM, O=My Company, L=Everywhere, ST=World Wide, C=WW
Issuer: CN=My Company, OU=PLM, O=My Company, L=Everywhere, ST=World Wide, C=WW
Serial number: 50c9b2be

Valid from: Thu Dec 13 11:49:34 CET 2012 until: Wed Mar 13 11:49:34 CET 2013
Certificate fingerprints:

MD5: 54:C8:49:EC:90:75:7D:34:FD:A2:F9:1B:2E:12:52:F0

QHAT+ FN-F7-RND-C7+14-AR-RF-RN-03-A4-7C-FN-50-7N-15+C7+094+4R-CA-RN

Creating the Client Keystore for Two-Way Authentication

Creating the keystore for the client

Follow the same steps as in the previous section.
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Importing the server's certificate into the client keystore
Follow the same steps as in the previous section.

Exporting the client certificate

# keytool -export -file plm-client.cert -keystore plm-client.jks -storepass
Agilel23 -alias plm-client

Certificate stored in file <plm-client.crt>

Importing the client certificate into the server keystore

# keytool -import -file plm-client.cert -keystore plm-server.jks -storepass
Agilel23 -alias plm-client

Owner: CN=My Company, OU=PLM, O=My Company, L=Everywhere, ST=World Wide, C=WW
Issuer: CN=My Company, OU=PLM, O=My Company, L=Everywhere, ST=World Wide, C=WW
Serial number: 50c9b450

Valid from: Thu Dec 13 11:56:16 CET 2012 until: Wed Mar 13 11:56:16 CET 2013

Certificate fingerprints:

The file “plm-server.jks” needs to be moved to or updated in the same location on the server where it
resided before and where the WebLogic application server is configured to access it. It is highly
recommended to back this JKS file before making any updates.

Configuring the MCAD Connectors for HTTPS

To make use of the keystore client file, certain Java startup parameters need to be added to the MCAD’s
JVM startup call (defined in acx.bat). This enables the Java application to validate the client certificate
with the server’s one and then establish an HTTPS trusted and secure connection.

Copy “plm-client.jks” to the MCAD connector’s “ini” directory.

Then the connector’s startup script “acx.bat” needs to be modified by adding this line. The keystore
password is the one that had been used with the keytool command above.

The code below shows how to use the required parameters on a Windows system only, as the CAD
connectors are only supported on Windows.
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set HTTPS OPTS=-Djavax.net.ssl.trustStore=%CAX ROOT%\ini\plm-client.jks
-Djavax.net.ssl.trustStorePassword=Agilel23
-Djavax.net.ssl.trustStoreType=jks

The setting of “javax.net.ssl.trustStoreType” is optional as JKS is the default store type.

The following line should be modified to use the HTTPS_OPTS definition. The variable “%HTTPS_OPTS%”
could be included in the command line at any location, but it should be after the variable
“9%JAVA_HEAP_SIZE%”.

start /b "%JAVA HOME%\bin\javaw.exe" %JAVA HEAP SIZE% 3HTTPS OPTS%
-Dcom.xplm.agile.Language=EN ..

Configuring custom client applications for HTTPS

To make use of the certificates in the keystore and the client file, certain Java system properties needs
to be added into the custom client code. This enables to Java application to validate the client certificate
with the server’s one and then establish an HTTPS trusted and secure connection.

The files “plm-client.jks” should be copied into the client application’s directory, but could essentially
reside anywhere on the local file system.

The keystore password is the one that had been used with the keytool command above.

The code below shows how to use the required properties for the Java programming language, but this
should work similar on any other programming language, for example C#.

System.setProperty(Vjavax.net.ssl.trustStore”, “plm-client.jks”);

System.setProperty(Vjavax.net.ssl.trustStorePassword”, “Agilel23”);

In Java, the value for the property “javax.net.ssl.trustStoreType” does not need to be set as it is “jks” by
default. But it might be necessary in other programming languages.

This also works with other programming languages that could be used to generate the client stubs for
the web services. Please consult the corresponding documentation for the details.

Enabling WSS for Engineering Collaboration
Clients
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Introduction

Since Oracle Agile PLM 9.3.4, Web Service Security (WSS) is supported. This is a core feature of the
WebLogic application server to allow setting policies for web service clients to access web services with
certain authentication methods only. For further information, please see the corresponding

documentation for your WebLogic version on http://docs.oracle.com.

For the list of supported policies for Oracle Agile PLM; please see the Oracle Agile PLM Administration
Guide.

For any web services client with enabled web service security, only the policy
“oracle/wss_username_token_over_ssl_client_policy” is supported. As this policy requires SSL, the
WebLogic application server must be configured to serve HTTPS requests.

Configuring the MCAD Connectors for WSS

The MCAD connectors automatically detect if WSS is enabled for the Core Services and EC Services and
use the required client-side policy.

As WSS requires HTTPS to be used, the steps in the previous chapter on how to enable HTTPS for MCAD
need to be performed.

For WSS, it is usually only required to use One-Way Authentication and not Two-Way Authentication
(called Mutual Authentication in the previous chapter).

With One-Way Authentication the client would only need to import the server certificate if the server
certificate is self-signed. If the server certificate had been issued by a Certificate Authority (CA) so that it
is considered as trusted, this is not needed.

Intermediate Certificates

There might be Certificate Authorities (CAs) that issue a couple of intermediate chain certificates instead
of just one server certificate (e. g. three certificates for the certificate authority GoDaddy, refer the
following link for additional explanations
https://uk.godaddy.com/help/what-is-an-intermediate-certificate-868).

This is mainly the case when the certificate authority wants to hide or protect their root certificate and
thus provides intermediate certificates instead. In this case, it is required to import all the certificates
contained in the CRT file provided into the Java Key Store (JKS) file. It may also be the case that several
CRT files are provided by the CA; in this case all the CRT files need to be imported.
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Troubleshooting

This chapter provides information on known issues related to Agile and the MCAD connector that users
might encounter as well as aids in troubleshooting.

Lifecycle Phase Value Does Not Appear for Document Objects

Affected Agile versions: Agile 9.3.5, Agile 9.3.6

Under certain circumstances Agile does not allow the MCAD connector to write the Lifecycle Phase
values for Documents sub-classes to the corresponding attributes. This is a server-side error. To
circumvent this error, a new functionality has been implemented for the MCAD connector that allows
writing the Lifecycle Phase value to a Design attribute, in addition to the usual functionality of writing
the Lifecycle Phase to the Affected Items tab of a Change object. The Lifecycle Phase value can be
transferred back from the Design attribute in question to the Affected Items tab using a process
extension (PX) in Agile. The server error appears not to affect PXes.

For the MCAD connector, the additional Lifecycle Phase mapping can be activated in CaxConfig.xml by
adding the following XML structure to the file:

<Structure>
<Name>WORKAROUNDS</Name>
<FieldCollection>
<Field><Name>DuplicateItemLifecycleToDesign</Name><Value>true</Value></Field>
</FieldCollection>

</Structure>

Once activated, the MCAD connector writes the Lifecycle Phase to the Design.PAGE_TWO.Text10

attribute (usually named “Project Name”, Base ID 2016).

Error Message “Error adding rows to Structure table: String value
exceeds the maximum length of 50 characters” Appears when
Saving to Agile

Refer the corresponding section in the Toolbox and Library Parts (ACW and ACE Only) chapter.

With Renaming on Save Enabled, the MCAD Connector does not
Replace the File Reference to an Object that Contains an
Exclamation Mark (“)’) in the File Name (Solid Edge only)

The exclamation mark (“!”) is used as a special functional identifier in Solid Edge. Even though Windows
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(and Solid Edge) allow using exclamation marks in the file name of a Solid Edge file, the MCAD connector
does not support this. Thus, users must not add exclamation marks to file names when using the MCAD
connector. Exclamation marks cause issues during the reference replacement function and this results in
an incorrect file reference.

STEP Files are not Created when Saving to Agile (Solid Edge ST 8
only)

There is a known issue in Solid Edge ST 8 (ST 9 and later are not affected) related to STEP file creation:
The MCAD connector does not create STEP viewable files when saving to Agile in this case. This problem
can be solved by adding the following entry to the Registry:

[HKEY CURRENT USER\Software\Unigraphics Solutions\Solid Edge\Version 108\DEBUG]
"UseLegacySTEPTranslator"=dword:00000001

Some language characters are not correctly displayed on the
Save Preview and Workspace Manager

There is a known issue where Non-Latin CAD file name characters are not correctly displayed on the
Save Preview/Workspace Manager. The issue can be solved by installing the corresponding Language
Pack. For Example, Korean characters are displayed as boxes. This is because Java does not use the
Windows 10 font (Malgun Gothic) for displaying Korean characters which is available without the Korean
Language Pack installed. In this case, installing the Korean Language Pack resolves the issue.

Error Message “Error updating rows of BOM table: BOM Table is
Read Only! #” when saving to Agile

Check the configuration of the Agile fields in the BOM tab: Item Number (ID: 1011), BOM Quantity (ID:
1035), CAD Filename (ID: 1341), Identifier (ID:2175), Component (ID: 2176), Reference (ID:2177) see
chapter Parts — BOM. These fields must be visible (enabled). If they are not, the BOM does not get
published. Until Agile 9.3.4, no error message is issued by EC services if these fields are not
enabled/accessible. Also check if those fields allow long enough values (e.g., at least 150 chars for CAD
Filename).
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