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Updates in this release:
-----------------------------
This 2.1.0 version addresses certain known issues:

Bug 21380918 - Fails to add iscsi initiators to access group 
when using CHAP on OVM UI.
Bug 21220133 - Error message is not clear when the "Plug-in 
Private Data” is not specified.
Bug 21203595 - Access Descriptor should allow entering hostname 
instead of ip address only.
Bug 20030271 - Cloning an offline LUN makes one online LUN.

Requirements:
--------------

This plug-in supports Oracle VM software version 3.2.1 or later.

This plug-in requires Oracle ZFS Storage Appliance Software OS 
8.2 (release 2013.06.05.2.0) or later. For software versions 
earlier than OS 8.4, the REST service must be configured as 
enabled. For OS 8.4 and later, it is preconfigured as enabled.

Installation Instructions:
--------------------------------------------
1. Unzip the Oracle Storage Connect Plugin Software Zip file 
(OVMZFSSAPlugin.zip) which includes the following:
RPM file for Oracle Linux 6 based OVM 3.2.x and OVM 3.3.x
osc-oracle-s7k-1.0.3-117.el6.noarch.rpm

2. Log in to the Oracle VM Server as root.
3. Check if a previous version of the RPM already exists:

# rpm -qa | grep -i s7k
   If it exists, remove it:

# rpm -ev osc-oracle-s7k
4. Install the Oracle Storage Connect Plug-in:

# rpm -ivh osc-oracle-s7k-1.0.3-117.el6.noarch.rpm

Uninstallation:
---------------



From the VM server, run:
# rpm -ev osc-oracle-s7k-1.0.3-117.el6.noarch

For details on configuration, consult the Administration Guide 
available on the Oracle ZFS Storage Appliance Plug-in Downloads 
page at:
http://www.oracle.com/technetwork/server-storage/sun-unified-
storage/downloads/zfssa-plugins-1489830.html

Known Issues in v2.1.0:
---------------------- 
• Due to a limitation of Oracle VM, it is not possible to 
register both iSCSI and FC protocols simultaneously on the same 
Oracle ZFS Storage Appliance.
   
• When working with an Oracle ZFS Storage Appliance simulator, 
you will have to set the  static ip address to ensure that the 
LUNs are properly discovered and configured.

• When an initiator belongs to multiple access groups, a LUN 
should not be presented to more than one of those member access 
groups at the same time.

• During Oracle ZFS Storage cluster head failover, if failover 
time is longer than the OVM cluster timeout, OVM server will 
reboot, and guest VM will be offline (If the guest VM is HA-
enabled, it will start after OVM server start).


